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Die turbulente Nachlaufströmung hinter einem generischenRaketenmodell wurde bei
Machzahlen M∞ = [0.3; 0.7] im trisonischen Windkanal München experimentell unter-
sucht. Es sollten die Wechselwirkungen zwischen der Strömung und der Struktur im
Heckbereich qualifiziert werden, welche unter realen Flugbedingungen in der Vergan-
genheit zeitweise zu sicherheitskritischen Interaktionen am realen Flugkörper gesorgt
haben.
Die Charakterisierung des dynamischen Verhaltens von kohärenten Strömungsstruktu-
ren erfolgte mit Hilfe zeitaufgelöster optischer und klassischer Messmethoden. Die To-
pologie des Geschwindigkeitsfeldes wurde mit der 2C2D-PIVuntersucht. Das dynami-
sche Verhalten der Druckschwankungen wurde mit der instationären PSP-Messtechnik
eingehend analysiert. Aus den Ergebnissen konnten sowohl die Lage der Wiederanle-
geposition als auch die örtliche Dynamik starker, groß-skaliger Strömungsstrukturen
abgeleitet werden. Es ließen sich erwartete charakteristische Frequenzen vonfshed≈
[400; 900]Hz nachweisen. Es konnte erstmals experimentell mit hoher örtlicher und
zeitlicher Auflösung nachgewiesen werden, wie sich das charakteristische Verhalten
der Strömung/Struktur-Wechelwirkung im Nachlauf entwickelt und wo die Position der
stärksten Belastungen im Heckbereich auftreten.
Zur Durchführung der Experimente wurde ein PSP Messsystem eabli rt. Hierfür wur-
den einzelne Komponenten (bspw. Kalibrierkammer, Beleuchtung, Softwarepaket zur
Datenanalyse) entwickelt und die Performance des Gesamtsystems in verschiedenen
Geschwindigkeitsbereichen validiert.
Abstract
The turbulent wake flow behind a generic spacecraft was investigated experimentally in
the trisonic wind tunnel Munich at subsonic Mach numbers M∞ = [0.3; 0.7].
The flow/structure interaction which raised critical safety aspects on the real spacecraft
in the past was studied. The characterization of the coherent flow structures was per-
formed by means of transient optical and classical measurement techniques. The topol-
ogy and dynamics of the wake flow and the pressure field were investigated with the
2C2D-PIV and the instationary PSP. The reattachment position as well as the local dy-
namic behavior of strong flow structures were successfully characterized and the pres-
ence of dominant vortex shedding at expected frequencies around fshed≈ [400; 900]Hz
was confirmed. It was the first time that the fluid/structure int raction and the position
of strongest stresses could be characterized experimentally with very high spatial and
temporal resolution.
A PSP system had to be established in order to perform the desire experiments. There-
fore, basic components (e.g. calibration chamber, excitation, evaluation tool) had to be
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The outer space fascinates mankind from the very beginning.The identification of the
origin of all live on earth is still one of the driving forces why people are interested in
the universe. Modern inventions continuously helped us reaching a high-technology
state on earth and even in outer space. Satellites are one of th leading inventions which
improved our daily lives. Their networks ensure the world-wi e sharing of informa-
tions.
Reusable space transportation systems, such as the American Space Shuttle or the
European Ariane, were and still are the ultimate vehicles that are able to place such
technical equipment in the low-earth orbits. These transportati n systems offer high
demands on safety aspects and efficiency. After the discontinuation of the Space
Shuttle program, the European Ariane family is required even more frequently. Fig-
ure 1.1 shows a schematic of anAriane V space transportation system as it is pro-
duced by an European joint venture, ESA/CNES/Arianespace (2013). These space-
crafts are exposed to strong mechanical and thermal loads during their launch and
their flight within the earth’s atmosphere. TheAriane V spacecraft, for example, is
solid-rocket boosters 
main stage 
main thrust nozzle 
payload head 
Fig. 1.1.:Overview of the EuropeanAriane Vspace transportation system and its major
components (figure provided by ESA/CNES/Arianespace (2013)).
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accelerated from 0 to 2000 m/s by two auxiliary solid-rocketboosters and one main
thrust nozzle within the first 2 minutes after take-off. A contr lled and safe handling
of all thermally abused structures, such as the cryogenic taks where liquid nitrogen
is stored or the exhaust and thrust nozzles, is mandatory forsa e space missions. The
extreme acceleration causes high structural stresses. They are mainly caused by vi-
brations and strong fluid-dynamic loads. All these operation l demands require high
precautions in terms of reliability and design of the spacecraft. A system failure usually
has dramatic consequences because these vehicles are stilloften manned. A structural
failure led to the discontinuation of the American Space Shuttle in 2003.
Some critical structural aspects that were investigated bySchrijer et al. (2011) came up
during the major tests of theVulcain 2main thrust nozzle of anAriane V. Fluid/structure
interactions induced vibrations and deformations into themechanical structure of the
nozzle. The strong unsteady fluctuations caused defects in the cooling system and
enforced a structural re-design. These aspects resulted ina elayed operational launch
of the main engine at that time. The fluid-dynamic loads on thestructure are highest
during take-off and while the space vehicle passes the sonicbarrier (known as transonic
conditions).
Two comprehensive research programs, such as theFuture European Space Trans-
portation Investigations Program(FESTIP), and its successor, the project ofKey
Technologies for Reusable Space Systems(RESPACE) were established in the past by
the European spacecraft manufacturers in order to ensure a continuous improvement
of their actual systems, see Pfeffer (1996) and Gülhan (2008). A large number of
experiments with individual interests were performed within these two projects. In-
vestigations by Henckels et al. (2007) examined the effect of the exhaust plume on the
pressure and density of the flow field in the afterbody domain for supersonic Mach
numbers up to 11.2. Experiments carried out by van Oudheusden and Scarano (2008)
analyzed the velocity flow field separating from the base as well as the interactions of
the free flow with the exhaust plume at flow Mach number 3 by means of the particle
image velocimetry. Herrin and Dutton (1994) performed pressure and laser-doppler
velocimetry measurements up to Mach = 2.5 in order to characterize the wake flow
field and to evaluate the shear stresses which are produced bythe unsteady wake vor-
tices. David and Radulovic (2005) carried out wind tunnel and in-flight measurements
in order to examine the loads on the nozzle and the afterbody caused by the pressure
fluctuations in the unsteady shear layer.
All these experiments were performed in order to understandhe flow physics during a
spacecraft flight envelop and to identify potential fluid-dynamic problems. On the other
hand, the data was used to validate numerical flow simulations. The progress of mod-
ern numerical methods significantly facilitated and accelerated the design process of
recent spacecrafts within the last years. Reynolds-Averaged Navier-Stokes simulations
(RANS) are well established to estimate the mean flow field andpre ict the average
payload of spacecrafts, see Lüdeke et al. (2006). As unsteady effects play a dominant
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role, more sophisticated methods like large-eddy simulations (LES) or detached-eddy
simulations (DES) are increasingly applied to characterize the flow dynamics and pro-
vide detailed informations of the entire flow field, see Deck et al. (2007). The dynamic
loads from transient simulations might help to optimize thestructural weight, for ex-
ample, in order to increase the payload weight. As a drawback, the simulations are
only as precise as their models and assumptions. A reliable turbulence modeling is
essential for the precise prediction of dynamic structurallo ds as a consequence from
fluid/structure interactions. Various turbulence models were established for steady and
unsteady simulations over the last decades. The flow conditis during a spacecraft
flight envelope and the raising demands in terms of safety andefficiency require better
turbulence models for more precise load predictions. Theser quirements in turn neces-
sitate an increasing amount of high quality experimental data in order to validate the
models and predictions.
Recent ongoing experimental and numerical research is extended in the framework of
the projectTechnological foundations for the design of thermally and mechanically
highly loaded components of future space transportation systemsthat is founded by
the Deutsche Forschungsgemeinschaft(DFG), see SFB/TR 40 (2013). It specifically
concentrates on prospective concepts for thermally and structurally highly loaded com-
ponents, such as the combustion chamber, the nozzle coolingor the afterbody structure.
The Institute of Fluid Mechanics and Aerodynamicsof theBundeswehr University Mu-
nich (UniBwM), as one of the project partners, is notably interested in the experimental
characterization of the wake flow and its interactions with the afterbody structure under
transonic test conditions by means of transient optical pressure and velocity field mea-
surement techniques.
1.2. Scientific background
From the fluid-mechanical point of view it is essential to study the individual effects
separately, not as a consequence of potential interactionsfr m a fairly complex geom-
etry. Hence, a generic model of anAriane Vmain stage was derived from the original
geometry as it is displayed in the lower part of Figure 1.2. The dimensions of the main
stage afterbody were scaled by either 1 : 50 or 1 : 100 by the exprimentalists. The
length of the generic configuration was from minor interest.It mainly served for the
generation of realistic boundary layer profiles. Under real-flight conditions, a turbulent
boundary layer is present at this stage which had to generated by the cylindrical part of
the configuration, too.
This generic spacecraft configuration represents the extensively studied axisymmetric
backward-facing step (BFS). The topological characteristic of this test case is a flow
separation from the shoulder of the step and the reattachment of the shear layer to the
3
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primary scientific goals: localization of the shear-layer reattachment position and 
qualification of  the dynamic loads on the nozzle dummy 
direction of the flow recirculation domain 
shear layer region of particular interest 
generic wind tunnel model 





Fig. 1.2.:Close-up of anAriane V mid- and afterbody (figure partially provided by
ESA/CNES/Arianespace (2013)) compared with the derived generic wind tun-
nel model of the main stage. The dimensions of the afterbody were scaled
1 : 100. The particular region of interest for this thesis (dashed box) as well
as the primary scientific goals are highlighted.
geometry as indicated in Fig. 1.2. A distinct recirculationvortex system establishes
between the separation and the reattachment point. Coherent st uctures with a large
dynamic range in size and strength organize in a shear layer between the outer and the
recirculation flow. This shear layer is characterized by distinct properties, such as char-
acteristic flapping frequencies or the position of the reattachment.
Eaton (1980) summarized the basic historical research on various two-dimensional and
axisymmetric BFS configurations. The authors examined the srong dependence of
the wake topology on properties like flow Reynolds number, free-stream turbulence,
boundary-layer state or step height. These factors complicate the comparison of individ-
ual experimental and numerical BFS results. A careful differentiation and classification
of the specific test case is necessary for a reliable comparison of individual data.
The authors in Lee and Sung (2001), Hudy et al. (2003) and Hudyet al. (2007) charac-
terized the wake of a BFS at low-Reynolds number conditions by means of transient
microphone and optical velocity field measurements. They applied the two-point sig-
nal correlation for the identification of coherent pattern co vection rates and classified
a characteristic distribution of the pressure fluctuation in the wake with a fairly good
spatial resolution. The authors in Deprés et al. (2004) performed experimental investi-
gations on a transonic axisymmetric separating/reattaching flow at Reynolds numbers
around 1 million. They were interested primarily in the behavior of coherent pressure
modes in the near-wake region. They used classic transient but point-wise pressure mea-
surement techniques for the characterization of the shear laye dynamics. These data
was compared to transient numerical simulations performedby Deck et al. (2007) and
4
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Weiss et al. (2009). The numerical simulations resolved theflow topology with high
spatial resolution. As a drawback, the duration of the transient simulation in terms of
an adequate number of data sampling points was too short for an adequate analysis of
characteristic dynamics in the flow. Hence, conclusions about significant characteristic
flow frequencies were impeded by the brevity of the availabletim signal.
1.3. Scientific goal and methods
The fundamental scientific questions addressed in this thesis are:
1. How is the topology of the wake flow?
2. How is the dynamic and the strength of the coherent wake structures in the shear
layer?
3. Are these structures characterized by a certain frequency?
4. Does the boundary layer/ wake interaction result in a coherent mode pattern on
the base?
5. Is this mode pattern somehow time-dependent?
In addition, the generation of a high quality data base for the validation of numerical
models was an essential concern. The quality of the data strongly depended on the ap-
plied measurement techniques as indicated by the experiments that were conducted in
the past. Due to this reason, optical pressure and velocity measurement methods such
as the pressure-sensitive paint (PSP) and the particle image velocimetry (PIV) measure-
ment techniques were applied. The major advantage of these optical methods is the
absence of measurement probes which potentially influence the flow and bias the qual-
ity of the experimental data. In addition, these techniquescan offer a combination of
high spatial and temporal resolutions that can be hardly reached by conventional meth-
ods, such as pressure transducers or hot-wire probes.
Since the PIV measurement technique is already establishedand extensively used all
over the world, the pressure-sensitive paint measurement technique is only rarely ap-
plied. PIV systems are widely commercially available whereas PSP systems are seldom
sold. However, the biggest advantage of optical pressure measur ments with PSP is
that a complex equipment of a wind tunnel model with pressuretransducers can be
renounced. On the other hand, the surface pressure can be measured with a spatial
resolution comparable to CFD methods. This motivated the establi hment of a PSP
measurement system at the department of UniBwM in order to raise the community of
users and increase the impact of this technique.
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1.4. Structure of this thesis
The optical measurement techniques are presented in Chapter 2. The physical working
principles as well as the basic theoretical background of the applied techniques are intro-
duced. The PSP calibration system and the characteristics of the applied PSP coatings
are described in detail within this chapter as well.
The PSP measurement technique yet suffers from the comparably low number of users
and publications, in comparison to PIV. Comprehensive elemntary research on param-
eters which potentially infect a PSP result is still required. Chapter 3 engages some of
the dominant error sources that may effect a PSP result. Known parameters, like the
temperature effect, an alternating (unstable) excitation, he self-illumination problem or
potential paint contaminations were investigated becausethey are the most dominant
error sources within the wind tunnel facilities from the department. The discussion of
the individual parameters should help classifying the measurement uncertainty as a con-
sequence of the specific error sources. Some procedures are presented which may help
to reduce the individual effects.
A suitable image-processing routine for the evaluation of PSP data was developed in
Chapter 4. The basic constraints for the implementation as well as a validation by
means of synthetic images is presented within this chapter.
The validation of the entire PSP system under low- and high-speed conditions is dis-
cussed in Chapter 5. Two NACA airfoil test series are presented which reveal the
performance of the PSP system under wind tunnel test conditis. A comprehensive
assessment of the measurement uncertainty benchmarks the PSP system.
Finally, the results of transient PIV and PSP measurements are intensively discussed
in Chapter 6 in order to answer the aroused scientific key questions. Two successive
test series are discussed, starting with the characterization of the flow velocity field
around the generic spacecraft followed by a detailed analysis of the pressure fluctuation
loads in the recirculation domain. Comparisons with numerical simulations and the
literature assessed the novelty of the fluid-mechanical results. Special care was taken
in the separation of potential sources of individual effects. Ascertained characteristic
flow phenomena are widely analyzed by means of redundant indepe nt evaluation
approaches.
6
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2.1. Pressure-sensitive paint (PSP)
2.1.1. History and state of the art
The pressure-sensitive paint measurement technique (PSP)is a luminescence applica-
tion that was designed for the optical and contactless determination of surface pressure
distributions. The measuring principle is based on the detection of luminescence inten-
sities which are emitted by excited luminophors. These luminophors areO2-sensitive
and tend to transfer its excitation energy to surrounding oxygen molecules. If no oxy-
gen molecule is present within a certain lifetime, the excitation energy is released as
luminescence intensity. Further photo-chemical background is given in section 2.1.2.
This process was discovered in the early 1940s by Kautsky andHirsch (1935) as a substi-
tution of conventional methods for detecting lowest oxygenco centrations. Moon et al.
(1965) were the first who detected small enthalpy changes by not using established
methods but by using luminescence applications. By the early 1990s, American and
Soviet scientists independently realized the potential ofthis method as a tool for exper-
imental fluid mechanics, see Peterson and Fitzgerald (1980)and Pervushin and Nevsky
(1981). Initially, this technique was only used for flow visualization. Since then, the
development of suitable luminophors was enforced in order to determine surface pres-
sures quantitatively. In the U.S., the University of Washington in cooperation withBoe-
ing and theNational Aeronautics Space Administration(NASA) played a leading role
in developing appropriateO2-sensitive molecules designed as optical pressure sensors,
compare Kavandi et al. (1990). At the same time, Soviet labortories (Russian Central
Aerohydrodynamic Institute- TsAGI) explored the photo-chemical background of the
early PSP measurement technique, see Ardasheva et al. (1982).
From now on, luminophors based on ruthenium, palladium, porphyrin or pyrene
complexes were applied asO2 sensors offering pressure sensitivities of about 70-
90 %/ 100 kPa, as reported in Liu and Sullivan (2005) or Stich and Wolfbeis (2008). For
their application in aerodynamic testing, the luminophorshad to be anchored on the sur-
face of a test body. One of the major demands was that the luminophors have to stick
to the surface of the test body and not to being removed by strong shear forces as they
occur under transonic test conditions. With the development of anO2-permeable binder
it was possible to apply the luminophors to the model in some kind of paint. This de-
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fined the terminology pressure-sensitive “paint”. The early PSPs possessed an unwanted
temperature dependence of up to 10 %/ K besides the desired pressure sensitivity, see
Mosharov et al. (1997). Up to now, the temperature dependence was minimized down to
some per mill per Kelvin by various approaches, as reported in Woodmansee and Dutton
(1998); Khalil et al. (2004); Liu and Sullivan (2005).
During the last 20 years, the PSP measurement method became an established tech-
nique for aerodynamic testing at the majority of large aeronautical research facilities.
In Europe, this technique is applied at the German aerospacecent r (DLR) since 1991
and at the French aerospace lab (ONERA) since 1997, compare Engl r et al. (1991) or
Le Sant et al. (1997). Similar to the U.S., a large number of Japanese research insti-
tutes worked on the optimization of PSPs. Japanese scientists were initially interested
in the use of pressure-sensitive paints at extremely low temperatures and oxygen con-
centrations (cryo-PSP, Asai et al. (1997; 2001)). These flowc nditions require a highly
porous binder that allows the interaction of certainly low gas concentrations with the
luminophors. From this PSP approach, the development of highly porous PSPs for
transient measurements started, see Asai et al. (1997); Abeet al. (2004); Kameda et al.
(2005) or Sakaue et al. (2006).
Except for the large research facilities and their partner universities, the potential of
PSP in measuring surface pressure distributions is virtually nknown at the worldwide
university departments. Nevertheless, the laboratories that have been working on PSP
developed a powerful tool for experimental fluid mechanics.Nowadays, PSP can be
used in nearly every area of experimental fluid mechanics. Numerous works reaching
from µ-PSP applications with high optical magnification over classic low-speed exper-
iments to tests conducted under trans- and supersonic conditions proved this method’s
potential. Under design conditions (e.g. transonic flow) and by using advanced imag-
ing systems, absolute accuracies of∆cp ≤ 0.005 can be achieved. An overview of the
individual steps from history to an advanced measurement method and the variety of
applications are described in detail in the standard works from Mosharov et al. (1997)
and Liu and Sullivan (2005) as well as in review articles fromKavandi et al. (1990);
Bell et al. (2001) or Gregory et al. (2008).
2.1.2. Photo-physical background
This section describes the basic physical processes for understanding the PSP measure-
ment method. The derivation of the quantum mechanical background was dispensed
at this point. The basics (involving sub-processes, modelsand boundary conditions)
are described in more detail in Parker (1968) or in the PSP standard works. Figure
2.1 schematically reveals the essential mechanisms which help to understand PSP as
a luminescence application. The single processes are discussed in more detail in the
following. All discussed sub-processes are subject to a certain probability of their oc-
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Fig. 2.1.:Basic photo-physical principles of PSP: excitation of a luminophorL by short-
wave radiation and its two most probable relaxation methods; (1) relaxation
by energy transfer from the luminophor to an oxygen molecule(quenching);
(2) relaxation by photon emission.
currence. The individual processes are considered on the basis of a luminophor that
definitely participates in the respective process.
Excitation by radiation absorption
The basis for this optical measurement technique is the absorption of electromagnetic
waves (hνex) and the conversion of this absorbed energy. Luminophors can convert im-
pacting energy coming from a photon. By this, luminophors might transfer to an excited
energy state, the so-called singlet or triplet state. The decision whether an excited sin-
glet or a triplet state is headed for is connected to the pair-wise spin orientation. For the
singlet state, the spin orientation remains as it was in the ground state. For the triplet
state, a reversal of the spin orientation is required. The energy transfer is described by
LS0+hνex
kex−→ L∗S1. (2.1.1)
LS0 andL∗S1 represent the excitation from the ground singlet state (S0) to an excited
singlet state (S1 - first excited singlet state) caused by the energyhνex. The portion of
this energy conversion is characterized by the specific ratekex. The absorption of light
from a luminophor is depending on the intensity of the excitation and is described by
the Beer-Lambert law, see Mosharov et al. (1997) or Bell et al. (2001). This process
occurs very rapidly with typical absorption time constantsof about 10−15s. By exces-
sive excitation (high impact of photons), a luminophor reaches the state of saturation.
It can be disabled completely or partially for further chemical processes. This causes
irreversible damage to the luminophor. This effect is knownas photo-degradation in
PSP applications.
9
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Since the excited state is metastable, the luminophor does nt rest in this state for a
long time. There are several relaxation possibilities to return from the excited state
back to the ground state. Originating from the molecular structure of each luminophor,
there are preferred and difficult transitions between the diff rent excited states and the
ground state. Preferred transitions with high probabilityare called spin-allowed whereas
difficult transitions with low probability are called spin-forbidden, see Flottmann et al.
(2004).
Non-radiative relaxation
Non-radiative relaxations describe transitions from the excit d to the ground state
whereas no photons are emitted. In PSP applications, the luminophors are typically
surrounded by a gas. In this gas the molecules of the various cmponents can move
freely.
One potential (spin-allowed) relaxation is the shock-induced exchange of energy from
the excited luminophor with an appropriate collision partne . An O2 molecule is the
ideal collision partner for a PSP luminophor. The energy exchange between the two






The excited luminophor transfers all its excitation energyto the collision partner. The lu-
minophor itself relapses back into its ground state and the collision partner gets excited
by the induced energy exchange (path (1) in Fig. 2.1). Hence,all nergy is transferred
and no photons are emitted. The luminophor and its quenchingpartner remain physi-
cally and photo-chemically intact during this interaction. They may be re-excited.
Another non-radiative relaxation is the conversion from the excitation energy into ther-
mal energy∆. The energy of the excited luminophor is instantaneously converted during
a temperature change. This process is known as thermal quenching. This highly likely
relaxation is the reason why most PSP luminophors are highlysensitive to temperature
changes beside their desiredO2 sensitivity. On the other hand, there exist many lu-
minophors that have no oxygen but only a temperature sensitivity. These luminophors
are practicably applied in the temperature-sensitive paint (TSP) measurement technique
for the determination of surface temperature distributions, see Liu and Sullivan (2005).
It might happen that an excited electron changes its state ofexcitation while it remains
excited. Therefore, a inversion of the spin orientation is required (spin-forbidden tran-
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This is known as energy system crossing (inter-system crossing). If the excitation en-
ergy was high enough, the luminophor might be excited from the ground state directly
to the second excited singlet state. At this state, the excited energy level cannot be sus-
tained for long and the energy reduces continuously until the electron relapses back to
the first excited singlet state.
L∗S2
kic−→ LS1+∆ (2.1.4)
This mechanism is called internal conversion. Both, the intr-system crossing and the in-
ternal conversion, also convert the excitation energy intoheat∆ and do not generate any
photons. All the non-radiative processes where heat conversion occurs are combined in
the energy conversion rateknr for further discussions.
Radiative relaxation
If the luminophor has defended its excitation energy for a certain time, a radiative relax-
ation to the ground state is highly probable, as it is indicated by path (2) in Figure 2.1.
These relaxations are commonly referred to as cold light or luminescence. A distinction




The molecule spontaneously and quickly emits the excitation energy in form of photons
hνem,f . The ratekf symbolizes the energetic portion of the fluorescence. Sincethe
luminophor used some excitation energy for the transition to its excited state, the energy
it releases during the relaxation is slightly lower. Hence,it emits radiation with less
energy or longer wavelength (λem > λex) according to the Stoke’s shift. The time that
the excited luminophors stays in its excited state before itr lapses back into its ground
state is called fluorescence lifetimeτf . Typical fluorescence decay times are(10−11-
12−6)s.
In the case of an inter combination or an inter-system crossing, the luminophor rests in






This spin-forbidden process is called phosphorescence that is highly likely quenched
by an oxygen molecule. This is because the transition between the excited triplet state
of luminophor and the triplet ground state of the oxygen molecul is permitted (spin-
allowed). Phosphorescence does not occur spontaneously and has typical decay rates of
(10−3-123)s. It depends on the luminophore whether fluorescence or phosphorescence
is the dominant radiative relaxation. The rates for radiative relaxations are combined
into one ratekr = kf +kp in the following.
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2.1.3. Model for conventional PSP
A first order model for the rate of change of all excited luminoph rs was derived in
Liu and Sullivan (2005). The combination of all individual energy change rates results
in the following model:
d[L∗]
dt
= Iex− (kr +knr+kq[O2])[L
∗]. (2.1.7)
The terms in square brackets describe a concentration either of the luminophors[L∗] or
the oxygen[O2]. Further, a steady state is assumed where the luminophor concentration
does not change (d[L∗]/dt = 0). A quantum yieldΦ can be defined which relates the





The ratio of the quantum yield in absence of a quencher (Φ0) with respect to the quan-
tum yield in presence of a quencher (Φ) leads to the well-known Stern-Volmer equation













Here,τf,0 = 1/(kr+knr) is the luminescence lifetime in the absence of the quencher and
τf = 1/(kr +knr+kq[O2]) is the lifetime in the presence of a quencher. Thus, Equation
2.1.9 describes the rate of change of luminescence properties of a specific molecule
with respect to a change in the concentration of a potential quencher. Some constraints
are essential for the application of Equation 2.1.9 in the sense of PSP:
1. All designated energy conversion rates of oxygen-sensitive luminophors are
somehow temperature dependentki(T, [O2]).
2. The luminophors are typically introduced into a binder for practicable reasons,
as mentioned above. Hence, the individual luminophor-specific energy conver-
sion rateski(T, [O2]) are further summarized in paint-specific coefficients (A(T),
B(T, [O2]), ...) .
3. Since PSP is applied in wind tunnel facilities, a reference state without any
quencher (I0) is impracticable. Thus, a state with no flow is used as a refer-
ence state for the formation of the ratio of quantum yields. This state will be
denoted as wind-off state in the following. Here, the staticpressure is assumed
to be constant and precisely known aspref.
4. The state where the unknown pressure distribution is frominterest is further
called wind-on state.
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O2 - permeable binder 










T - sensitive molecule 
Fig. 2.2.:Schematic of a binary PSP with temperature-dependent referenc probe for
steady aerodynamic testing.
Up to this point, the introduced approach is still a method for detecting oxygen con-
centrations. The closure for the problem as an aerodynamic pressure measurement tech-
nique is given by Henry’s law. It directly links the concentration of a gas in a fluid (here:
[O2] in air) to the partial pressure and hence to the static pressuof the gas in the fluid
(here:pO2) in the fluid:
[O2] = kH pO2 (2.1.10)
wherekH describes the solubility of the gas in the fluid (here:O2 in air [O2] = 0.21kH).
The combination of this closure approach from Equ. 2.1.10 together with the four con-
















This linear form of the Stern-Volmer equation describes thep oto-physical behavior of
















better approximates the intensity signal for a wider variaty of luminophors. The ratio be-
tween the wind-on and wind-off luminescence intensities isreferred to as Stern-Volmer
ratio or Iref/I in the following. The sum of the binder- and luminophor-specific coeffi-
cientsA(T),B(T,p),C(T,p) is one atT = Tref= const. They must be calibrated for each
individual paint composition. The coefficientsB can be interpreted as pressure sensitiv-
ity of the paint composition (in [%/ kPa]). By knowing the static reference pressurepref
at the wind-off condition and by applying the luminophor-specific coefficientsA, B, C
to a given intensity ratioIref/I , the pressure distribution at the wind-on state can be
13
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calculated. This finally requires the inversion of Equ. 2.1.12. Figure 2.2 schematically
illustrates the practical implementation for the determination of steady-state pressure
distributions. The luminophors are embedded in an oxygen-permeable binder polymer.
They are commonly excited by ultraviolet light (e.g. LED, laser, flash lamp). The ex-
cited luminophors are exposed to an environment with a certain oxygen concentration
that changes between wind-off and wind-on conditions. The excit d luminophors which
are not deactivated by quenching emit luminescence intensity at a longer wavelength.
This intensity distribution is recorded by a detector (e.g.CCD, CMOS, PMT). In order
to separate the excitation from the emission signal, optical filters are typically used in
front of the detector.
A second luminophor that is pressure-invariant but sensitive to temperature- and excita-
tion intensity was introduced in the binder polymer. It is commonly known as reference
monitor. This luminophor compensates local temperature gradients. Additionally, it
accounts for potential excitation fluctuations because it is usually excited at the same
wavelength as the pressure-sensitive dye. Such PSPs are commonly referred to as binary
PSPs because of their two luminophors. PSPs which only contain the pressure-sensitive
dye are widely known as uni coatings. Binary paints might be us f l for applications
where strong surface temperature changes appear at the model (e.g. during transonic
testing as a consequence of compressibility effects). The lay r thickness of the active
PSP layer (dpoly) typically varies between 10 and 50µm in order to conserve the aero-
dynamic shape of the model and give a reasonable signal-to-noise ratio.
An additional coating was applied prior to the active PSP layer. It is known as contact
or screen layer. This coating compensates surface inhomogeneities of the model, im-
proves the adhesion of the active layer on the model and may increase the SNR at the
same time. A bright paint with diffuse scattering is typically applied as screen layer
because it reflects both, the excitation and the emission signal. The thickness of the
contact layer (dcl) should be as low as possible. Typically, 5-10µm are realistic.
Some commercially available uni and binary coatings (UF400, BF400, ISS Inc. (2013))
have been used for the steady-state experiments presented within this thesis. Their emis-
sion spectra are shown in Figure 2.3. Porphyrin complexes (Pt(II)meso-tetra-(penta-
fluorophenyl)porphyrine - PtTFPP) are used as pressure-sensitiv luminophors in both
coatings. The paints are characterized by a strong model adhesion, a high surface
smoothness and a good SNR. Further details on the composition of the binder (e.g.
volume percentages) are subject to trade secret of the manufacturer and were not avail-
able. The difference between the two paints is clearly notable by the peak occurring at
λ ≈ 556nm, reflecting the pressure-invariant reference dye. Thpeak fromλ ≈ 650nm
is dedicated to the PtTFPP luminophors. Its intensity changes with pressure, tempera-
ture and excitation intensity. For an increase of the SNR, a screen layer was usually
applied underneath all PSP coatings during the experiments. In he following terminol-
ogy, a red camera acquires the pressure signal and a green camra records the reference
signal, as a consequence from the spectral peaks in the emission band.
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Fig. 2.3.:Emission spectra of PtTFPP based one-component (dashed) and two-
component PSPs (olid), from ISS Inc. (2013).
PSP coatings as they were introduced up to here are known as conventional coatings.
They can be used for steady-state measurements only becauseof the design of their
binder polymer. The gas diffusion time, which is a measure fothe temporal resolution,
describes the time that a quencher molecule needs for its diffusion through the binder





It is significantly dependent on the thickness of the binder polymer (dpoly) and its gas
permeability (Dm). Recent developments which enable the performance of PSP as a
transient measurement technique are discussed in the following.
2.1.4. Model for unsteady PSP
Reflecting relation 2.1.13, it is obvious that the design andthickness of the binder
polymer limits the response time of a PSP. For an increased response time, the layer
thicknessdpoly must be reduced and/or the porosity of the binderDm has to be raised.
Reducing the layer thickness usually involves a decrease ofthe SNR due to a lower lu-
minophor concentration. To counter this effect, a variety of approaches established. The
goal still is creating a highly porous structure with a largeeff ctive surface where the lu-
minophors can be attached to. The transient PSP technique isref rred to as instationary
PSP (iPSP - in the following). Figure 2.4 schematically shows the approach of a highly
porous iPSP with virtually no binder polymer and hence no diffus on time constant.
15




PSP molecule oxygen quenching 
O2 
Fig. 2.4.:Schematic of highly porous iPSP surface for unsteady aerodynamic testing.
Baron et al. (1993) demonstrated that this procedure was applic ble for increasing the
temporal resolution. They produced an emulsion that crystallized during drying and fi-
nally had a highly porous structure in which the luminophorswere anchored. However,
the coating was very sensitive to shear forces and could be easily removed from the
test body. Japanese scientists pursued a different iPSP approach that was intentionally
designed for PSP measurements under cryogene conditions (cryo-PSP), see Asai et al.
(1997; 1998; 2002). In cryogene wind tunnel flows, the fluid consists of nitrogen that is
evaporated and cools the fluid down to very low temperatures.In contrast, the oxygen
concentration within this fluid drops down to a few ppm (1 ppm =1 part per million).
For a distinct interaction with such small amounts of oxygen, the luminophors must be
anchored directly at the surface of the test body in order to enable the quenching process.
Their approach was an artificial surface roughening by meansof an electrochemical cat-
alytic process (anodization). Hence, this approach is known as AA-PSP (AA - anodized
aluminum). Artificial nano-structures are constructed during the catalytic process, sim-
ilar to the ones in Figure 2.4. These structures are highly hydrophobic and easily ab-
sorb liquids by dipping. This is also the major disadvantagebecause this technique can
hardly be applied to test bodies which provide sensitive electronic equipment that might
be destroyed through the dipping process. Nevertheless, thi technique is widely used
due to its good surface quality and its high temporal resolution, compare Mérienne et al.
(2004); Kameda et al. (2005); Sakaue et al. (2006) or Singh etal. (2011). Recent results
show that AA-PSP allows the resolution of characteristic flow frequencies in high Kilo-
or even Megahertz regimes, see Gregory et al. (2007) or Fujiiet al. (2013). At such high
frequencies, a phase-locked acquisition and sample averaging is required for a sufficient
SNR.
The test bodies which were used for the experiments that are pres nted within the scope
of this work were partly equipped with sensitive electronictransducers. From this rea-
son, the use of a highly porous polymer/ceramic binder (pc-PSP) was chosen for iPSP
measurements, as it was first presented by Scroggin et al. (1999). The non-toxic binder
can be applied to the model surface by a spray gun like a conventional painting. A
water-based emulsion is produced from highly porous titanium dioxide particles (TiO2)
16
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Fig. 2.5.:Fluorescence lifetimes as a function of pressure and temperatur . Multiple
lifetime gates are the basis for the lifetime PSP method.
which were held together by a stabilizer. The individual binder components crystallize
while drying (about 12-24 h, depending on the temperature) and form a sponge-like
structure that is resistant to shear forces. The luminophors are directly anchored within
this structure. The composition of the binder, arising fromGregory et al. (2008), is as
follows: for 1 g of distilled water, 1.72 g ofTiO2 (DuPont R-900 TiPure) and 12 mg
of a dispersant (Rohm & HaasD-3021) were added. This solution was ball-milled for
about 1 h. Then, 3.5 vol.% of a polymer emulsion (Rohm & HaasB-1000) were added
to the ceramic slurry. A layer of about 5µm was finally applied to the test body. The
pressure-sensitive dye was prepared from 1 mg of the PtTFPP luminophors which were
dissolved in 5 ml toluene. It was applied to the ceramic base ly r by spray gun. The
paint properties are discussed later in this chapter.
2.1.5. Radiometric and lifetime PSP
Two basic measurement principles can be derived from Equation 2.1.11. If the lu-
minophors are exposed to short-wave radiation for a certaintime (texp»τf) the lumi-
nescence intensity can be integrated by a conventional imaging system (e.g. CCD,
CMOS, s-CMOS) that is equipped with an appropriate optical filter, compare Figure
2.2. The ratioIref/I of the integrated luminescence intensity from the wind-offand the
wind-on conditions is calculated. The integration times are typically ranged from a few
milliseconds to some seconds. This principle is usually refer d to as radiometric or
intensity method. The method is widely used and it is also applied for the experiments
presented in this work. The major advantages of the radiometric method is the simplic-
ity of the measurement apparatus and the data reduction as well as a fairly good SNR
17
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that allows the detection of small pressure changes. The averaging of a small number
of samples can provide high-quality PSP results. The major disadvantage is that the
results are strongly dependent on the stationarity of both,the excitation source as well
as luminophor-specific properties (e.g. temperature, concentration, homogeneity).
The second measurement principle originates from the determination of the ratio of the
luminescence lifetimeτf . Therefore, this PSP application is known as lifetime method,
compare Davis et al. (1995); Hradil et al. (2002) or Mitsuo etal. (2006). The lumines-
cence lifetime, as a response on an instantaneous excitation pulse, is an exponential
decay rate that is variant to pressure and temperature as it is schematically shown in
Fig. 2.5. Typically, this exponential decay rate is sampledat two or more points (gates)
by means of a fast scanning device, such as a photo-multiplier tube or a multi-gated
camera, compare Ruyten (2004). The ratio of the lifetimes from the individual gates is
a luminophor-specific measure that changes with pressure and temperature. More than
one decay ratio is typically used in order to compensate the temperature effect. The ma-
jor advantage of a multiple-ratio lifetime approach in comparison with the radiometric
PSP method is that the lifetime ratio needs no wind-off reference state. The calcula-
tion of two lifetime ratios or more makes this method virtually invariant to temperature
changes, to non-uniformities of the excitation intensity and to luminophor properties
(e.g. concentration and aging). The major disadvantages are a complex recording sys-
tem and a fairly low SNR.
Good results from both methods require a high-quality imaging system. The image sen-
sor should have a low noise level, a high dynamic range (14 bitor better) and a high
linearity in its response behavior. The imaging optics should have small aberrations and
distortions. High efforts are required which ensure a temperature compensation, for ex-
ample. A detailed analysis of some effects which influence the measurement accuracy
of the radiometric method is presented later in Chapter 3. Aneve more comprehensive
accuracy assessment can be found in Liu and Sullivan (2005).
The digital intensity images are analyzed with appropriatemage processing tools. A
data reduction tool for radiometric PSP images was developed at UniBwM. It will be
discussed in more detail in Chapter 4.
2.1.6. Luminescence calibration
The luminescence calibration for the intensity method is clo ely linked to the terms of
an in-situ and an a-priori calibration, according to Liu andSullivan (2005). In an in-
situ calibration, the paint coefficients (A, B, C) are determined directly at the surface
of a coated wind tunnel model. This is done while the static pressure inside the test
section is varied and the luminescence intensity of the excit d coating is captured and
directly linked with the pressure information. This procedure accounts for paint layer
thickness and/or luminophor concentration inhomogeneity. By this approach, virtually
18
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Fig. 2.7.:Static PSP/TSP calibration rig
with 2 CCD cameras and uv il-
lumination (LED).
every pixel of the imaging sensor can be calibrated individually. As a drawback, this
procedure premises a wind tunnel facility whose test section can be pressurized under
steady state conditions.
An a-priori calibration usually means that the paint coefficients are determined from
a paint sample in a separate (laboratory) experiment. It is usually performed in a
temperature-controlled chamber which can be pressurized and evacuated. The geomet-
ric dimensions of the real wind tunnel setup (distances: camer ↔PSP; illumination↔
PSP) are simulated at the calibration rig. The luminescenceintensity is captured at pre-
cisely known pressure(s) and temperature(s). Finally a suit ble calibration fit represents
the coefficients in Equ. 2.1.12. The paint sample should havethe same surface prop-
erties (material, roughness, ...) and experience the same pint treatment (no. of layers,
heat curing, ...) as the model coating in order to avoid a sensitivity change that would
cause a potential bias error.
From the fact that the minority of wind tunnel facilities canbe pressurized, the term
in-situ calibration is also used for a hybrid approach. The general paint properties are
characterized in an a-priori calibration. This calibration delivers the raw PSP results
which are finally cross-checked and corrected with the readings from static pressure
ports within the model. For this, the luminescence intensity in the vicinity of the pres-
sure ports is plotted against the actual static port pressurand a rule is derived which
corrects a potential mismatch between both quantities. This approach also accounts for
external influences during a wind tunnel experiment like paint contamination, aging or
a potential temperature effect.
The a-priori calibration setup developed at UniBwM (Bitteret al. (2009)) is shown in
Figs. 2.6 and 2.7. The chamber is made from aluminum and is desgned to calibrate
19
2. Optical field measurement techniques
∆
∆
Fig. 2.8.:Accuracy assessment of the
static calibration pressure. Ac-
tual pressurep measured with
the PACE 5000pressure con-
troller; reference pressurepref
measured by a Betz-manometer.
Fig. 2.9.:Accuracy assessment of the
static calibration temperature.
Actual temperatureT measured
with the TC-2812 temperature
controller; reference tempera-
tureTref measured by aFLIR Ti-
tanium 560MIR camera.
paints in the range from[5 ≤ ps≤ 700]kPa, especially to cover the static pressure range
of the trisonic wind tunnel facility (TWM, see Section 5.1.1). The static air pressure in-
side the chamber is controlled by aGE Pace 5000pressure controller with extended
precision (0.01 %FS, FS= 700 kPa). Evacuation down topabs≈ 5kPa is done by a
membran vacuum pump. For the temperature adjustment in the calibration chamber, a
Quickcool HDPMhigh-power thermoelectric device (Peltier heater) is usedwhich has
a design temperature difference of∆T = 71K between the hot and the cooled side. This
device is glued on the chamber’s cupper base. The base bears acooling ductwork that
is rinsed with thermally conditioned water. The static temprature is sensed with a resis-
tance thermometer device (RTD 100) controlled by aCooltronic TC-2812temperature
controller with 0.1 K control precision. A PSP/TSP paint sample is positioned and fixed
on top of the heating device. The accuracy and reproducibility of the calibration setting
values such as pressure and temperature was assessed in Figs. 2.8 and 2.9. The static
chamber pressure set by the pressure controller was cross-checked with an independent
measurement of the actual static chamber pressure measuredwith a Betz-manometer
that had an effective range up to 4 kPa. The hysteresis between upward and downward
measurements was negligible (about 10 Pa). The RMS uncertainty between the actual
static pressure and its setting value was about 10 Pa within the tested range. Two in-
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Fig. 2.10.:Left: Stern-Volmer calibration curves of the prominent pressure- and
temperature-sensitive paints and their pressure sensitivities at reference tem-
perature;Right: temperature sensitivities at reference pressure.
dependent measurements of the actual and the desired surface temperature of the paint
sample were made while the desired temperature was set by thetemp rature controller
of the setup and the actual temperature of a black paint sample was monitored by a
FLIR Titanium 560Minfrared camera. The results reveal a perfectly linear behavior
within temperatures of[10 ≤ T ≤ 40]◦C. The RMS deviation of 0.13◦C was within the
accuracy of the setting device.
After these benchmarks, 4 individual paint samples were prepared and calibrated. Each
sample carried a different paint such as: uni-PSP (UF400), binary-PSP (BF400), tran-
sient polymer/ceramic PSP (pc-PSP) and temperature-sensitiv paint (TSP). The paint
excitation was performed by anISSI LM2X-DMHP405 nm high-power LED. The lu-
minescence signal was captured with a 14-bit cooled interliCCD camera (pco.2000)
equipped with appropriate filters according to the specific emission spectra. Hence, a
band-pass filter withλ = (550±50)nm and a 640 nm long-pass filter with high optical
density (OD> 6) were used for the reference and the pressure signals respectively. The
TSP luminophor emission was separated using a 570 nm long-pass filter. The uni- and
binary-PSP samples were initially covered with a screen layer. The TSP sample was
covered with a 100µm conventional white base coat (Glasurit) for thermal insulation.
All samples were heat-cured in an oven for about 1 hour at 60◦C. During the fully
automatic calibration procedure the chamber was allowed tobalance for 2 minutes af-
ter significant pressure and temperature changes (∆p> 10kPa or∆T > 5K). The LED
only flashed during data acquisition in order to avoid photo-degradation. The calibra-
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tion results for the different samples are displayed in Fig.2.10, showing the individual
Stern-Volmer calibration curves at reference conditions (left: pressure sensitivity;right:
temperature-dependency). All plots were normalized with the reference intensity close
to ambient conditions (pref = 100kPa,Tref = 25◦C).
By having the same pressure-sensitive luminophor (PtTFPP), a potential difference in
the paint composition and the additional reference probe affected the pressure sensitiv-
ity of the uni-paint in comparison with the binary-PSP by about 10 %. The temperature
dependency was decreased from 0.6%/K down to−0.06%/K by using the compensa-
tion of the reference dye.
The pressure sensitivity was aboutpsens≈ 54%/100 kPa for the transient pc-PSP. This
paint also revealed a very high temperature dependency ofTsens≈ 2.5%/ K. This depen-
dency is obviously even higher than the sensitivity of the actu l temperature-sensitive
paint. This is mainly caused by the composition of the polymer/ceramic binder. A care-
ful knowledge of the surface temperature is essential for high-accuracy measurements
with the transient pc-PSP. The first-order transfer functioof pc-PSP was evaluated
in a high-frequency acoustic tube within a frequency range of 0.1 ≤ f ≤ 10 kHz by
Sugimoto et al. (2012). As reported, a widely constant amplitude (∆A≤ −0.5 dB) and
phase angle (∆ϕ ≤ 10◦) is present for pc-PSP up to sampling rates off ≈ 4 kHz. For
transient measurements with sampling rates higher than 4 kHz, the amplitude dropped
by approx.∆A≈−1 dB/ kHz and the phase angle delayed by∆ϕ ≈ 8◦/ kHz.
The TSP showed nearly no pressure dependency and had a temperature sensitivity of
about 1.6%/K. The individual results also reveal why a polynomial approach is typi-
cally more convenient for the approximation of the paint characteristics in comparison
to the linear Stern-Volmer model.
2.2. Particle image velocimetry (PIV)
2.2.1. Basic principle
The particle image velocimetry (PIV) is an optical method for the contactless determi-
nation of the flow velocity field in a transparent fluid. The method was developed in the
mid-1980s, see Adrian (1986). The principle of this opticalmeasurement technique is
based on the determination of displacements of tracer particles from digitally recorded
images through correlation-based methods. For the determination of a velocity field,
small light scattering particles (called: tracer particles or seeding) are injected into the
flow. The particles are illuminated twice in a light-sheet atime stepst andt +∆t by a
short-pulse light source, such as a laser. The illuminated particles are imaged through
optical lenses and their signal is digitally recorded in a PIV image at each time step
using an image sensor (CCD, CMOS, ...). From the estimated displacement∆~sof a par-
ticle image ensemble in two consecutive PIV images, from theknowledge of the time
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Fig. 2.11.:Principle arrangement of a planar particle image velocimetry (PIV) setup in
a wind tunnel for the estimation of a 2C2D velocity field.
interval∆t and by knowing the magnification of the imaging opticsM the local velocity





Figure 2.11 schematically displays a classical PIV setup for the determination of two
components of a velocity vector in a plane (2 components in 2D→ 2C2D-PIV). There
are more sophisticated extensions of the conventional 2C2D-PIV setup, like 3C2D- or
3C3D-PIV, that allow the determination of the full three-component velocity vector by
the use of multiple cameras. These more sophisticated versions are not within the scope
of this thesis and will not be discussed here. The subsystemshat make up a 2C2D
experimental setup as well as fundamentals of correlation-based evaluation techniques
are explained below. More details on the individual components, on the generation
of tracer particles or on the variety of evaluation approaches are discussed in detail in
Raffel et al. (2007).
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2.2.2. Particle generation
Strictly speaking, PIV does not measure the flow velocity butthe convection of indi-
vidual tracer particles. This necessarily requires a good fllow-up performance of the
seeding particles to the flow. Obviously, large and heavy particles appear too inert to re-
solve fluid flows with strong gradients. As reported in Raffelet al. (2007), the diameter
of a single tracer particle and its density difference with respect to the fluid dominate the
follow-up performance. For aerodynamic tests in wind tunnels, small droplets are often
used which are produced from a highly viscous fluid within a seeding atomizer. Pres-
surized air is pushed through the nozzles of such an atomizerwhat produces the small
droplets. The use of conventional salad oils or DEHS (di-ethyl hexa-sebacate) as seed-
ing fluid has prevailed. DEHS was used for the experiments in this thesis. These fluids
typically produce droplets with an average diameter of 0.5-5 µm, compare Kähler et al.
(2002). As a compromise, such particles are able to follow the flow over a wide dy-
namic range (e.g. wake of a backward-facing step) and their scattering signal is well de-
tectable on an image sensor. The seeding particles for aerodynamic testing should not be
smaller than the dominant wavelength which illuminates them (green lightλ = 530nm
= 0.53µm). Otherwise, their scattering intensity appears intermittently at larger dis-
tances of observation. At the department, several seeding atomizers are available which
produce tracer particles from DEHS in a suitable size and concentration.
2.2.3. Particle illumination
Solid-state lasers with twin-cavities established for double-pulse illumination in stan-
dard PIV applications. Special crystals (e.g. neodym-dopeyttrium aluminum garnet
- Nd:YAG) form the laser medium of such lasers in order to emitonochromatic light.
Therefore, the laser medium has to be excited by an external energy source. The exci-
tation in a solid-state laser is usually made by a flash lamp ora diode. From the photo-
physical view, the stimulated emission plays the essentialrole in a laser. A molecule of
the laser medium that was excited can use the excitation energy of an impacting photon
in a way that it produces a second photon of similar wavelength and propagation direc-
tion during its relaxation to the ground state. In order to force the stimulated emission,
the laser medium is usually located between 2 mirrors (resonator). By reflecting the
photons between the two mirrors, more and more photons are produced. The photons
are reflected until one of the mirrors is opened and a package of photons may escape
from the resonator. This is detectable as a short pulse of monochromatic light. The very
precise and fast shuttering of the resonator mirror is done by a Q-switch which ensures
an identical emitted radiation power for each laser pulse. The whole assembly from the
laser medium, the resonator, the flash lamp and the Q-switch is known as laser cavity.
In a double-pulse laser, two laser cavities are embedded whose individual beams are
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joined in special optics. The delay∆t between both laser pulses has to be adjusted
carefully because it determines the shift of the imaged particle ensembles. For a reli-
able calculation of the local flow vector, the particle displacement within a PIV image
~d should be 8-10 px. Hence, the pulse delay is strongly dependent on the dynamic of
the flow phenomena which are investigated as well as the optical magnification of the
imaging system. For time-resolved or transient PIV measurements, high-repetition-rate
solid-state lasers with typical pulse rates up to 10 kHz are available.
By using a conventional 2C2D-PIV setup, the tracer particles will be illuminated in
a plane (laser-light sheet) of finite thickness that is formed from the laser beam and
whose thickness is adapted to the flow properties. For the formation of the light sheet,
the beam is passed through an array of lenses. The thickness of the light sheet should
be minimal, since the detected signal of the scattering particles always represents an
integration over the depth of the laser plane. In 3D-flows with strong gradients, the
particles might be transported perpendicular to the light sheet. Thus, a thick light sheet
might produce a potential uncertainty in the local flow vector by a strong out-of-plane
motion of tracer particles. This motion cannot be detected by a conventional 2C2D-PIV
setup but with a more sophisticated multiple-camera approach. In a thin light sheet,
some particles might disappear between the two light pulseswhat would impede their
digital evaluation.
2.2.4. Particle imaging
Digital CCD or CMOS cameras established for the recording ofthe signal from the il-
luminated tracer particles. They have a high quantum yield in the wavelength region of
most PIV lasers. A high SNR and high dynamic ranges of up to 16 bit ensure that the
particles can be imaged sufficiently even under low light conditions. Camera technolo-
gies with multiple-exposure option have been developed. They are able to capture the
displacement of particles in a double-frame image at the timstepst andt +∆t. This
acquisition technique is known as double frame/single exposure technology and is also
applied within the scope of this thesis. Modern cameras offer large sensor resolutions
up to 16 Mpx or allow the double exposure within a delay of∆t ≤ 750ns (e.g. interline-
or frame-transfer cameras). High-speed CMOS cameras are avilable for the transient
PIV measurements that provide a sensor resolution of 1 Mpx and a recording rate of
16 kHz at full resolution.
The particle image quality plays a crucial role for accuratePIV measurement. The parti-
cle image should be round without blurring. The measurementuncertainty additionally
depends on the size of the particle image. The diameter of a particle image should be
2-3 px for the lowest measurement uncertainty, see Raffel etal. (2007). It is also recom-
mended to adjust the optical setup carefully and use high quality optical components in
order to reach high-quality particle images with reduced aberrations.
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Fig. 2.12.:(a) Schematic of a standard cross-correlation PIV principle;(b) Vector deter-
mination from the correlation plane of an interrogation window; Left: Sum-
mation of a particle ensemble exposed att ndt +∆t. The ensembles dis-
placement was∆~s= [20;6]px; Right: Two-dimensional correlation coeffi-
cient plane between the first and second exposure.
2.2.5. Evaluation methods
Modern PIV data evaluation is widely based on window-correlation methods, compare
Keane and Adrian (1992) or Raffel et al. (2007). A schematic of a classical PIV cross-
correlation evaluation is sketched in Fig. 2.12 (a). The individual PIV double-frame
images are sub-divided into squared interrogation windows. The interrogation window
size typically ranges from 128px× 128 px down to 8px× 8 px whereas the interroga-
tion windows may overlap by a certain amount in order to increase the resolution of
the vector field result. (Note: squared interrogation regions are abbreviated by a shorter
notation, e.g. 1282 px2, in the following context). The final size of the interrogation
windows restricts the resolution of the vector field result.Each interrogation window
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represents a local flow vector. If the size of the interrogation windows is chosen too
small or the particle shift between both laser pulses is too large, the particle ensemble
might have exceeded the corresponding interrogation windows and hence their evalua-
tion is impeded. However, state-of-the-art evaluation algorithms (e.g. iterative window
deformation schemes) can help to correlate the data from both interrogation windows.
An average density of 6-8 particles should be present in all idiv dual interrogation win-
dows.
A particle image ensemble from three particle images insidean interrogation window of
502 px2 was synthetically shifted by∆~s= [20,6]px between the time stepst andt +∆t
as to be seen on the left in Fig. 2.12 (b) (Note: usually, therewould be two individual
PIV frames which were superimposed in the figure for the clarific tion of the evalua-
tion procedure). The particle image ensembles were added upwith 2 % Gaussian noise.
The two-dimensional cross-correlation between the time stepst andt +∆t is performed
using the fast Fourier transform (FFT). At the point of greatest similarity between the
two image signals a maximum forms in a correlation plane, as indicatd on the right in
Figure 2.12 (b). The distance between this maximum and the center of the correlation
plane is directly proportional to the shift of the particle ens mble. The position of the
maximum[x0; y0] can be estimated from three-point estimators with sub-pixel accuracy.
Therefore, the peak can be fitted by various fit functions, seeRaffel et al. (2007). For a
Gaussian fitting, the peak locus is approximated by:
x0 = i+
lnR(i−1, j)− lnR(i+1, j)
2lnR(i−1, j)−4lnR(i, j)+2lnR(i+1, j)
(2.2.15)
y0 = i+
lnR(i, j−1)− lnR(i, j−1)
2lnR(i, j−1)−4lnR(i, j)+2lnR(i, j−1)
The shift of the particle image ensemble is finally estimatedby calculating the difference
between the peak locus and the center of the correlation plane. The complete evaluation
of all interrogation windows in a PIV double-frame image leads to an instantaneous
vector field result. A large number of samples (200< N < 20,000) is typically recorded
and evaluated in order to extract flow properties and reliable statistics (e.g. mean flow
or fluctuations).
Meinhart et al. (2000) introduced an approach that increased th SNR and the spatial
resolution by averaging the correlation planes of the individual interrogation windows,
as schematically shown in Fig. 2.13. This approach, known assum-of-correlation tech-
nique, was intentionally developed for micro-fluidics. Theb nefit of averaging the
correlation planes is that the size of the interrogation windows can be reduced while the
spatial resolution is increased. If the number of PIV double-frame recordingsN is suffi-
ciently high, there is a certain probability that a correlation peak establishes even if the
size of the interrogation window is smaller than the averageparticle shift. The drawback
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Fig. 2.13.:Schematic of a PIV evaluation based on the averaging of the correlation
planes, as proposed by Meinhart et al. (2000).
of this technique was that all statistical information (e.g. Reynolds shear forces−u′v′)
vanished so that the final vector field only represents the mean flow field. However,
modern methods allow the extraction of the turbulent flow prope ties from the shape
and orientation of the correlation peak, as reported by Scharnowski et al. (2012). The
minimum interrogation window size for sum-of-correlationevaluations should be not
smaller than the size of the actual particle images as reportd in Kähler et al. (2012a).
Both, standard cross- and sum-of-correlation evaluation schemes were applied in order
to derive the results from the PIV measurements within this the is.
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The error sources discussed below does not address luminophor-s ecific bias effects
(e.g. photo-degradation) because these are usually characterized by the paint developers
and documented in the data-sheets (e.g. photo-degradationr te of PtTFPP≈ 1 %/ h,
compare ISS Inc. (2013)). The study moreover encounters some effects that are specific
under the constraints of the experimental setups in the windtu nel facilities at UniBwM.
The error sources are dominant for the mismatch between the raw PSP results and the
readings from static reference pressure ports. As a consequence, the application of an
in-situ correction to the raw PSP results becomes necessary. The individual effects as
well as their order of magnitude are examined here. The knowledge of the magnitude of
the individual error sources can be helpful to estimate the measurement uncertainty of
the entire PSP system. Some correction techniques are introduced in order minimize the
final measurement uncertainty. A more detailed analysis of all sensitivity parameters is
presented in Liu and Sullivan (2005).
3.1. Temperature effect
The PSP calibration plots which were discussed earlier reveal d that most PSP coatings
somehow suffer from a certain temperature dependency. Model surfaces might be ex-
posed to strong temperature changes of several Kelvin during tra sonic test conditions
as a consequence of compressibility effects. Hence, the surface temperature must be
known precisely in order to measure high-accuracy pressuredistributions.
The application of a binary paint was already introduced forminimizing the tempera-
ture dependency. Nevertheless, theses paints also have a small te perature dependency.
That’s why surface temperature sensors are typically used on model surfaces. This com-
bination of a binary PSP and a surface temperature sensor is pa t cularly suitable for
transonic applications. At low-speed conditions the usageof an uni-PSP in combina-
tion with a temperature sensor typically delivers sufficient r sults.
The usage of a TSP, either subsequently or in parallel to a PSPexperiment, is the sec-
ond option that is applied at the institute. The temperatureinformation from the TSP is
mapped on the PSP results for the compensation of the temperature effect.
A FLIR Titanium 560Minfrared camera is partly used to determine the surface temper-
ature. It offers a temperature resolution below 0.1 K. This application is restricted since
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the test sections of the wind tunnels only have limited IR-aware glazing.
A fourth alternative is the static surface temperature froma numerical simulation. If
the opportunity is missing to use one of the options discussed up to here, the surface
temperatureTaw might be estimated by applying the adiabatic wall model:
Taw/T0 = [1+ r(κ −1)M2∞/2][1+(κ −1)M2∞/2]−1 (3.1.1)
whereasr is the recovery factor of the local boundary layer profile,T0 is the total temper-
ature,M∞ is the flow Mach number andκ the specific heat. Hence, this error is strongly
dependent on both, the temperature-dependency of the PSP coating and the accuracy of
the temperature measurements.
3.2. Excitation non-uniformity
Since the intensity signal of a PSP is directly proportionalto the intensity of the excita-
tion, the measurement accuracy is also depending directly on the temporal and spatial
uniformity or stability of the excitation. No matter, if theexcitation source or the model
moves, both effects introduce a potential measurement error into the final PSP results.
This section examines the magnitude of such a relative motion.
In the past, mercury arc lamps were used for the excitation ofPSPs because they pro-
duced a high intensity of (near-) ultraviolet light. The major disadvantage of these lamps
was a strong fluctuation of the light intensity up to several percent because the light is
produced by a random spark discharging process. Nowadays, LEDs are widely used for
fluorescence applications because they combine several advnt ges: 1. They are com-
mercially available in a variety of narrow-band emitting wavelengths; 2. High-power
emitter (arrays) easily reach an optical output of 100 W or moe; 3. The intensity distri-
bution is smooth and continuous (no speckle); 4. The output intensity is very constant
(∆I < 0.1%/h). Thus, the temporal non-uniformity of a modern PSP excitation using
LEDs is assumed to be negligible for further considerations. Hence, the spatial varia-
tion of the illumination pattern as a consequence of a lamp vibration or a model motion
is assumed to be the dominant error source.
The intensity pattern of any light source has a characteristic profile (e.g. Gaussian or
top-hat). This pattern might have a significant influence if the intensity ratio of two
sub-sequent imaged pattern is considered. The magnitude ofth e fect is dominated by
the potential shift between the sub-sequent pattern imagesnd by the optical magnifi-
cationM of the imaging system. Typical PSP experiments are conductewith optical
magnification in the range of 0.1≤ M ≤ 0.001 (large models are observed from a long
imaging distance). A model motion or deformation of e.g. 0.5mm as a consequence of
aerodynamic forces between wind-on and wind-off conditions might not be noticeable
on the imaging sensor because the actual shift is typically be ow 1 px. The image sensor














Fig. 3.1.:Left: Intensity field and center-line intensity distribution of aLuminus CBT-
120 uvhigh-power LED with aF =−75mm spherical front-lens;Right: not-
to-scale schematic of the synthetic illumination pattern shift along the shift
radius~r.
PSP experiments which are conducted at large magnifications(M > 0.1) (small models
or model portions are observed from a short distance), the motion f 0.5 mm can cause
a shift of several pixels in the intensity image. This would lead to an enormous increase
in the noise level of the intensity ratio. This effect is intesified if the excitation source
has a narrow-angled illumination pattern with a strong intensity gradient.
The spatial and temporal non-uniform behavior of a high-power LED as typically used
for PSP excitation at UniBwM was simulated in the following.This non-uniformity can
be interpreted as a vibration of the light source or a model motion between the resting
wind-off condition and various sub-sequent wind-on PSP intensity images (e.g. tran-
sient PSP measurements).
The left-hand side of Figure 3.1 shows the LED intensity pattern as it was projected
on a white diffused screen (D ≈ 180 mm≈ 3,600 px; magnificationM ≈ 0.15) and
imaged by an 11 MPx camera (pco.4000). The intensity pattern of the LED was syn-
thetically shifted horizontally and vertically within a range of[−400≤~r ≤ 400]px with
∆~r = 0.5px as the step size. The ratio between the initial and the shifted intensity pattern
can be interpreted as the intensity ratioIref/I . The LED was equipped with a spherical
lens (diameter:D = 100mm, focal length:F = −75mm) that compensated the illumi-
nation characteristic and homogeneously maximized the intensity profile, as indicated
by the white line profile in Fig. 3.2. The peak in the center of the profile is caused by
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Fig. 3.2.:Error in the intensity ratio as a consequence of a synthetic shift along the
vector~r. The solid lines represent the mean intensity ratio and the error bars
reflect the standard deviation.
the LED emitter which is imaged by the lens. Optical aberrations are caused in the outer
portions due to refractions on the edge of the lens as indicated by the two peaks. The
intensity ratio between the shifted and the non-shifted reference pattern was calculated
within a 72 px2 evaluation region in the center of the reference pattern (dashed square).
The results are shown in Figure 3.2 for the horizontal (black), the vertical (blue) and the
combined shifts (orange). The solid lines show the mean intensity ratioIref/I within the
evaluation region and the error bars represent the standarddeviationsσ . The slopes of
the curves are slightly asymmetric due to the rectangular LED-emitter area and a slight
misalignment of the optical axis between the emitter and thelens. The closeup shows
the results between[−10≤~r ≤ 10]px. Within this range, the mean intensity ratio is af-
fected by less than 0. 3%. The standard deviation in this area is 0.3% at its maximum.
A spatial filtering of the intensity ratio is mandatory in PSPapplications in mostly any
case. Hence, the average from the mean deviationsIref/I and the standard deviation
is assumed to represent a conservative estimation of a potential measurement uncer-
tainty. A shift of≤ 10px can cause an uncertainty of about 0.16 % (or≈ 200 Pa) in
the final pressure distribution if a PSP coating is applied that has an assumed pressure
sensitivity of 76 %/100 kPa (e.g. binary-PSP). This effect can be countered by a rigid





Self-illumination (SI) is a typical error source in fluorescn e applications such as
intensity-based measurement techniques. It occurs if the luminescence intensity super-
imposes on adjacent surfaces as it is the case for complex wind tun el geometries (e.g.
wing-body-tail configuration). During a PSP measurement, pressure and temperature-
dependent superpositions of luminescence signals can occur at the geometry intersec-
tions (e.g. wing with body or tails with body). Within the foll wing section, the SI-
effect is introduced and the radiosity algorithm is presented and experimentally vali-











Fig. 3.3.:Reflection models that are widely used in computer graphics for the simula-
tion of light scattering;Left: ideal diffuse (Lambertian) model;Center: ideal
mirror reflection model;Right: real light model.
Three widely applied approaches for modeling light reflection properties in computer
graphics are presented in Figure 3.3. The Lambertian model (left) describes the ideal





whereas the reflected intensityIr has a fixed scattering characteristic by the termcos(ϕ)
and just depends on the intensity of the incident lightI and the absorption coefficient
cr of the scattering surface. The absorption coefficient indicates how much light is ab-
sorbed or reflected on the surface. It is defined between 0 (black ody) and 1 (white
surface with ideal diffuse properties).
The second case, the specular model, which is shown in the middle of Fig. 3.3 repre-
sents the ideal reflection of the incident intensityI , such asIr = I applies. The specular
model is valid for mirroring screens with high optical quality and low surface roughness.
33
3. Relevant PSP error sources
A reflection model that better expresses real light behaviorcombines the terms of a dif-
fuse model with the direction-depending character of the specular model, comparable
to the model presented on the right in Figure 3.3. Global illumination components (e.g.
background light) and properties of the reflecting surface (non-/isotropy) moreover com-
plete the real light model. These terms are typically combined i a direction-dependent
model that is specifically dependent from the surface material. This model is known as
bi-directional reflection distribution function (BRDF). Thus, the modeling of real-light
scattering and propagation is much more complex. A widely used model for the simula-
tion of real scattering properties is the Phong model, compare Phong (1975). Its BRDF





The angleϕ describes the angle between the surface normal and the scattred light. The
factorn is used to simulate the reflection properties of the surface.
3.3.2. The self-illumination effect
The SI-effect is illustrated on a 2D concave corner in Figure3.4. The scene with two ele-
ments (not necessarily) having the same absorption coefficientscr is illuminated with ra-
diation of intensityIe. The intensityIr is reflected on the surface whereasλ (Ir) = λ (Ie)
holds. The light scattering characteristics symbolize theideal-diffuse (dashed blue)
and the real-light scattering (solid blue). Considering element 2, it is evident that
this element experiencesIe as well as the reflected intensity from the element 1 (Ir,1).
Since both portions have the same wavelengths, their portions superimpose such as
B= Ie+∑ Ir. This effect is trivially valid in reverse. It can be shown tha the normal-
ized total radiation powerB is nearly doubled in the vicinity of the intersection of both
surfaces atl = 0 as reported by Le Sant (2001). The first-order influence of this effect
has theoretically decayed with increasing distance from the intersection atl = h. This
SI-effect is primarily dependent on the geometry of the scene. Unless the excitation is
stable in time and position, this self-illumination effectplays no role in PSP applications
because it cancels out in the intensity ratioIref/I .
A secondary SI-effect is stimulated by the luminescence of aPSP. The same scene
as before is reconsidered in Figure 3.5 experiencing the same excitationIe. A PSP
coating was applied to the surfaces. This PSP’s luminescence Il is both dependent
on the excitation intensity as well as sensitive to pressureand/or temperature changes.
Analogous to the sample discussed above, the luminescence will be scattered at the










Ir = Si Ir,i 
Ir,1 +Ir,2 
h 
Fig. 3.4.:Superposition of excitation intensity at adjacent surfaces; Left: self-
illumination at a rectangular corner due to the excitationIe; The superposition
of intensities cancels out in an intensity ratio if the excitation is stationary and
the geometry remains unchanged;Right: relative increase of the total radia-
tion powerB on the horizontal element due to superimposed intensities.
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Fig. 3.5.:Cross effects between excitation and luminescence intensiti s at adjacent sur-
faces;Left: self-illumination at a rectangular corner due to the excitation Ie
and luminescence intensityIl ; Il changes with pressure, temperature andIe
and hence does not cancel out in the PSP intensity ratio;Right: relative inten-
sity change with ambient pressurep on the horizontal element due to excita-
tion Ie and luminescence intensityIl .
bolized by the red distributions. A superposition of the excitation intensities in the
vicinity of the intersection causes an increase in the luminescence intensity. If the scene
is steady and stationary, this effect cancels out in the intensity ratio. Unlike the previ-
ous example, the SI-effect cannot be eliminated by forming the ratio ofIref/I , as the
pressure (and usually) the temperature changes in a PSP experiment. Thus, the lumines-
cence power in the vicinity of the intersection is not constat but is changing between
wind-off and wind-on conditions. This means, that a pressure (and temperature) depen-
dent SI-effect occurs.
The self-illumination effect based on the superposition ofluminescence intensities was
experimentally examined in the static PSP calibration chamber on a perpendicular cor-
ner. The scattering properties of the intersecting surfaces were varied. Figure 3.6 shows
the studied configurations. The base plate (c nter) had dimensions of 282 mm2. It was
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Fig. 3.6.:Samples for the experimental characterization of the SI-effect in the static PSP
calibration chamber; base plate: binary-PSP; adjacent surfaces: 1. frosted
aluminum, 2. binary-PSP and 3. diffuse black paint.
coated with the PSP coatings UF400, BF400 and pc-PSP. Three adjacent configurations
were prepared for each base plate: 1. a frosted aluminum plate (1 in Figure 3.6); a plate
that carried the same PSP coating as the base plate (2) and a plate with a black absorber
coating (3). The individual surfaces had a height of 2/3 of the base plates length. They
were attached to the base plate with dowels and a bolt. This ensur d that the SI-effect
occurred at the same spatial position for all configurations. The configuration with the
binary-PSP (BF400) is discussed in the following. The results of the remaining PSPs
can be found in Appendix A.
The samples were calibrated in the static calibration at a constant temperatureT = 25◦C
and static pressures in the range of[20≤ ps≤ 200]kPa with∆p= 20kPa. The PSP was
excited with a 405 nm high-power LED from a distance of aboutl = 400mm. The lumi-
nescence signal was recorded by twopc .2000CCD cameras equipped with appropriate
signal filters.
Figure 3.7 shows the SI-effect for the three configurations (from left to right) at two
static pressuresp/pref = 1± 80%. The reference pressure waspref = 100kPa. The
view to the base plate is from the top and the adjacent surfacepoints out of the image
plane (fat black line). For the calculation of the relative effect in the intensity ratio
∆I/Iref, the intensity ratio was normalized with a value at the loweredge. It was as-
sumed that the first-order influence has already decayed at this position. Therefore, the
relative change in the intensity ratio is always close to zero at the lower edge of the
base plate. It is apparent that configuration 1 and 2 produce acl arly noticeable inten-
sity change whereas the third configuration does not. Changing the pressure by 80%
results in an intensity-ratio change in the vicinity of the intersection by about±2%.
Furthermore, configuration 1 and 2 show different SI-effectcharacterisitcs which are
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Fig. 3.7.:Experimentally determined self-illumination effect on a rectangular corner
whose base plate was covered with binary PSP (BF400). Adjacent surfaces
(from left to right): aluminum, PSP, black paint;Top row: SI-effect for
p/pref = 0.2; Bottom row:SI-effect forp/pref = 1.8; pref = 100kPa.
highlighted by the dashed lines. Configuration 1 (frosted aluminum) shows the char-
acteristic of an anisotropic surface which is dependent on the surface material and the
viewing direction and that cannot be described by the simpleLambertian surface but
by the real-light model, see Ruyten (1997). Configuration 2 (PSP↔PSP) shows the
characteristics of a Lambertian diffuse surface. Here, theSI- ffect shows a maximum
in the center of the base plate and it drops to the edges of the configuration, compare
Ruyten (1997). The slightly asymmetrical intensity distribut on can be explained by a
suboptimal heat flow between the base plate and the Peltier heater placed underneath
the sample for tempering.
The black plate in configuration 3 acted as an absorber. Hence, the SI-effect almost
completely vanished for all calibrated pressures at this configuration. In general, it can
be concluded from the results that the observed effect is subtantially lower than it is
expected from the literature, compare Ruyten (1997); Le Sant (2001). The authors re-
ported intensity changes by 25 % and more as a consequence of th self-illumination.
Compared with other PSP error sources (e.g. temperature sensitivity), the influence of
the SI-effect with±2% at enormous pressure differences of±80% is rather low. Nev-
ertheless, the implementation of the radiosity-algorithmis presented in the following
which can be used to correct the SI-effect at complex geometries in order to get high-
accuracy PSP results.
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3.3.3. Radiosity - diffuse light modeling
The radiosity method models the propagation of radiation (light or heat) in a scene based
on the diffuse Lambertian reflectance model, see Goral et al.(1984) or Cohen et al.
(1986). In terms of PSP, only the scattering of light will be considered in the follow-
ing. The propagation of light is computed for the entire scene a d not only for the
viewing direction of a potential observer like it is done by ra -tracing algorithms. A po-
tential SI-effect might occur at surfaces which are invisible (hidden) for an observer but
it might also affect other visible surfaces. From this reason, the complete illumination
map of a scene is valuable for the correction of the SI-effectin PSP applications.
The radiosity algorithm is physically based on the conservation of energy. The total
radiation in a scene is constant. The light that is not absorbed is reflected at the sur-
face. Further simplifications and assumptions are given in Goral et al. (1984); Ashdown








cosϕx,x′ cosϕx′ ,x ·HID ·dA′ (3.3.4)
whereE(x) is the sum of the intrinsic radiation at the surface elementx, B(x′) is the
sum of the reflected radiation from all other surface elements a d the geometric term
cosϕx,x′ cosϕx′,x ·HID describes the occlusion problem. It ensures that only that parts
of a scene contribute to the total radiosity which are not shielded by any obstacles.
It is 1 if the visibility between the surface elements is not hidden, otherwise it is 0.
The anglecosϕ is defined between the outward-facing surface normal and theirection
from where the radiation propagates~dx,x′ . The reflection coefficientcr specifies the
relationship between the absorbed and the reflected radiation s mentioned above. The
decay of radiation with increasing distance between two surface elements is taken into
account by the term 1/(d2x,x′ ). The geometrical form factorFi,j is introduced in its










·HID i,j ·dAjdAi (3.3.5)
as reported in Goral et al. (1984); Ashdown (1994) or Cohen and Wallace (1995). A
form factorFi, j describes the geometric relationship between two differential surface
elementsi and j in a scene. The integral over the entire scene surface is decomposed







·HID i,jn ·∆Ajn (3.3.6)
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applies. By doing so, Equ. 3.3.4 can be reformulated as:




BjFi,j, 1≤ i ≤ n (3.3.7)
for its analytical solution. HereBi represents the total radiosity per surface patchi as
the sum of the intrinsic radiationEi at the surface element and the reflected radiation of
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This particular system of equations can be solved with establi hed analytical methods
(e.g. Gauss-Seidel).
3.3.4. Radiosity implementation
A 2D scene is shown in Figure 3.8 that illustrates the meaningof the individual terms
(e.g. form factor). The scene was discretized intoN surface patches by means of a
CFD mesh generator. The form factor between two patches is illustrated by means of
a sender face (i = 1...N) at the positionx (top right of the scene) and a receiver face
( j = 1...N, j 6= i) at the positionx′ (bottom). Both patches have the absolute distance
vector |d12| but different viewing direction vectors~V. The occlusion problem can be
interpreted as a shadowed region by means of Figure 3.8. Patches which are visible
from the sending face are marked in green, hidden ones are red.
Form factors which are senseless in terms of its physical meaning and its portions to the
total radiation power can be excluded a-priori in order to avid unnecessary calculations.
Such patches might be located on an averted side with respectto the sending patch or
they might be somehow covered by one or more overlying patches. This exclusion can
be either done by using the directional property of Lambertian emitter which allowed
no reflection of radiation forcosϕ ≤ 0. Furthermore, the z-buffer algorithm is often
applied in order to solve the occlusion problem, compare Cohen and Wallace (1995) or
Ashdown (1994).
A radiosity algorithm was implemented inMatlab™. Figure 3.9 shows the calculated
total radiationB in a scene with two obstacles. The scene was discretized in about 5300
equidistant patches by a mesh generator. The illuminating element (emitter top right)
was initialized with an intrinsic radiation ofE = 10, whereas all the other elements had
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Fig. 3.8.: Illustration of a discretized occlusion-scene with its geom trical form fac-
tor(s) between a sender and a receiver patch; visible (gr en) and invisible
(red) elements from the sender position are highlighted.
Fig. 3.9.:Simulated propagation of light from a diffuse Lambertian emitter (top right)
calculated with the radiosity algorithm.
E = 0. The algorithm produced a physically meaningful solutionin all areas (i.e. occlu-
sion, the decay of intensity with increasing distance from the emitter, the superposition
of light where surfaces intersect). The algorithm was applied in the following to correct
the SI-effect from the experiments presented above. Initially, some conditioning of the
experimental data was required. The experimental data was projected on a surface grid
that represented a discretized geometry of the corner-experiment. The only parameter
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Fig. 3.10.:Pressure dependency of the absorption coefficientcr for the three adjacent
configurations (symbols) of the BF400-coated base plate; linear fit lines of
the empirical absorption coefficients are included.
which was free to be varied and by which the radiosity solution c uld be controlled
on the constraint of a steady state (with respect to illuminatio and geometry) was the
radiation absorption coefficientcr. The goal was to find values forcr which finally pro-
duce a radiosity solution that had minimum deviations from the experimental data. The
consideration of the intensity ratio change required a non-physical interpretation of the
absorption coefficient: The radiosity in the vicinity of adjcent surfaces may increase or
decrease depending on the pressure ratio. Hence, the loss ofradiation energy must also
be allowed. This slightly altered interpretation of the Lambertian model resulted in the
fact that the absorption coefficient may not only have positive values between 0 and 1
but can also be negative. Finally,cr was varied in the range of−0.05≤ cr ≤ 0.05 with
∆cr = 0.001 for each calibration pressure.
Figure 3.10 displays the empiricalcr values (symbols) for the BF400 configurations.
The scattered data were approximated by a linear fit. It can beseen that the reflection
coefficient is nearly constant atcr = 0 for the black absorber paint. Its pressure-invariant
slope confirms a good suppression of the SI-effect as it was already assumed from the
first impressions. The other two configurations show a significant pressure dependency.
The measured intensity distributions were finally corrected by means of the radiosity
algorithm and thecr values from the linear fits were applied.
For the correction, the actually measured intensity ratio was considered as the total ra-
diation solutionB. Hence, Equ. 3.3.7 must be reformulated in order to calculate the
intrinsic radiationE without the superposition of the SI-effect. Figure 3.11 shows the
comparison between the measured (left sample half) and the corrected intensity ratio
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Fig. 3.11.:Comparison of the intensity change in the vicinity of a rectangular corner
due to self-illumination;Left sample half:measured SI-effect;Right sample
half: radiosity-corrected SI-effect;Adjacent surfaces(from left to right):
frosted aluminum, BF400, absorber paint; pressure ratios:p/pref = 1−80%
(top) andp/pref = 1+80% (bottom).
(right sample half) for the three configurations of the BF400 base plate. The pressur
ratios are againp/pref = 1±0.8.
It is obvious that the self-illumination can be reduced by 80% in the vicinity of the
intersection by means of the radiosity algorithm. However,it is also evident that the
radiation propagation disobeys an ideal-diffuse propagation law as indicated by the re-
maining intensity pattern in the vicinity of the intersection. The comparison of the first
two samples (PSP↔ aluminum and PSP↔PSP) with the configuration PSP↔black
shows that self-illumination might be better suppressed bya black absorber coating.
All surfaces that intersect with a PSP-coated area and whichare not from interest dur-
ing the PSP experiment should be covered with a black absorber paint. Nevertheless,
it could be confirmed that the radiosity algorithm can be a possibility to correct the
self-illumination effect on adjacent surfaces which are covered with a PSP coating.
3.4. Paint contamination
PSP coatings tend to absorb liquids and solved contaminations fr m the gas in the ap-
plication surrounding as a consequence of the coating’s permeable binder, compare
Sakaue et al. (2006). Figure 3.12 shows the effect of a hydrophilic (left) and a hydropho-
bic binder (right) on a water droplet. Hydrophobic surfaces are characterized by a large
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Fig. 3.12.:Water droplets on a hydrophilic (left) and on a hydrophobic surface (right).
contact angleγ but by a small affected area. Hence, a contamination typically influences
the porosity of the PSP. This can cause cross-effects to the quenching and the diffusion
time. This, in turn, can reduce the pressure sensitivity andthe temporal resolution.
The following experiments assessed the impact of contaminations like oil droplets or
carbon soot particles on the pressure sensitivity of a PSP coating and classified the or-
der of magnitude of the measurement error. The experiments were carried out in the
static calibration chamber. Two paint samples were coated with 20µm of the binary
PSP BF400. Each sample was split up into four quadrants: three quadrants were ar-
tificially contaminated with different intensities; the fourth was used as reference. A
sudden pollution of the paint surface is simulated by this strategy.
Figure 3.13 shows the samples in an overall view on the left. The upper sample was
polluted with a conventional, transparent salad oil. The lower sample was contaminated
with powdered carbon particles which were dissolved in toluene in order to apply the
contamination by a spray gun. The microscopic closeups aside display the different
contamination levels. The images underneath show the binarized closeup which was
used to estimate the degree of contamination. The contaminations emulated typical pol-
lutions as they occur in the wind tunnel facilities at UniBwM. Oil droplets highly likely
residue from the seeding particles of PIV measurements. Carbon soot particles imitate
conventional dust.
Both samples were calibrated twice, clean and contaminated, T = 25◦C in the range
of [10≤ ps ≤ 160]kPa with∆p= 10kPa. The reference pressure waspref = 100kPa.
The clean quadrant served as a reference for the determination of the systematic devia-
tion between the two consecutive calibrations. The remaining experimental setup was
the same like for a conventional PSP calibration, as introduce earlier.
Three topics were from major interest and should be answeredwith these experiments:
1. How is the contamination effect on the PSP pressure sensitivity and on the mea-
surement accuracy?
2. Is it possible to compensate the contamination effect by means of a reference dye
in a binary-PSP coating? How is the difference in these results compared with
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Fig. 3.13.:Macroscopic photograph of the contaminated sample with 3 contaminated
quadrants of different contamination levels (closeups). The 4th reference
quadrant was left blank;Top: salad oil contamination;Bottom: contamina-
tion with carbon soot particles.
the results from a uni-PSP?
3. Is it possible to minimize the impact of the contaminationby an adept designation
of the recording times for the PSP intensity images (wind-off prior wind-on or
wind-on prior wind-off) and how is the remaining measurement uncertainty?
The intensity ratioIref/I is considered in the following in order to answer these ques-
tions. The reference and the pressure-sensitive dye in the BF400 were evaluated either
isolated or combined in order to simulate a contamination ofa uni-PSP or of a binary-
PSP.
A continuously increased contamination during a wind tunnel run can obviously lead
to a continuous change of the pressure sensitivity with time. The third item examined
the question for the best moment to record the wind-off/wind-o intensity images from
contaminated surfaces. A ratio indexed with clean./cont. simulated that the wind-off im-
ages were recorded from the clean PSP surface before the windtun el was started. An
index cont./cont. means that the wind-off images were recorded from the contaminated
surface after the wind tunnel was stopped. The wind-on images were recorded from the
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contaminated surface in both cases. The classic calibration of the clean sample served
as a reference for the calculation of the measurement uncertainty.
The specific evaluation schemes and sub routines were as follows:
1. averaging, image alignment and dark-frame subtraction for the intensity images
of the pressure monitorIp(p),
2. averaging, image alignment and dark-frame subtraction for the intensity images
of the reference monitorI r(p),
3. calculation of the normalized pressure intensity image by means of the reference
imageI = Ip(p)/I r(p),
4. calculation of the Stern-Volmer ratios which simulate thdifferent image acquisi-
tion states:
a) reference:(Iref/I)clean/clean= Iclean(100kPa)/Iclean(p) ,
b) clean / cont.:(Iref/I)clean/cont. = Iclean(100kPa)/Icont.(p) ,
c) cont. / cont.:(Iref/I)cont./cont. = Icont.(100kPa)/Icont.(p) ,
5. extraction of the representative intensities from a region of 502 px2 in the center
of each quadrant,
6. calculation of the deviations between the clean reference calibration and the con-
taminated calibrations.
The results of the oil contamination are displayed in Figure3.14 and the ones from the
carbon pollution are shown in Figure 3.15. The upper part of the individual figures
shows the Stern-Volmer plots. The lower part displays the int nsity deviations of the
different contamination levels from the clean reference case in percent. The different
contamination levels are shown color-coded. The left- and right-hand-side compare the
results from the binary- and the uni-PSP, respectively.
It can be seen that even a moderate contamination only has a small effect on the intensity
ratio in the case of the oil-contaminated sample, no matter if he ratio(Iref/I)clean/cont.
or the ratio(Iref/I)cont./cont. is considered. This effect is assumed to be mainly caused
by the hydrophobic surface characteristic of the PSP. The droplets effectively cover a
small area of the PSP coating. This leads to a reasonable small affection of the pres-
sure sensitivity. The quencher can still diffuse into the binder and deactivate the lu-
minophores. The transparency and stationarity of the droplet furthermore causes that
the effect on the excitation and emission intensity could bewidely reduced by the refer-
ence dye in the PSP coating. A deviation of 1-2 % from the cleanr ference calibration
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Fig. 3.14.:Left: Influence of the oil contamination on the intensity ratio using both the
pressure and the reference probe and the isolated evaluation of the pressure
probe (right); Top: Stern-Volmer plots;Bottom:difference in the individual
ratios with respect to the clean reference ratio; the contami tion levels of
the individual quadrants are color-coded.
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Fig. 3.15.:Left: Influence of the carbon contamination on the intensity ratiousing both
the pressure and the reference probe and the isolated evaluation of the pres-
sure probe (right); Top: Stern-Volmer plots;Bottom: difference in the in-
dividual ratios with respect to the clean reference ratio; the contamination
levels of the individual quadrants are color-coded.
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followed for moderate oil contaminations if a binary-PSP can be used. Using a uni-PSP,
the deviation slightly increases up to 3-5 %. The strong oil contamination (#4) led to the
formation of a thin film on the PSP surface. This film caused thesuppression of the gas
diffusion and clearly affected the pressure sensitivity. Hence, a change in the intensity
ratio by about 15 % (with respect to the clean reference case)is evident if the reference
luminophore information is used. The isolated evaluation of the uni-PSP revealed a de-
viation by about 55 %.
The deviations in the intensity ratio for the carbon contamination instantly grow with in-
creasing contamination level as expected. Macroscopic opaque soot particles deposited
on the PSP surface and impeded the excitation of the luminophores. Microscopic parti-
cles penetrated into the porous binder and influenced the quenching process and hence
the pressure sensitivity. The contamination effect is somehow compensated by the refer-
ence molecule. It resulted in deviations of up to 10 % for the binary-PSP. The deviations
rise above 100 % for the isolated consideration of the pressusignal.
It should be noted that the individual contaminations did not lead to an increased
pressure-sensitivity as indicated by the steeper slopes ofthe affected curves. This vir-
tual increase aroused by the reduced intensities as a consequence of the contamination.
In general it can be stated from these experiments that the intensity ratio which is formed
by means of clean and contaminated intensity images ((Iref/I)clean/cont.) is significantly
affected from the contamination. The intensity ratio imageclearly suffers from the local
intensity drops as a consequence of the contamination. The removal of these areas from
the final ratio image by appropriate image processing techniques might be possible but
definitely introduces a residual measurement error.
If PSP experiments are carried out in facilities which suffer rom moderate or strong
contaminations, no matter if continuous or sudden pollutions, the wind-off intensity
images should be recorded at similar contamination levels as the wind-on images imme-
diately after the wind tunnel shut-down, as it was simulatedby the ratios indexed with
(Iref/I)cont./cont.. This approach can reduce the effect of the contamination but cannot
suppress it. Advanced image processing strategies might help to further decrease the
contamination effect.
3.5. Summary
Some dominant factors were examined that have the most significant impact on the PSP
measurement accuracy under the conditions given at UniBwM (e.g. PSP coatings, wind
tunnel infrastructure, equipment).
In order to compensate the PSP temperature effect, different strategies are typically fol-
lowed: A one-component PSP in combination with a surface temperature sensor on the
model surface is usually applied at low-speed conditions. Abinary-PSP in combination
with a thermoelectric element is preferentially used for transonic/high-speed PSP exper-
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iments. CFD calculations are preformed in addition if the temp rature dependency of a
PSP is high (compare pc-PSP). The simulated surface temperature distribution can be
used as an input for the data evaluation to correct the PSP temperature effect.
The investigation of a non-stationary illumination pattern as it can originate from rel-
ative motions between the model and the excitation (e.g. model motion, deformation,
lamp vibration) showed that the synthetic motion of a homogenized intensity pattern
of an LED excitation that is typically used at the departmentcaused a change by about
0.16 % in the intensity ratio if the pattern is shifted not more than±10 px. A PSP with a
pressure sensitivity of 76%/ 100 kPa would suffer from an uncertainty of about 200 Pa
as a consequence of this motion.
The self-illumination effect was classified by means of an experiment on a generic cor-
ner. It was shown that the error in the vicinity of the intersection of two adjacent surfaces
ought to be in the range of±2%. A semi-empirical approach was presented for the cor-
rection of the self-illumination effect based on a radiosity algorithm. The corrected
results showed that the self-illumination effect could be reduced by 80 % by means of
the algorithm. Anyhow, if a PSP measurment is performed in the vicinity of adjacent
surfaces where only one surface is from interest, the spare surface should be coated with
a diffuse black absorber paint in order to suppress the self-illumination effect.
The study of oil and carbon soot contaminants on PSP surfacesrev aled the order of
magnitude of a potential measurement uncertainty as a consequence of the contamina-
tion. However, these uncertainties are difficult to estimate nd may vary from a few
percent up to> 100% depending on the contamination and its intensity. The use of
a binary-PSP usually promotes the suppression of small local contaminations. If con-
taminations are present in the wind tunnel flow, the wind-offintensity images should
be acquired at similar contamination stages as the wind-on images. This might be right
prior to and after the wind tunnel shut-down. Anyway, unlesswind tunnel facilities are
affected by any contaminations, a carefull cleaning of the facility is mandatory before
testing.
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4.1. Overview
The PSP measurement technique is mainly used at large aerospce research facilities
in contrast to established optical measurement techniquess ch as PIV or LDV. This
is one reason why mainly in-house solutions exist for PSP data evaluation. European
evaluation solutions likeTopas(DLR), OMS(TsAGI) or Afix (ONERA) are usually not
sold commercially but sometimes provided within cooperations. Due to the comparably
small number of PSP measurement systems at university and research departments, up
to now only a few commercial providers of PSP systems establihed.ISS Inc.provides
sale and development of PSP systems as well as evaluation routi es based onOMS, see
ISS Inc. (2013). The drawback of a black-box solution with its lack of adaptation oppor-
tunities to individual fluid-mechanical problems made thisevaluation routine unsuitable
for the experiments carried out at UniBwM. Therefore an own in-house solution named
IRES - Intensity Reduction & Evaluation Softwarewas developed as a proprietary im-
age processing tool. It was designed for the analysis and conversion of digital intensity
images into pressure and temperature distributions. Furthermore, it was specifically
adapted to some fixed boundary conditions such as:
• the variety of problems – data evaluation should work for micro-fluidics as well as
macroscopic low-speed, transonic and supersonic fluid-mechani al experiments,
• the measuring equipment – interoperability with available hard- and software,
• its usability – simple application of the tool by staff or students from the depart-
ment,
• its expandability – numerous individual flow problems should by combined in
one main routine including individual post-processing opportunities.
The efficient interaction between the given components of a PSP hard- and software
system was from primary importance for the program design. Figure 4.1 illustrates
the function ofIRESas an interface between the specific system components. Existing
recording systems should be used. They work reliably and ensur a synchronous data
acquisition with a plurality of cameras and light sources aswell as the simultaneous
recording of sensor data of any kind. The program should process the data directly
without reformatting in order to increase the evaluation effici ncy. An interface for
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correction if necessary) 
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(main link between 
system components) 
Fig. 4.1.: IRESas a link between the individual design constraints and system .
CFD results should help to increase the measurement accuracy of the final pressure
distribution (e.g. reduce the temperature effect by means of CFD surface temperature
distributions). The output format should be compatible with common visualization tools
(e.g.Tecplot™, Ensight™).
The tool should be able to perform state-of-the-art image alignment and data projection
onto 3D grids by means of well defined marker distributions. The grid projection might
be required because:
1. typically, two cameras are used for binary-PSP measurements at UniBwM.
Hence, the signal can be recorded from (slightly) differentviewing angles by
each camera. Especially the intensity images from complex geometries have to
be dewarped and aligned by means of intrinsic and extrinsic camera parameter
(explanation follows below).
2. aerodynamic forces can cause a potential model deformation or a translation with
respect to the wind-off state during the flow state. A calculation of the intensity ra-
tio that does not account for these effects is simply wrong because it can establish
correspondences between two points which are usually physically ndependent as
it was examined in the previous chapter.
Hence, advanced data analysis techniques are typically appied for high precision PSP
results. In the past, many approaches were presented that increased the accuracy of
the intensity image alignment. An overview of the most conventional ways is sum-
marized by Venkatakrishnan (2004). Shanmugasundaram and Samareh-Abolhassani
(1995), Bell and McLachlan (1996) or Le Sant et al. (1997) introduced fundamental
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works on alignment techniques based on image features. The features must be detected
in both, the wind-off and the wind-on images. These featurescould be artificial markers
(e.g. registration markers or pressure taps) or natural textur s (e.g. intensity variations
due to the illumination pattern or the luminophore concentration). The images are seg-
mented into polyhedrons on behalf of the features and dewarped by means of affine
transformations. Affine transformations require a large number of features for a high
accuracy alignment especially for complex geometries. Further extensions to this align-
ment technique were presented by Liu et al. (2000), Le Sant etal. (2005) or Kuzub et al.
(2011).
Sung et al. (2005) presented a correlation-based image alignment by means of standard
PIV evaluation algorithms. The wind-off and wind-on intensity images were correlated
and the resulting shift vector field was used for a reconstruction of the deformed or
shifted intensity image. This comparably time-consuming method is able to produce
high quality image alignments depending on the texture of the intensity image.
A common approach to reduce the data volume is the projectionof the intensity image
on a discretized surface grid of the model like it is used for CFD calculations. This
method was introduced for PSP applications by Donovan et al.(1993) and extended by
Bell and McLachlan (1996). It is based on the photogrammetryalgorithms as they are
applied in computer graphics. All standard operations for the calculation of the final
pressure distribution (dark-frame subtraction, ratio calcul tion, averaging or filtering)
are performed on the grid.
IRESuses a hybrid approach. The image alignment is performed in 2D by means of a
camera calibration and a working grid. The working grid is created from a coarse input
grid. Details of the implementation and the operation are discussed now.
4.2. Implementation
The basic functions ofIRESare described on the basis of a PSP evaluation. The general
procedure also applies to the evaluation of TSPs. For more information on the proper
usage of the tool, the reader is referred to the user guide.
IRESwas developed inMatlab™using its functions and comfortable image processing
toolboxes from the version R2012a. The flow chart in Figure 4.2 summarizes the tool
and its main functions. Generally,IRESprovides the possibility to process the intensity
images of up to 10 pressure cameras (in the following denotedas red camera, with re-
spect to the color of the luminescence signal) and 10 referenc cameras (green camera).
By this, 360◦ PSP measurements can be performed with high spatial resolution.
During the implementation, it was also focused on the use of the parallel-processing
functionality. It raises the temporal efficiency during theevaluation of large amounts
of data as they might origin from time-resolved measurements. It was additionally fo-
cused on the automation of the analysis. Input parameter files ensure an automated and
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Fig. 4.2.:Flow chart for a PSP/TSP data evaluation withIRES.
reproducible evaluation. The index “wof” is used in the following if wind-off images
are discussed (index “won” for wind-on images). All standard operations (e.g. dark-
frame subtraction, averaging) are described in detail in Liu and Sullivan (2005) and are
not discussed here.
Assuming that a PSP measurement is performed using a binary co ting (red and green
camera). The intensity is recorded at the wind-off and wind-o state. The image align-
ment is based on the redwof camera coordinate system. All remaining intensity images
such as redwon, greenwof and greenwon are mapped into the redwof camera system by
means of individual camera calibrations and a working grid.The working grid has the
same resolution of grid points as the redwof camera has pixel that carry PSP information
(no background). The working grid must be created only once for each data set. The
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projection approach has advantages and drawbacks. Three major advantages are:
• sub-pixel accurate image alignment for all intensity images of up to 10 camera
sets,
• usage of simple two-dimensional image filter techniques which are constant for
the entire ratio image,
• the possibility of the final usage of either the two-dimensio al image information
or the reduced data on a three-dimensional grid.
Three drawbacks are:
• creation of the working grid might be memory and time-consuming for images
with very high resolutions (>10 Mpx),
• intensity image mapping from one camera to another can be time-consuming,
• the interpolation during the image alignment from one camera to another might
slightly affect the data (smoothing or noise increase).
After all involved images were mapped into the redwof system, the calculation of the in-
tensity ratio and the pressure conversion follows. The finalresults can be post-processed
by means of individually adapted functions (e.g. integration of pressures in order to cal-
culate forces or spectral analysis). The operational background of fundamentalIRES
subroutines is explained below.
4.2.1. Input files
IRESrequires a specific folder structure and some basic input files. The folder struc-
ture can be found in Appendix B. Furthermore, seven input files are mandatory for a
successfulIRESevaluation. The file "case-name.set" is used to set the pathsand for
establishing the internal case variables. The name of this file hould contain relevant
test parameters.
The parameter file named "Parafile_case-name.dat" ensures the automatic evaluation. It
contains relevant evaluation presets. An exemplary parameter file is discussed in detail
in Appendix B.
A surface grid file called "case-name_InputGrid.dat" is required that includes a dis-
cretized surface in the ASCII format. This grid serves as thebasis for the generation
of the working grid (explanation follows below) and it carries the surface pressure
mapping for visualization if desired. The entire surface grid must consist either of
triangles or rectangles, a hybrid mesh is not allowed. It canbe created with any CFD
mesh generator. So far,Gambit™surface meshes are supported which were converted
into the ASCII-hypermesh format byTGRID™.
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Four files are mandatory that contain the environmental conditi s during the exper-
iments for each recorded image. The files "wind-off_pressure_Pa.dat" and "wind-
off_temperature_K.dat" contain the ambient static pressure in Pascal and the static
model temperature in Kelvin for each wind-off image. The same applies for the wind-
on files "wind-on_pressure_Pa.dat" and "wind-on_temperature_K.dat". The *tempera-
ture* files remain empty if a surface temperature distribution was available from TSP,
CFD or IR data (plug-in for CFD and IR not yet implemented).
The in-situ correction of the PSP results is applied by meansof the "tap_pressures_Pa.dat"
file. It contains anm×n matrix withn static pressure readings from the model in Pascal
for mwind-on intensity images.
4.2.2. Marker detection
Image registration markers on the model surface are mandatory for an IRESevaluation
because the individual camera calibrations are calculatedfrom the correspondences be-
tween the image marker positions and their geometric position on the model. Dark,
round spots with an imaged diameter of about 10 px are particularly suited as registra-
tion markers. The markers should be distributed randomly over the model whereas the
region-of-interest should be surrounded by the markers. Their geometric positions must
be well known in any case. For a planar test geometry, at leastfour markers are required.
In the case of a complex geometry, at least six registration markers must be noticeable
for each camera.
IREShas an implemented marker detection routine that allows thelinking between the
markers in the image and their geometric positions. The userhas to identify the coarse
marker position in the first intensity images of each involved camera. The detection
in the successive images is done automatically.IREScalculates the precise sub-pixel
positions of each marker from the coarsely picked positions. Therefore, the intensity
image is segmented. The size of the segmented image can be defin d by the "marker
search radius". Several algorithms can be selected for the determination of the marker
positions. They provide different accuracy levels according to the quality of the inten-
sity images. The centroid algorithm can be the best choice for markers which appear
perspectively distorted or that are close to edges. The segmented image is separated
into fore- and background informations by means of an intensi y threshold. The cen-
troid of the segmented foreground information is calculated by means of standardMat-
lab™functionality. The centroids position is subsequently used as the sub-pixel precise
marker position. The segmentation into fore- and background and hence the calculation
of the centroid is affected by image noise. Hence, the estimated position of the same
marker may vary by some tenths of a pixel in noisy subsequent images.
A much more precise marker position estimation can be performed by means of a cross-
correlation of the segmented image with an artificial marker. The intensity profile of the
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Fig. 4.3.:Repeatability of the detected marker position for various picked positions (di-
agonal line) for changing marker search radii (black and white lines). The
horizontal (dashed) and vertical deviations (solid) between the detected and
the original marker position are outlined.
artificial markers is either Gaussian or top-hat. The shape (e.g. orientation or stretching)
is estimated by an initial fore- and background segmentation. The shape parameters are
used as an input for the generation of the artificial marker. The sub-pixel accurate deter-
mination of the marker position from the 2D cross-correlation plane works similar to a
PIV evaluation according to Equ. 2.2.16.
Figure 4.3 proves the reliability and repeatability of the correlation-based marker de-
tection for various coarsely picked positions (diagonal line). The results are displayed
for varying marker search radii. The calculated positions mu t be independent from the
picked position in order to ensure a safe and reliable markerdetermination in an auto-
matic evaluation of subsequent (potentially moving) PSP images. The high accuracy
requirements are mandatory for a precise camera calibration which is the basis for the
creation of the working grid and the image alignment.
4.2.3. Working grid
IRESrequires a working grid for the sub-pixel accurate mapping of all intensity images
from every camera into the redwof reference camera system at full image resolution.
The image alignment as it was implemented inIRESimplies the procedure sketched in
Figure 4.4:
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camera 
pressure wind-off 
image plane (redwof) 
image marker 
positions P’(u,v) 
geometric marker positions P(x,y,z) input grid auxiliary grid node 
camera 
Fig. 4.4.:Schematic of the working grid creation inIRES; Left: camera calibration
based on the model markers and the coarse input grid;Right: creation of
the working grid (green) with the redwof camera resolution by applying the
camera calibration for each pixel.
1. A specific calibration as given by the relations 4.2.1 and 4.2.2 must be performed
for each camera in order to calculate the intrinsic and extrinsic camera parameter
as a basis for the image mapping from one camera into another.The camera
calibration is performed by means of the wind-off intensityimage, the geometric
(red) and image marker positions (blue), compare schematic on the left in Figure
4.4.
2. An auxiliary grid (working grid) is created by means of thewind-off intensity
image and the calibration of the reference camera system as well as the input
grid. The working grid has the same number of nodes (green) as the reference
camera has pixels, whereas pixels with background informations (no PSP) are













L1 L2 L3 L4
L5 L6 L7 L8






























The camera calibration is based on the pin-hole camera model, as proposed by Tsai
(1986). The basic relation that links the image pointsP′(u,v) and the geometric coor-
dinatesP(x,y,z) is given in Equ. 4.2.1 and 4.2.2 whereas the coefficients of the trans-
formation matrixL describe the camera calibration, see Azad et al. (2009). From the
coefficients, the intrinsic (e.g. focal length or principlepoint) and extrinsic camera
parameter (orientation and position) can be calculated. The specific relations for the
conversion are given in Appendix B in Equ. B.0.1 and B.0.2. A set of pseudo-code al-
gorithms describes the calibration procedure and the creation of the working grid. The
algorithms are also attached in Appendix B.
The transformation coefficientsL in Equ. 4.2.1 can be calculated by means ofn ≥ 6
marker correspondences using Algorithm 1. The working gridis generated from the
knowledge of the camera calibration and a raw camera image inthe redwof system by
means of Algorithm 3. The remaining intensity images are mapped from their specific
cameras onto the reference image by means of the created working grid and the Algo-
rithms 2, 4 and 5. For a high-accuracy image alignment, a precise camera calibration is
required. This, in turn, premises an accurate determinatioof the marker positions in
the individual intensity images. It finally clarifies the effort that was put into the precise
marker determination at the beginning of this section.
4.2.4. Pressures conversion





















was implemented inIRES. Equ. 4.2.3 is solved for pressure or temperature in case of
a PSP or a TSP evaluation, respectively. The coefficientsA...F are paint characteris-
tics which can be determined in a calibration chamber or by anin-situ calibration. The
temperature information for the compensation of the temperature effect in a PSP mea-
surement either comes from a temperature sensor, TSP/ IR data or CFD calculation.
4.3. Validation
The accuracy of the calculated intensity ratio is examined by means of synthetic images
which emulate a transient measurement series. Two image series (500 images each)
were generated that simulate the major impact factors on theratio accuracy. One data
set was created with different image qualities (noise levels) that can affect the precise
marker determination. State-of-the-art CCD and CMOS camers can have typical noise
levels between[0.1≤ σN ≤ 5]%. The second image set emulated a shift between the
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wind-off and the wind-on images as a consequence of a potential model motion (or aero-
elastic deformation) which might be resolved in a transientmage series. The images
were further defined by:
• The size was 5122 px2;,
• The individual image consisted of a flat-field part and a superimposed Gaussian
white noise;
• The wind-on/wind-off flat-field ratio was 1;
• Six registration markers were included in order to map the images on a generic
surface;
• Set 1: The noise level was varied between[0.1≤ σN ≤ 5]%;
• Set 2: A model motion was simulated while a continuous sinusoidal shift around
the image center with[1 ≤ r ≤ 10]% was applied to each image. The images
were finally superimposed with 1 % white Gaussian noise.
The intensity ratio from the individual images was calculated inIRESwhereas no image
filtering was applied. The individual ratio images were subsequently averaged in order
to evaluate the noise level with respect to the number of averaged ratio images. The av-
eraged intensity ratio for every loop was evaluated in a rectangular box of 62 px2 close
to the image center. Within the box the meanµ and the standard deviationσ which
define the signal-noise-ratioSNR= µ/σ were calculated for the intensity ratio.
The results of the noise study are shown in Fig. 4.5. The left-hand side shows a semi-
logarithmic plot of the SNR with respect to the image number for various noise levels
(symbols). The SNR increases as expected withSNR∝ 1/
√
NImg. The right-hand side
presents the residual noise portion 1/N ·∑(IN/I0 −1) ·100% that is finally present in
the averaged ratio by knowing that the exact ratio should be 1. The noise residuum is a
direct measure for the accuracy of the raw (unfiltered) intensi y ratio.
Images with a noise level of 1 % finally produce a noise level ofabout 0.2 % in the indi-
vidual intensity ratio. As expected, an increased number ofsamples further decreased
the noise level below 0.003 % after averaging 500 intensity ratios.
The spatial filtering of the intensity ratio is mandatory in PSP applications in order to
reduce the residual noise. The data set which was superimposed with 1 % noise was
re-evaluated with an activated image filtering of size 62 px2. The residuals are included
in the right figure, as indicated by the hollow triangles. It was shown that the filtering
can decrease the residual noise by a factor of 10 down to 0.032% for a single evaluated
image pair.
A noise level of 5 % which is present in the raw intensity images produced a resid-
ual noise level of about 1 % in the processed intensity ratio if nly one image is
evaluated. A significant higher number of ratio images must be averaged in or-















Fig. 4.5.:Left: signal-to-noise ratio [dB] in the final intensity ratio for various raw im-
age noise levels evaluated withIRES; Right: residuum of the remaining noise













Fig. 4.6.:Left: signal-to-noise ratio [dB] in the final intensity ratio for various model
motion amplitudes evaluated withIRES; Right: residuum of the remaining
noise level with respect to different model motion amplitudes while averaging
500 intensity ratio images, from Bitter et al. (2012).
a slight variation in the estimated marker location due to the image noise. As a conse-
quence, the camera calibrations of the individual images were slightly different. This
directly affected the image alignment.
The results for the data set that emulated the synthetic model motion are displayed in a
similar manner in Fig. 4.6. The SNR (left) remains almost unaffected from the model
motion amplitude if more than 7 images are averaged. As shownon the right, a single
unfiltered ratio image has a residual noise level of about±0.3% at its maximum. From
7 images on, the residual noise level drops down significantly and is nearly not affected
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→ 
Fig. 4.7.:Computation performance with respect to the intensity image resolution using
the single and parallel CPU evaluation options inIRES; evaluation performed
on anIntel I7™dual quad-core CPU.
by any model motion amplitude.
It can be summarized that intensity ratios from wind-off/wind-on intensity images that:
• have a moderate noise level of about 1%,
• showed model motions or deformations from≤ 10px,
• were finally smoothed by an appropriate gradient-preserving image filter
can be evaluated with an accuracy of about 0.04 %. With a pressur sensitivity of
76 %/ 100 kPa this would result in an uncertainty of about 50 Pain the individual filtered
ratio image as a consequence from the mapping procedure within IRES. A significant
decrease of the uncertainty down to about 0.006 % (or 8 Pa) in the final ratio image is
possible if more than 7 ratio images were averaged.
Finally, the evaluation time was benchmarked by means of synthetic intensity images
of varying resolution. They were processed using the parallel-processing option. The
image resolutions varied between 0.1 Mpx and 11 Mpx (pco.4000). The evaluation in-
cluded the image filtering, an in-situ correction and the data projection on the 3D grid.
The results are presented in Figure 4.7. If theInt l I7™dual quad-core CPU architecture
is used (140 G(Fl)O/ s) a doubling of the CPU number resulted in a 30 % speed-up for
images with resolutions≥ 0.5Mpx. The processing of 10 intensity images with the high-
est resolution took about 130 s on four parallel CPUs. If the image resolution is smaller,





The PSP data processing toolIRESwhich was developed at UniBwM was introduced
within this chapter. The basic functionality was discussedwhereas the precise marker
determination and the image alignment were focused.
The processing of two synthetic images series that emulateddifferent image qualities
or potential model motions validated the performance ofIRESwith respect to the eval-
uation of transient PSP image series. It was shown that the final image alignment and,
hence, the intensity ratio is dependent on the quality of theraw intensity images. If
the intensity images contain noise levels up to 1 % and the model motion amplitudes
are below 10px an individual filtered pressure image contains residual uncertainty of
about 50 Pascal as a consequence from the mapping process inIRES. This residual was
significantly decreased by means of image averaging for morethan seven intensity im-
ages.
The evaluation performance of the program was assessed on a state-of-the-art desktop
PC using the implemented parallel-processing option inIRES. A doubling of the CPU
number resulted in a 30 % speed-up for high-resolution intensi y images.
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5.1. Wind tunnel facilities
5.1.1. Trisonic wind tunnel Munich
The trisonic wind tunnel (TWM) at UniBwM is a blow-down wind tunnel. Its subsys-
tems are sketched in Figure 5.1. Air is taken from the atmosphere, dried, compressed
to 2 MPa and stored in two vessels (2) - each having a volume of 190 m3. The filling
of the storage vessels from ambient pressure takes about 1.5hours with 3 compressors
(1). The compressed gas is led through a feed line with safetyd vices into the wind
tunnel facility for operation. The mass flow is controlled bya hydraulic piston valve
located at positiona. The total pressure in the facility can be adjusted in the range
of pt = [120. . .500]kPa by means of this control unit. The accuracy of the pressur
Trisonic Wind tunnel Munich (TWM) 
a) control valve 
b) settling chamber 
c) Laval-nozzle 
d) test section 
e) plenum chamber 
f) diffusor 
g) outlet 
burried infrastructure  
1. air compressors 






b a c d e f 
g 
11 cm 
Fig. 5.1.:Sub systems of the trisonic wind tunnel Munich (TWM).
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Fig. 5.2.:Turbulence level of the TWM with respect to the flow Mach number at unit-
Reynolds numbers around 1.5·106 m−1.
adjustment is 0.5 kPa. Unit-Reynolds numbers from Re= [7. . .80] ·106 m−1 are pos-
sible as a consequence of the total pressure variation. Tracer particles for PIV inves-
tigations can be introduced at the position of the control valve while using the strong
turbulence for their mixing with the flow at this position. The flow is further led through
the settling chamber with flow straighteners (b) before it passes the Laval nozzle (c).
The nozzle allows a continuous adjustment of the flow Mach number in the range of
M∞ = [0.3. . .3.0]. The setting accuracy is∆M∞ = 0.005. The maximum wind tunnel
run time with full storage vessels at the lowest total pressure in the test section is about
300 s at M∞ = 3.0. The maximum flow rate is about 240 kg/ s atpt,max and M∞ = 1.0.
Here, the maximum run time for measurements is about 40 s.
The test section (d) has a rectangular cross section and a measurement volume ofabout
[1,200L ×300W ×675H]mm3. There are various optical accessibilities to the test sec-
tion from both sides and from the top. The test section can be equipped with perforated
walls in order to avoid blockage effects of larger models. Models can be mounted either
using guiding slots in the side walls or via a rear sting mount. The angle of attack can
be adjusted contentiously in both cases between[−5 ≤ α ≤ 25]◦. The test section is
surrounded by a plenum chamber (). The minimum optical path for an optical observa-
tion of the flow from the inside of the plenum chamber is about 0.3 m. From the outside
this distance is not shorter than about 1.4 m. The flow finally passes the diffuser (f ) that
re-compresses the gas before it is guided back to the atmosphere (g).
Wind tunnel characteristics
The wind tunnel turbulence level was assessed for differentflow Mach numbers by
means of PIV as shown in Fig. 5.2. The turbulence level is around 1.5-2.5 % at subsonic
conditions and decreases down to 0.5 % at supersonic conditis.
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Fig. 5.3.:Axial (black) and horizontal (orange) vibration power spectra of the TWM
facility at Mach numbers M∞ = [0.4; 0.7; 2.6] (from top to bottom). Two
dominant frequencies atf ≈ [20; 100]Hz originated from the hydraulic con-
trol valve.
High flow rates cause vibrations of the entire facility. In orde to identify specific char-
acteristics and separate them from potential dominant flow features, the vibration spec-
trum of the facility was investigated. A marker at one of the side walls was tracked us-
ing a high-speed camera with a recording rate offs = 10kHz. The camera was isolated
from the surrounding and stored in a special air-cushioned system. Figure 5.3 shows
the axial (x) and horizontal (y) power spectral densityG of the marker at different sub-
and supersonic flow Mach numbers. Two dominant frequencies at f ≈ [20;100]Hz and
their higher harmonic portions can be examined from the plot. It is assumed that these
vibrations are mainly caused by the hydraulic flow control valve.
5.1.2. Open-jet wind tunnel
Beside an Eiffel wind tunnel, an open-jet wind tunnel as schematically shown in Fig.
5.4 is available for low-speed investigations at UniBwM. The facility can be equipped
with two individual nozzles with exit diameters ofD = [170; 370]mm. The wind tunnel
is continuously driven by a 2.4 kW radial fan that produces a maxi um total pressure
change of about 980 Pa. Hence, flow speeds up to 60 m/s can be reached t the exit of
the smaller nozzle.
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flow speed 







Fig. 5.4.:Schematic of the open-jet wind tunnel at UniBwM. Flow speedsup to 60 m/s








Fig. 5.5.:Experimental setup at the open-jet wind tunnel (a) for the low-speed PSP
validation experiments on aNACA23012 airfoil (b); 405 nm LED excitation
(c) and camera with signal filter (d), from Bitter and Kähler (2011).
5.2. PSP at low-speed conditions
5.2.1. Experimental setup
The validation experiments for the PSP system at low-speed con itions were conducted
using aNACA23012 airfoil in the open-jet wind tunnel. The experimentalsetup is
shown in Figure 5.5. The airfoil (b) was made from steel and had dimensions of
c = 127mm chord length andb = 203mm span (Λ = b2/S= 1.5). The airfoil was
mounted about 50 mm away from the nozzle exit. It was positioned i the center of
the nozzle so that the airfoil protruded some centimeters beyond the nozzle diameter.
The rigid construction of the setup and low aerodynamic forces ompletely suppressed
model motion or deformation during the experiments.
The following model painting procedure was applied: A whitediffuse screen layer from
a conventional base coat was applied to the cleaned model surface in order to com-
pensate some surface inhomogeneities and to increase the SNR. 20 image registration
markers were positioned on this coating using a rotating waterproof pen in a 3-axis
CNC machine. By this procedure, the markers were precisely applied with a position-
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ing accuracy of 0.05mm. The airfoil was coated with the uni-PSP (UF400) after th
marker application. Hence, the markers remained clearly visible in the individual inten-
sity image but completely vanished in the intensity ratio. Naffection of the PSP layer
was ascertained from the waterproof pen even some weeks after tes ing. The total layer
thickness was approximately 35−40µm (measured with aQuanix 1500).
The excitation of the PSP layer was done using two pulsed 405nm high-power LEDs, as
highlighted in Fig. 5.5. They were mounted about 350 mm away from the model. The
LEDs produced an optical power of about 3 W in pulsed mode operation (frequency:
fLED = 250Hz, pulse duration:tp = 220µs). The LEDs only flashed during the image
recording in order to preserve the paint from aging.
A 14 bit pco.4000CCD camera (d) with sensor dimensions of 4,008× 2,672px2
(11 Mpx) was used for the image recording. It was mounted perpendicular to the flow
vector ahead the suction side of the airfoil at a distance of 370 mm. A 570 nm long-pass
interference filter (transmission> 95%, optical densityOD> 6) was installed between
the camera and theZeissMakro-Planar T*2 / 50 mm lens in order to avoid a potential
filter leakage, see Gongora-Orozco et al. (2009). The spatial resolution with the optical
components was about 11.5 px/mm at an angle of attackα = 12◦. This corresponds to
an optical magnification ofM ≈ 1 : 9. The camera intergration time wasti = 900ms in
order to have a luminescence intensity level close to the full-we l capacity of the camera
(≈ 15,000cts).
This experimental setup was chosen in order to emulate the spatial dimensions at the
TWM test section where similar validation experiments wereconducted under high-
speed conditions (next section). This approach should ensur a better comparability of
the uncertainty analysis from both test series.
5.2.2. Methodology
The experiments were conducted at various flow speeds at changing angles of attack
α. The individual test cases are summarized in Table 5.1. The angle of attack was
adjusted from the resting position atα = 0◦ after the wind tunnel was started in order
to avoid a potential flow separation. The wind tunnel alreadyrun 10 minutes before
the recording of the intensity images was started in order toallow a homogenization
of the surface temperature. A pt100 surface temperature sensor was attached to the
model for the compensation of the PSP temperature effect. Its values were recorded
for each individual image with an accuracy of 0.1 K. Seven intensity images as well as
dark images were recorded at the wind-on and wind-off states. The wind-off images
were recorded directly after the wind tunnel was stopped shortly after the acquisition of
the wind-on images. The airfoil was equipped with static pressure taps. Three ports on
the suction side were selected in order to use their readingsfor the in-situ correction of
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quantity change parameters (flow speed variation)
open jet velocityU∞ [m / s] 20 40 60
dynamic pressureq∞ [Pa] 225.2 900.9 2,027.2
angle of attackα [◦] [12; 20] 12 [12; 20; 24; 28]
Reynolds number Rec[·1000] 160 320 480
ambient pressurep∞ [Pa] 95,200
ambient temperatureT∞ [◦C] 25.2
model temperatureTs [◦C] 25.1
magnificationM [1] 1 : 9
eff. pixel arrayw×h [px2] 2,300×1,400
integration timeti [ms] 900
optic ZeissMakro-Planar T* 2 / 50 mm
Tab. 5.1.:Flow conditions and acquisition parameter for theNACA23012 low-speed
PSP experiments in the open-jet wind tunnel.
the PSP results. Seven more ports were used for a comparison of the raw PSP results
with the tap readings. This procedure should give an estimation of the measurement
uncertainty. The pressure measurements at the static portswe e conducted using a
ScaniValvepressure scanning device. The sensor was able to resolve steady state static
pressures in the range of[−7≤ ps ≤ 7]kPa. The sensor voltage values were integrated
over 2 s, averaged and finally converted into pressures by means of a linear calibration
fit. Due to the long integration time, the static pressure taps were only read out once
during the test series. It was assumed that the values did notchange with time during
the test series.
5.2.3. Results
Figure 5.6 shows the ensemble-averaged distributions of the pressure coefficient−cp
on the suction side of the airfoil for varying flow speedsU∞ = [20; 40; 60]m/s (from
top to bottom) atα = 12◦. In Figure 5.7 the corresponding pressure distributions for
varying angles of attackα = [20; 24; 28]◦ (from top to bottom) at a constant flow speed
of U∞ = 60m/s are displayed. The readings from the conventionalSc niValvemeasure-
ments are included (symbols) for the comparison with the PSP results. The ports which
have been used for the in-situ correction are highlighted bythe blue symbols.
Strong 3D flow effects occurred as a consequence of the experimental setup as indicated
by the topology of the individual pressure distributions. For a reliable comparison of the
PSP data with the pressure tap readings, the PSP data was extrct d from the vicinity of
the scattered pressure taps at the position of the black trace.
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Fig. 5.6.:Pressure distributions on aNACA 23012 airfoil for different wind tunnel
speedsU∞ = [20; 40; 60]m/s (from top to bottom) at a constant angle of at-
tackα = 12◦.
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Fig. 5.7.:Pressure distributions on aNACA23012 airfoil for different angles of attack
α = [20; 24; 28]◦ (from top to bottom) at a constant wind tunnel speed of
U∞ = 60m/s.
70
5.2. PSP at low-speed conditions
At U∞ = 20m/s, a pressure gradient over the suction side of the airfoil of nly ∆pss=
pss,max− pss,min ≈ 220Pa was successfully resolved. A local flow separation (lamin r
separation bubble - LSB) clearly established behind the leading edge suction peak as a
consequence of the flow Reynolds numbers, as indicated by thebump in the pressure
lineplot. With raising flow speed, the length of the LSB decreased and the suction peak
clearly established at the leading edge of the airfoil. The SNR of the PSP results also
increased as a consequence of an increased dynamic pressureand h nce a stronger pres-
sure gradient. The highest SNR occurred atU∞ = 60m/s andα = 28◦. The temperature
at the trailing edge of the airfoil changed by∆Tmax≤ 0.25K between the wind-on and
the wind-off states during the individual experiments.
5.2.4. Measurement uncertainty
The deviation between the raw PSP results and the in-situ corrected results was esti-
mated by means of some specific portions that were derived in Chapter 3 and by means
of some assumptions from Liu and Sullivan (2005). Based on the individual uncertain-
ties ei , a global uncertaintyEest=
√
∑ei 2 is calculated. A portion ofeT ≈ 0.5% is
expected from the maximum temperature drift during the low-speed experiments as a
consequence of the temperature dependence of the uni-paint(Tsens= 0.6%/K). The un-
certainty of the temperature sensor was included into this portion. The other individual
portions are expected to have the following values:









mapping procedure 0.04 (7 images averaged)
total Eest 1.4
Tab. 5.2.:Estimation of the total PSP measurement uncertaintyEest representing the
deviation between the actual and the in-situ corrected PSP results; * portions
taken from Liu and Sullivan (2005).
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U∞ [m/s] α [◦] ∆pss [kPa] ∆cp ∆cp,rms Ereal [%]
20
12 0.22 -0.0279 0.1381 -2.87
20 0.19 0.0760 0.1656 14.28
40 12 1.02 -0.0138 0.0673 -1.22
60
12 2.23 0.0169 0.0444 1.49
20 3.09 0.0152 0.0528 0.99
24 3.73 0.0328 0.0678 1.78
28 4.13 -0.0158 0.0654 -0.77
PSP accuracy at low speeds (U∞ ≥ 40m/s) 0.0603 1.29
Tab. 5.3.:Relative and absolute measurement uncertainty in the final pressure mappings
from the low-speed PSP experiments conducted on aNACA23012 airfoil in
the open-jet wind tunnel.
A total estimated deviation ofEest≈ 1.4% is expected between the raw and the in-
situ corrected pressure mappings from these assumptions. The actual deviation was
2%. The deviations are in good agreement with each other becaus the values from
Liu and Sullivan (2005) are only assumptions and some parameters (e.g. sensor linear-
ity) were not even considered. Nevertheless, this error portion is only an intrinsic mea-
sure which expresses the execution quality of the PSP measurements itself. This error
portion should completely vanish by applying an in-situ correction with static pressure
taps. Hence, the absolute uncertainty of a PSP pressure distibution was calculated in
the following manner:
• Calculate the pressure coefficients at each pressure taps as gathered ether from the
pressure taps (cp,s) or from the in-situ corrected PSP distribution in the vicinty
of the pressure taps (cp,psp).
• Calculate the difference at each pressure tap position andco sider the average
∆cp = cp,s−cp,PSPand the corresponding RMS values∆cp,rms.
The taps which were used for the in-situ correction were not included in the calculations.
The RMS value∆cp,rms finally represents the absolute measurement uncertainty for each
test case. The results are given in Table 5.3.
The effective relative measurement uncertaintyEreal was calculated between the tap
data (ps) and the PSP data (ppsp) in Pascal, normalized with the maximum pressure




·100% with ∆pss= pss,max− pss,min (5.2.1)
72










Fig. 5.8.:Experimental setup at the TWM (a) for the transonic PSP/TSP measurements
on aNACA0012 airfoil (b); 405 nm LED excitation (c), camera with signal
filter (d) and mirror (e).
The measurement uncertainty was the highest at very low flow speeds due to the low
dynamic pressure that caused only a small pressure gradient. PSP results can be ob-
tained with an average relative measurement uncertainty ofab ut 1.4% at flow speeds
U∞ ≥ 40m/s. The individual measurement uncertainties were finally averaged over all
test cases in order to announce an absolute global measurement uncertainty for low-
speed applications. Hence, the determination of the pressur coefficient was possible
with ∆cp,rms≈ 0.06. Compared with values from e.g. Engler et al. (2002) thesevalues
match the expectation at low-speed conditions and proved a good system performance.
The comparably high uncertainty is the combined consequence mainly of the fairly low
dynamic pressure, the small pressure gradient and the sensitivity of the paint.
5.3. PSP at transonic conditions
5.3.1. Experimental setup
Validation experiments of the steady PSP system were conducte in the TWM facility
under transonic test conditions. PSP and TSP experiments were performed subsequently
on two individualNACA0012 airfoils. The TSP data was intentionally recorded in or-
der to generate a data base for the validation of the TSP data ev luation inIRES. It was
planned to validate the correction of PSP results by means ofa TSP data set.
The binary-PSP (BF400) and the one-component TSP (CCTE) were applied on the
suction side of the individual airfoils. Underneath the PSPlayer, a base coating was
applied and the marker application procedure resembled thelow-speed test series. The
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Fig. 5.9.:Development of the flow temperatureT∞ and the model surface temperature
Ts before, during and after a wind tunnel run; 3 wind-on and wind-off intensity
images were extracted from the time series data (gray boxes).
total PSP layer thickness was about 35−45µm. The base coating thickness underneath
the TSP was higher as it served for thermal insulation. The final thickness including the
active TSP layer was about 120µm.
The experimental setup in the TWM test section is sketched onthe left in Figure 5.8.
The right-hand side presents a closeup of the excitation LEDs and the PSP airfoil.
The figures point out the spatial dimensions that were also imple ented during the
low-speed test series. The airfoils span extended the entire channel width (chord length
wasc = 200mm,Λ = 1.5). The LEDs were operated with the same parameters as in
the low-speed experiments. Two 14 bitpco.4000CCD cameras mounted horizontally
due to limited space were used for the PSP tests and one was used for the TSP mea-
surements. Their view was deflected by 90◦ on a mirror. Each camera was equipped
with a ZeissMakro-Planar T* 2 / 50 mm lens and a filter mount between the camer
and the lens. Interference filters were applied for signal separation (PSPred: long-pass,
λ = 640nm; PSPgreen: band-pass,λ = 550±40; TSP: long-pass,λ = 570nm,OD> 6).
A region-of-interest (ROI) of about[150W ×200L]mm was detectable by each camera.
The spatial resolution atα = 4◦ was about 11.1 px/mm (i.e.M ≈ 1 : 10).
There were 42 static pressure ports located circumferentially around each airfoil, wheres
20 ports were available for the comparison with the PSP data inside the ROI. Three
ports were used for the in-situ correction and the remainingo es were applied for
the accuracy assessment. The static pressure at the ports was measured with a digital
pressure scanning deviceESP-64HDthat was sampled with 1 kHz. The readings were
finally averaged over 1 s averaged.
Each model was equipped with a pt100 RTD located at the trailing edge inside the ROI.
The voltage values of the sensors were sampled with 1 kHz and recorded continuously
for each intensity image.
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quantity change parameters (Mach number variation)
Mach number M∞ [1] 0.3 0.65 0.7 0.8
Reynolds number Rec[·106] 4 [4; 6] 4 4
run static pressureps [kPa] 291.2 [120.4; 173.1] 112.5 93.2
dynamic pressureq∞ [kPa] 18.3 [35.6; 51.2] 38.6 41.7
angle of attackα [◦] 4 [0; 4; 8] 4 4
magnificationM [1] 1 : 10
pixel arrayw×h [px2] 1,670×2,200
integration time PSPti [ms] 1,500
integration time TSPti [ms] 800
optic ZeissMakro-Planar T* 2 / 50 mm
Tab. 5.4.:Flow conditions and acquisition parameter for theNACA0012 PSP/TSP ex-
periments in the trisonic wind tunnel (TWM).
5.3.2. Methodology
The blow-down process of the wind tunnel facility caused a continuous change of the
surface temperature as a consequence of the fluid expansion.A complete homogeniza-
tion of the surface temperature was not possible due to the limited run time. Figure
5.9 shows the typical behavior of the flow and the static modeltemperature during a
wind tunnel run. The intensity images for each test case wererecorded as a time series
with a fixed frequency offacq= 0.5Hz. After the wind tunnel was started, the tem-
perature was allowed to adapt for about 15 - 20 s before there was time for 3 wind-on
intensity recordings at fairly stable temperature conditions. Three wind-off images
were recorded immediately after the wind tunnel reached itsresting state shortly after
its shut-down.
A malfunction of the angle-of-attack control unit impeded the airfoil pitching after the
wind tunnel start in order to prevent potential flow separations. The angle of attack
was calibrated and locked manually prior to each test. The facility was extensively
cleaned before the experiments in order to avoid potential paint contaminations caused
by seeding fluids in the flow or on the walls of the wind tunnel.
Flow parameters like Mach and Reynolds number or the angle ofattack
were varied during the experiments. Only one flow condition was varied at
the same time. A constant Reynolds number resulted in large static pres-
sure differences inside the test section during the individual tests. All rele-
vant flow quantities and acquisition parameter are summarized in Table 5.4.
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Fig. 5.10.:Pressure distributions on the suction side of aNACA0012 airfoil for different
flow Mach numbers M∞ = [0.3; 0.7; 0.8] (from top to bottom) at a constant
angle of attackα = 4◦ and a constant Reynolds number Rec = 4·106.
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Fig. 5.11.:Pressure distributions on the suction side of aNACA0012 airfoil for different
angles of attackα = [0; 4; 8]◦ (from top to bottom) at constant wind tunnel
Mach and Reynolds numbers M∞ = 0.65, Rec = 4·106.
77
5. Benchmark of the PSP system
Fig. 5.12.:Temperature map on aNACA0012 airfoil at M∞ = 0.7, Rec = 4 ·106 and
α = 4◦. The pressure distribution from the TSP airfoil (range) is compared
with the one from the PSP airfoil (black) in the plane of symmetry.
5.3.3. Results
Figure 5.10 shows the ensemble-averaged surface pressure di tributions−cp on the suc-
tion side of the airfoil for various Mach numbers M∞ = [0.3; 0.7; 0.8] (from top to bot-
tom) at a constant angle of attackα = 4◦ and a constant Reynolds number Rec = 4·106.
Figure 5.11 displays the corresponding pressure mappings for dif erent angles of attack
α = [0; 4; 8]◦ (from top to bottom) at constant Mach and Reynolds numbers M∞ = 0.65
and Rec = 4 ·106, respectively. The results show a widely two-dimensional flow topol-
ogy unlike the results from the low-speed experiments. Hence, the PSP data could be
extracted at the plane of symmetry aty = 0 for a comparison with the readings from
the static pressure ports as indicated by the black trace. Thpressure distribution at
M∞ = 0.3 hypothesizes that the flow was not fully developed and suffered from the
high turbulence level. The high static pressure inside the test section as a consequence
of the constant Reynolds number additionally affected the result. A pressure difference
of ∆pss= 19.2kPa was measured along the suction side of the airfoil at M∞ = 0.3.
The other plots show a smooth and homogeneous pressure distribut on. The location
of the suction peak at the leading edge as well as the positionof the re-compression
was determined precisely. The re-compression partly occurred as a sharp shock (e.g.
M∞ = [0.65; 0.7] at α = 4◦) or as blurred isentropic re-compression (e.g. M∞ = 0.65
at α = 8◦).
Figure 5.12 shows the surface temperature distribution on the suction side as a result
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M∞ α [◦] Rec [·106] ∆pss [kPa] ∆cp ∆cp,rms Ereal [%]
0.3 4 4 28.1 -0.0150 0.0443 -0.98
0.65
0 4 19.2 -0.0038 0.0153 -0.72
4 4 59.1 -0.0143 0.0300 -1.05
4 6 85.0 0.0130 0.0287 0.79
8 4 61.7 0.0224 0.0439 1.39
0.7 4 4 58.2 0.0032 0.0181 0.21
0.8 4 4 31.3 -0.0002 0.0232 -0.07
PSP accuracy for the TWM test series 0.0309 0.86
Tab. 5.5.:Relative and absolute measurement uncertainty in the final PSP results at
high-speed test conditions in the TWM.
of the TSP measurements. Several issues finally impeded the application of the TSP re-
sults for a reduction of the PSP temperature effect. Since the transition of the boundary
layer state from laminar to turbulent was not enforced by some artificial surface rough-
ness, turbulent wedges formed on the leading edge as a consequence of small surface
roughness due to impact of dust or ice particles or other painting enclosures. The tran-
sition can also be tripped by means of some artificial surfaceroughness such abrasive
paper. The second issue was the deviation between the geometric cross sections of the
individual airfoils. The geometry difference led to a difference in the pressure distribu-
tions between both airfoils as to be seen by comparing the static pressure readings from
the TSP airfoil (orange) and the data from the PSP airfoil (black). An image-pattern cor-
relation measurement (optical geometry reconstruction) of both clean airfoils without
any coating revealed contour deviations of 0.1 mm at its maxium. Due to this issue
the idea of correcting the PSP data by using the TSP information was renounced. Nev-
ertheless, it could be stated that the surface temperature dist ibutions can be measured
within an accuracy of∆T < 0.1K by means of the TSP measurement technique.
5.3.4. Measurement uncertainty
The deviation between the raw PSP results and the in-situ corrected results under tran-
sonic conditions was estimated similar to the low-speed test s ries. Most of the in-
dividual uncertainty portions from the low-speed tests were also applied in order to
estimate the total expected uncertainty of the raw PSP results Ereal during the transonic
tests. The portion of the temperature effect was adapted toeT = 0.3%. This value
was estimated from the surface temperature gradient (about∆T ≈ 5K) and the temper-
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ature sensitivity of the binary-PSP. On the other hand, the portion of the model motion
had to be increased due to strong aerodynamic forces and a shift of about 1-2 px be-
tween the wind-on and the wind-off images. Finally, the deviation between the raw
and the corrected results was estimated withEest≈ 1.3%. The actual deviation was
E ≈ 1.7%. The agreement is even better compared to the low speed expriments. Ta-
ble 5.5 discusses the relative and absolute measurement uncertai tiesEreal and∆cp,rms
similar to the low-speed results for each test case. Since PSP measures absolute inten-
sities, the significantly higher pressure gradient along the suction side resulted in an
explicitly stronger intensity change in comparison with the low-speed results. This is
also reflected in the final measurement uncertainties. A PSP measurement under tran-
sonic test conditions in the TWM facility is possible with anccuracy ofEreal≈ 0.86%
for flow Mach numbers of 0.3≤ M∞ ≤ 0.8. An absolute measurement uncertainty of
∆cp,rms ≈ 0.031 can be given for the pressure coefficient calculation. The relative un-
certainty during the transonic test was reduced by about 0.4% in comparison to the
low-speed experiments. A comparison with a wide variety of transonic experiments
from literature revealed that state-of-the-art PSP systemare able to measure with an
absolute uncertainty of∆cp,rms = 0.005. . .0.01. These values were partly reached in
the presented experiments. Nevertheless, the scattering of the uncertainty values was
slightly too large over the tested Mach and Reynolds number range. The uncertainty
of prospective experiments can be reduced with a larger number of wind-on recordings
and a better treatment of the temperature effect.
5.4. Summary
The performance of the entire PSP system as well as its measurement uncertainty were
benchmarked by means of a low-speed and a transonic test series. Low-speed experi-
ments were conducted in the open-jet wind tunnel facility ona NACA23012 airfoil at
flow speeds up toU∞ = 60m/s. The final relative measurement uncertainty was between
1 and 2 percent for the low-speed tests. The low-speed pressure coefficient map can be
calculated with an uncertainty of∆cp,rms= 0.06.
Transonic PSP experiments were conducted in the TWM facility on aNACA0012 air-
foil at Mach numbers ranging from M∞ = [0.3. . .0.8]. The final relative measurement
uncertainty was reduced below 1% during these experiments as a consequence of the
larger pressure gradient and the higher SNR. A pressure coefficient map was finally es-
timated with∆cp,rms= 0.03 for Mach numbers 0.3≤ M∞ ≤ 0.8. It was shown for both
test series that the actual uncertainty between the raw and the in-situ corrected pressure
distributions was aboutE ≈ 2% (low-speed) andE ≈ 1.7% (high-speed) which was in
good agreement with the estimated value.
Temperature-sensitive paint measurements were also performed under transonic condi-
tions. The data was suitable to benchmark the TSP evaluationin IRES. The determina-
tion of surface temperature distributions was possible with an accuracy of∆T < 0.1K.
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separating/reattaching flow
This chapter concentrates on the investigation of the scientific key questions that are
from particular interest within the project part of UniBwM (see introduction). In or-
der to answer these questions, the dynamics of coherent flow pattern in the near wake
are examined by means of transient optical velocity and pressu measurements. The
investigations were conducted as follows:
1. The boundary layer state on the cylindrical body was initially investigated by
means of the standard particle image velocimetry (PIV). It was from importance
that the boundary layer, which separates from the base of thegen ric configura-
tion, is fully turbulent at this position in order to match the real flight conditions.
2. The topology and dynamics of coherent flow pattern in the recirculation area were
examined by means of the time-resolved particle image velocimetry (TR-PIV).
3. The coherent pressure dynamics in the recirculation areawere characterized by
means of the instationary pressure-sensitive paint measurment technique (iPSP).
This test series was split into two sub series: The first seriefocused on the
base flow in the lateral plane. The second series concentrated on the interaction
between the wake flow and the nozzle structure (here: the support sting).
The particular interest of the project part at UniBwM is the characterization of the
flow/structure interaction under transonic conditions at M∞ = 0.7. Some experiments
were additionally conducted at low-speed conditions (M∞ = 0.3). Transient measure-
ments were required in order characterize the flow dynamics as they might originate
from dominant vortex shedding. The results are widely summarized in Bitter et al.
(2011) and Bitter et al. (2012).
The outline of this chapter is as follows: The design and the technical equipment of the
generic spacecraft model is initially discussed. The predictions from 2D- and 3D-RANS
CFD simulations, which were performed in parallel to the experiments, are discussed
in the following. The numerical simulations were performedin order to compare the
topology of the wake flow with the test results. Afterwards, the experimental setups for
the individual experiments are introduced before the methodology for the data acqui-
sition and conditioning is presented separately for each test s ries. The results of the
experiments are finally discussed in the order of their appearance.
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6.1. Generic spacecraft model
Figures 6.1 and 6.2 show the components and the dimensions ofthe modular generic
configuration that was used for the experiments. It is a 1:100scaled generic model
of an ARIANE Vspacecrafts main stage without boosters. The main diameterof he
model wasD = 54mm and its overall length wasl = 231.3mm. It was designed in a
shell-like construction to allow for the equipment with static and unsteady pressure and
temperature sensors. The nose cone had a full aperture angleof 36◦ and a nose radius
of R= 5mm. The cylindrical part had a lengthl = 164.3mm.
The model was equipped with 16 unsteady pressure transducers (Kulite XCQ-62) with
a maximum gauge pressure difference of 350 kPa. 13 of the transducers were located
in the base, see detail A in Figure 6.2. At the time of the experim nts, it was only
possible to acquire the signals from four sensors simultaneously. The picked sensors
were located on a radial line atr/R= [0.45; 0.52; 0.85; 0.95].
There were 4 static pressure ports on the cylindrical part circumferentially distributed
over 90◦ which were used to avoid a potential oblique installation ofthe model in the
test section. A pressure manifold was installed inside the model in oder to distribute
the static reference pressure from the test section directly to he reference ports of the
unsteady pressure transducers. Furthermore, the model included 4 static temperature
sensors (PT1000RTD, M222) - 2 at the cylindrical part and 2 inside the base. These
were incorporated into the model’s surface by a thermal adhesive.
A rear sting support was used for the installation of the model in the test section. It
was turned from a steel pipe and had a length of about 700 mm. The outer diameter of
the support wasD = 21.5mm. It emulated the dimensions of a scaled nozzle which
is placed instead at the original spacecraft. The length of te nozzle would have been
about 1.2 times the model diameter. This type of model suspension was chosen in order
to avoid strong three-dimensional flow effects that a strut-mounting would have caused
(as investigated by van Oudheusden and Scarano (2008)). Theinflu nce of this model
support on the flow (e.g. a potential delay or even preventionof the wake reattachment
- open wake) was examined in Scharnowski and Kähler (2011). An open wake as a
consequence of the model support occurred for inlet Mach numbers of M∞ > 2 and was
no problem at subjacent flow speeds.
All magnetically shielded lead wires and pressure hoses were fed through the sting
support. From manufacturing reasons, the sting support caried no temperature and
pressure sensors.
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nose cone (alu) 
center body (alu) 
thread ring (alu) 
Fig. 6.1.:Components of the modular generic spacecraft model made from aluminum.
The model is equipped with: 16 unsteady pressure transducers - 13 in the base
and 3 in the cylindrical part; four static pressure ports at 90◦ in the vicinity of
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Fig. 6.2.:Dimensions of the generic spacecraft odel (all dimensionsin mm). The posi-
tions of the pressure transducers, the static pressure ports and the temperature
sensors are marked withp, ps andT, respectively.
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6.2. Numerical predictions
Two- and three-dimensional Reynolds-Averaged Navier-Stokes (RANS) simulations
were performed in order to:
1. get an impression of the flow topology in the vicinity of themodel,
2. have a comparison for the experimental results,
3. simulate the follow-up behavior of tracer particles in the flow and estimate the
tracer density in near-wall regions,
4. estimate the iPSP measurement uncertainty from the surface temperature distri-
bution (as a consequence of compressibility effects).
The 2D mesh (created withCentaur™) consisted of about 200,000 unstructured grid
nodes. The boundary layer on the model and sting support was resolved by 30 struc-
tured cell layers with an initial cell height ofhims = 1.0 · 10−6 m and a subsequent
stretching of 1.24 in order to cover an expected boundary layer height of about 6 mm.
A cell-refinement box was created in the wake that restrictedth cell size to approx. 1 %
of the model diameter. It extended from the base untilx/D = 5 andz/D = 2. The flow
problem was initialized with axisymmetric and pressure farfield boundary conditions.
The 3D mesh was created from one quarter of the model geometryinside the TWM test
section. Horizontal and vertical symmetry conditions as well as pressure in- and outlet
were defined at the corresponding walls. The grid consisted of ab ut 3.3 million cells
and had a similar cell refinement as the 2D mesh. About 800,000structured elements
were used for the boundary layer (30 layers,hims = 1.0·10
−6 m, stretching 1.24).
The simulations were performed by means of the commercial flow solverFluentwhile
they were initialized with the flow conditions at M∞ = 0.7 from Tab. 6.1. The Reynolds-
stress turbulence model with default parameters, an explicit time-stepping scheme with
CFL= 2 and the density-based flow solver preset were applied in 2D and 3D. The re-
sults were converged (residuals≤ 10−5) after approx. 15,000 and 5,400 iterations in 2D
and 3D, respectively. Figure 6.3 compares the results of the2D and the 3D simulations
and estimates the displacement effect of the model in the test section compared to the
free-flight boundary condition. A dislocation of the reattachment position of 5 % and an
increase of the outer flow speed by 1.5 % was the consequence from the 3D boundary
conditions. Hence, the more convenient 2D data can be used for a latter comparison
with the data from the planar PIV measurements.
The follow-up behavior of tracer particles was examined by means of the 2D simula-
tions in Fig. 6.4. The particles cannot follow strong flow gradients as a consequence of
inertial effects. Such strong gradients occur at the position where the nose cone merges
into the cylindrical part or were the flow separates from the base. Solid particles with
the density of the seeding fluid DEHS (ρ = 912kg/m3) were injected into the flow up-
84
6.2. Numerical predictions
Fig. 6.3.:Comparison of the flow fields between the 3D-RANS simulation with TWM
boundary conditions (top) and the 2D-RANS simulation with farfield condi-
tions (bottom); M∞ = 0.7, ReD = 1·106.
Fig. 6.4.:Contour-plot of the velocity magnitude in the vicinity of the model as a result
from a 2D-RANS simulation at M∞ = 0.7 test conditions characterizing the
flow-follow behavior of tracer particles.
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Fig. 6.5.:Results of a 3D-RANS simulation of the M∞ = 0.7 test case;Top: surface
pressure coefficient;Bottom: static surface temperature;Left: side view;
Right: base view from the rear.
stream of the model. The size of the particles was varied between[0.5≤ dp ≤ 2.0]µm
indicated by the different colors of the particle trajectories. The particles were injected
close to the symmetry line aty1 = 1 ·10−5 x/D and atyi=2,3 = y1+(i −1) ·0.025x/D.
The particle trajectories nearly merge at the model nose. Thsmaller the particles, the
better is their ability to follow the strong curvatures. Theresolution of near-wall bound-
ary layer domains is impeded by larger tracer particles and seem to be possible with
particles that have a size of 0.5µm or even smaller. However, three-dimensional and un-
steady effects would carry a fraction of particles in near-wll regions and into the wake
recirculation area during the experiments. Nevertheless,it is expected that the seeding
density is significantly lower in these areas.
Figure 6.5 shows the surface pressure coefficientcp as a result from the 3D simulations.
A similar pressure distribution in the wake and on the model base is expected from the
ensemble-averaged iPSP experiments. The absolute pressure diffe ence between the
core and the reattachment of the wake recirculation vortex is predicted to be approx.
19 kPa.
The lower part of the figure displays the static temperature distribution. A temperature
gradient of∆T ≈ 3K can be examined in the regions-of-interest for the iPSP measure-
ments. An in-situ pressure error of about 7-8 % is expected ifthe temperature depen-
dence of pc-PSP is applied.
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Fig. 6.6.:Left: Non-scaled schematic of the experimental setups for the TR-PIV investi-
gations; camera (a), high-repetition-rate laser (b), light sheet optics (c), mirror
(d); Right: setups for the iPSP experiments; near-wake characterization (setup
1); base flow investigations (setup 2); camera (a), mirror (b), Scheimpflug-
angle correction device (c), excitation LED (d).
6.3. Experimental setup and test parameter
The TR-PIV and iPSP measurements were performed consecutivly in the TWM facility
at Mach numbers M∞ = [0.3; 0.7]. The Reynolds numbers were chosen in order to
match the demands of project partners who are responsible for more detailed numerical
investigation on this configuration by means of large-eddy or detached-eddy methods.
The Reynolds numbers (with respect to the base diameter) were R D = [0.7; 1.0] ·106
(higher at M∞ = 0.7). The wind tunnel turbulence level at the subsonic conditions
was Tu≈ [2.5,1.2]% (lower at M∞ = 0.7). The individual experimtental setups are
introduced in the following.
PIV measurements
A high-repetition-rate PIV system with aQuantronix Darwin Duo Nd:YLF double-
pulse laser was used. The laser had a pulse duration oftp ≈ 120ns providing 22 mJ
laser light energy per cavity at 1 kHz repetition rate. The laser beam with a diver-
gence ofD2M ≈ 25mrad
2 was led through two spherical lenses with focal lengths of
F = −40mm andF = +50mm followed by two cylindrical lenses withF = −25mm
andF = +50mm in order to form the laser-light sheet. Its thickness inthe focal line
was approx. 1,500µm. A perpendicular access of the laser beam into the plenum cha -
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Fig. 6.7.:Definition of the coordinate system and the fields-of-view for the TR-PIV
(dotted) and the iPSP measurements (dashed).
ber was mandatory in order to avoid a potential light sheet dislocation as a consequence
of density changes during a wind tunnel run. A mirror on the sting support finally redi-
rected the light sheet towards the model. The installation of the PIV system at the TWM
test section is sketched on the left in Fig. 6.6. APhantom V.12high-speed CMOS cam-
era with a resolution of 1 Mpx (frame rate 6200 frames/s at full resolution) was used
for the image recording. The field-of-view for the boundary la er investigations was
125W ×20H mm2 and it started 0.2 model diameters ahead the junction of the cylindri-
cal part and the nose cone, as outlined in Fig. 6.7. The wake investigations were split
into two parts in order to have a high spatial resolution. Each wake field-of-view had a
height of 0.22 model diameters with a slight overlapping, compare Fig. 6.7. The PIV
tracer particles were generated from DEHS (Di-Ethyl-Hexyl-Sebacat) by means of two
PivTecseeding atomizers. They produce particles with a mean diameter of 1µm and a
relaxation time of about 2µs, see Ragni et al. (2011). The specific test conditions and
recording parameters for the PIV experiments are given in the upper part of Table 6.1.
PSP measurements
The transient pressure-sensitive paint measurement technique with a polymer/ceramic
base layer (pc-PSP) was used for the time-resolved characterization of coherent surface
pressure pattern. The formulation of the base coat was introduced in Section 2.1.4. The
active layer was composed from 5 mg of PtTFPP dissolved in 20 ml of toluene. Both
compositions were applied to the model by a spray gun. The thickness of the entire
coating wasdpoly ≈ 15µm.
The registration markers from round cavities with a diameter of 0.5 mm were incorpo-
rated in the model during the manufacturing process. They were cl ared from polymer
fill-up after the pc-PSP layer has dried.
The experiments were split into two test series regarding the scientific key questions.
The sting support was coated with pc-PSP within a range of 100mm (or 1.8x/D) down-
stream of the model base in order to investigate the flow/structu e interaction in the
wake, see left side of Figure 6.8. The base was coated with pc-PSP over 180◦ for the
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pc-PSP
marker for image resection
black paint for self-illumination suppression
Fig. 6.8.:Left: rear-sting mounting covered with pc-PSP for wake dynamics characteri-
zation;Right: base covered with pc-PSP for mode structure investigations.
second test series in order to resolve potential characteristic pressure modes, compare
right-hand-side in Figure 6.8. The corresponding experimental setups for these experi-
ments are sketched on the right in Figure 6.6.
A Phantom V.12high-speed CMOS camera (a) was used for image recording in both
test series. The camera was installed out of the plenum chamber at a distance of about
1.4 m away from the PSP surface during the wake investigations (setup 1). For the base-
flow investigations (setup 2), the camera was attached directly to the wind tunnel wall
in the plenum chamber at a distance of about 0.4 m. The camera view was deflected
on a mirror (b) in order to allow the observation of the base area f om the rear. The
usage of a Scheimpflug device (c) was mandatory in order to ensur a constant image
sharpness. The image would have been partly blurred as a consequence of the oblique
viewing plane if this device is rejected.
A high pass filter with a cut-on wavelength of 570 nm (transmisionT ≥ 93%, optical
densityOD> 6) was used in front of the objective lens for signal separation. TwoLu-
minus CBV-120UVhigh power LEDs (d), each with 10 W optical power, were operated
in continuous-wave mode for the excitation of the PSP. A spherical lens with a focal
length ofF = −75mm and a diameter ofD = 120mm was used in front of each LED
in order to maximize the excitation intensity for short integration times and to ensure a
homogeneous light distribution. The LEDs were installed directly at the window to the
test section inside the plenum chamber in both setups. The specific test conditions and










region-of-interest ROI boundary layer wake (left: upper ROI;right: lower ROI)
Mach number M∞ 0.3; 0.7
Reynolds number ReD[·106] 0.7; 1.0 (with respect to M∞)
run total pressurept [kPa] 200; 150 (with respect to ReD)
PIV sampling ratefs,PIV [Hz] 500 4,000
∆t [µs] 6; 3 (with respect to M∞) 10; 5 (with respect to M∞)
field-of-viewW×H [mm2] 125×20 125×35 125×30
pixel array [px2] 1,280×200 1,280×350 1,280×300
optics Zeiss Sonnar T* 2.8/180 mm, F4
magnificationM 1 : 5
recordingsN [·103] 10 8
iPSP investigations
region-of-interest ROI wake (sample rate variation) base (sample rate variation)
Mach number M∞ 0.3; 0.7
Reynolds number ReD[·106] 0.65; 1.0 (with respect to M∞)
run total pressurept [kPa] 170; 150 (with respect to ReD)
run static pressureps [kPa] 160; 107 (with respect to ReD)
Kulite sampling ratefs,kul [Hz] 10,000
iPSP sampling ratefs,iPSP [Hz] 1,000 2,000 4,000 1,000 2,000
cut-off frequencyfc [Hz] 512 1,024 2,048 512 1,024
integration timeti,iPSP [µs] 999 499 249 999 499
field-of-viewW×H [mm2] 106.4×32.2 80.5×23.4 51.8×17.6 31.4×57.5 31.4×57.5
pixel array [px2] 1,184×352 896×256 576×192 336×768 336×768
optics Zeiss Sonnar T* 2.8/180 mm, F5.6 Zeiss Macro-Planar T* 50 mm, F4
magnificationM 1 : 4.5 1:4.6
recordingsN [·103] 12 24 44 21























RMS shift: 0.01 px
RMS shift: 1 px
1 px ≈ 0.1 mm
Fig. 6.9.:Time series of 500 PIV recordings showing the raw (dashed) and the shift




The PIV data acquisition and processing was performed withDaVisfrom LaVision. The
pulse delay∆t between the particle illumination was chosen between 3 and 6microsec-
onds for the boundary layer investigations and between 10 and 5 microseconds in the
slower wake.
The image acquisition rates for the boundary layer investigations werefacq= 500Hz.
The wake experiments were performed at sampling rates of 4,000Hz in order to resolve
shedding frequencies offshed= [405,900]Hz (higher at M∞ = 0.7) based on an ex-
pected reduced frequency (StD = f · D/U∞) of StD = 0.21. Between 8,000 and 10,000
PIV images were recorded in the individual test series according to Table 6.1.
Pre-processing
A pitching motion of the model which was partly stimulated byvortex shedding from
the base was corrected in the PIV images using a cross-correlation algorithm in or-
der to ensure a resting wall position for an accurate calculation of near-wall velocity
gradients. Two image features (e.g. reflections) were tracked and their shifts relative
91
6. Characterization of a turbulent separating/reattaching flow
Fig. 6.10.:Top: clipping of an inverted raw PIV image at M∞ = 0.7 in the vicinity
of the base;Middle: intensity-filtered and shift corrected image for further
processing;Bottom: instantaneous and post-processed vector field in the
vicinity of the base (every second vector is shown).
to the first image of the series were calculated. The shifted image was interpolated on
a regular grid for further processing. Fig. 6.9 displays theraw and the shift-corrected
model motion amplitudes for 500 images.
An initial filtering of the PIV recordings was performed in order to avoid potential
spurious vectors due to low signal-noise-ratios. A slidingaverage was calculated in
each PIV image within windows of size 102 px2 that overlapped by 1 px. The average
values were subtracted from the raw image at the corresponding positions. The particle




The evaluation of the boundary layer data was performed using a multi-pass sum-of-
correlation scheme with a decreasing interrogation windowsize from 322 px2 to 62 px2.
The window overlap was 50 %. The major interest of these investigations were not the
flow statistics but the topology of the boundary layer. The sum-of-correlation scheme
offered a high spatial resolution but annihilated the temporal information. A spatial res-
olution of 420×65 vectors or 3.3 vectors/ mm was reached by means of this procedure.
The evaluation in the wake was performed by means of a hybrid appro ch. An initial
average flow field was calculated over 500 images by means of sum-of-correlation with
a decreasing interrogation window size (322 → 162 px2). This vector field was used
as a starting solution for the calculation of the instantaneous vector fields by means of
a multi-pass cross-correlation scheme. The interrogationwindow size decreased from
322 px2 to 162 px2. The final correlation pass was carried out twice. The windowover-
lap was 50 %. The spatial resolution of the merged data from both ROIs was 160×80
vectors or 1.4 vectors/ mm.
Post-processing
A strong vector-post processing (outliers between 5-10 %, higher at M∞ = 0.7) was
applied to the instantaneous wake vector fields in order to exclude all outliers which
could affect the statistics. The resulting vector gaps werefilled up by interpolation
in order to ensure a gap-less time series data. The fill-up wasdone by means of the
Matlab™surface interpolation scheme. Figure 6.10 shows a closeup of an inverted raw
PIV recording (top), the same filtered and shift-corrected image (middle) and the cor-
responding instantaneous velocity field (bottom) at M∞ = 0.7 as a prove of the image
processing. The number of seeding particles seemed to be reduced from step one to step
two as a consequence of display effects.
The wake flow dynamics were characterized by means of a frequency analysis. The
time-resolved vector data was converted into the frequencydomain by FFT at each vec-
tor position. The Welch windowing was applied for amplitudeenhancement, see Welch




The drift of the flow temperature was the major challenge thatmust be handled for
accurate iPSP measurements. The precise knowledge of the mod l temperature was
mandatory due to the strong temperature dependence of pc-PSP. Figure 6.11 shows an
example of the variation of the model temperature (blue) and the static base pressure
(black) during a wind tunnel run.
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Fig. 6.11.:Typical behavior of the static base pressure (black) and the model tempera-
ture (blue) during a wind tunnel run; The image acquisition sequences for
capturing the wind-on and wind-off images are included.
The iPSP intensity image and sensor data acquisition was started fter the wind tunnel
has reached steady conditions. All data were recorded as a continu us time series. The
wind-on/wind-off data extraction from the time series is exemplary sketched in Figure
6.11. All individual components already worked in loop- or cntinuous mode in order
to ensure balanced operating conditions.
All sensor signals were recorded with aDEWE-50-PCIparallel scanning device. The
sampling rates were 10,000 Hz and 1,000 Hz for the pressure and the temperature sen-
sors, respectively. The temperature measurements were condu ted by means of a 4-wire
RTD setup. The accuracy was∆T ≤ 0.1K. The uncertainty during the pressure scan-
ning was∆p≤ 10Pa.
A dark current compensation of the camera was made prior of each t st in order to avoid
a potential drift of the sensor noise. Dark intensity imagesw re additionally taken after
the final wind-off image. They were used to correct both, the wind-on and the wind-off
images. The dark frame correction was mainly done in order tocompensate a potential
characteristic pattern of the CMOS sensor. There was no significa t background light.
Hence no classic dark-frame correction was needed.
The iPSP sample rates were varied according to the free-stream v locity in order to
resolve the same reduced frequencies as in the PIV investigations and to check the per-
formance of the iPSP system at various acquisition frequencies. The sample rates were
chosen withfs,iPSP= [1; 2; 4]kHz according to Table 6.1. It was necessary to crop the
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Fig. 6.12.:Comparison of the power spectral densityG( f ) from a raw pressure trans-
ducer signal (blue) and from an iPSP-adapted transducer signal (bl ck).
Data conditioning
The raw signal of the pressure transducers (10 kHz) was artificially binned according
to the corresponding iPSP integration times in order to compare signals with the same
resolution in time. The transducer samples that were recordd during the integration
time of the camera were averaged. Figure 6.12 compares the pow r spectral densityG
of a raw (blue) and a binned pressure transducer signal (bl ck). The noise from the raw
signal was slightly reduced as a consequence of the binning whereas all characteristic
features were kept.
Main PSP evaluation
About 1,000 wind-off images, 1,000 dark images and 16,000 – 24,000 wind-on inten-
sity images were available for the final data evaluation inIRES. The data evaluation of
16,000 PSP signal images took about 2 h on 12 parallel CPUs.
The in-situ correction was applied automatically to the results of the base measurements.
A fit function was created for each instantaneous pressure mapping that linked the pres-
sure values from the raw PSP results with the desired surfacepressures at the positions
of the four transducers. The fit function was applied to the entir pressure map. The
wake results were corrected by means of an average fit function that was derived from
the base data. This became necessary because the sting support incorporated no pressure
transducer for in-situ correction. Each instantaneous presur mapping was projected
on a specific structured grid with resolutions of 41×220 surface elements (sting mesh)
and 173×50 surface elements (base mesh) according to Fig. 6.13.
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Fig. 6.13.:Data projection grids for the iPSP measurements showing themesh for the
wake result (left) with a resolution of 41× 220 cells and the mesh for the
base results (right) with 173×50 structured surface elements.
Post-processing
All subsequent data processing was performed on the grid. The pressure data was
converted into the frequency domain by FFT in order to identify characteristic fre-
quencies in the time-signal. The power spectral densityG( f ) of the pressure signals
from the transducers and from iPSP were computed by using theWelch algorithm in
order to enhance the spectral amplitudes (similar to the PIVdata processing). The
cut-off frequencies which define the corresponding frequency resolutions are given by
fc = 0.5· fs. They werefc = [512; 1,024; 2,048]Hz for the corresponding sampling fre-
quenciesfs = [1,000; 2,000; 4,000]Hz according to Table 6.1. The length of a Welch






f ·G( f )d[log( f )] = c2p,rms (6.4.1)
proposed by Owen (1958) was used for the display and the discussion of the pressure
spectra. The notation describes the total energy of a peculiar frequency band. It artifi-
cially amplifies small characteristic pressure fluctuations in the spectra which essentially
determine characteristic buffet loads. The power spectrumis normalized with the local
frequency and the pressure fluctuation (squared RMS value).Th spectra can be plotted
in linear-logarithmic scales as a consequence from this conideration.




Here,p′ is the pressure fluctuation andq∞ is the dynamic pressure. One scientific goal
was the identification of characteristic base pressure modes that have a dominant radial
distribution. This analysis was possible as a consequence of the structured data projec-
tion grids. The pressure data were extracted at a constant radius /R from the base grid
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M∞ = 0.7, ReD = 1⋅10
6
model motion spectra
Fig. 6.14.:Model characteristics in the axial (orange), the horizontal (blue) and the
lateral (black) direction.Top: Model vibration amplitudes at M∞ = [0.3; 0.7];
Bottom: characteristic model shaking spectra at M∞ = 0.7.
or at a certain constant positionz/D from the wake grid. These pressure signals were an-
alyzed using the FFT. The spatial frequencies were converted in o physical dimensions
by means of the grid spacing factor that was 1.05 cells/◦ or 2 cells/ mm, respectively, in
order to identify dominant spatial wavelength that characterize the extension of coherent
pressure modes.
6.5. Model characteristics
The vibration of the model and the model’s resonance spectrum were investigated dur-
ing two wind tunnel runs at M∞ = [0.3; 0.7] test conditions. A registration marker on
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the surface was tracked with a sample rate of 2kHz in order to res lve the model motion.
The data was acquired using the experimental setups from theiPSP measurements. The
model motion amplitudes and characteristic spectra in the axial flow direction (x), in the
horizontal plane (y, yawing) and in the lateral plane (z, pitching) are summarized in Fig.
6.14. The motion amplitudes are about 0.5 mm at its maximum. This corresponds to a
shift of about 5 px in the intensity images in combination with the optical magnification.
The power spectraG( f ) in all three dimensions revealed dominant peaks around the
models resonance frequency atf = 39.2Hz. It was also shown that the amplitudes of
the lateral motion are approximately two orders of magnitude higher compared to the
remaining spectra. In this case, the measurement sequence was performed with setup 2
(camera attached to the wind tunnel wall). The spectrum of the model was obviously
superimposed by the vibration of the wind tunnel. Hence, characteristic frequencies
around f = [39.2,170]Hz, which were generated by the model setup, and frequencies
aroundf = [20,100]Hz, which caused by the wind tunnel itself, must not be interpreted
as dominant flow frequencies in the latter discussion of the results.
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Fig. 6.15.:Boundary layer topology in the experimental (top and middle) and in the
numerical data (bottom); the absolute mean velocity is color-coded; the de-
velopment of the boundary layer heightδ99/D and the form factorH12 is
highlighted by thesolid anddashedslopes, respectively.
6.6. PIV Results
6.6.1. Boundary layer topology
The topology of the boundary layer is shown color-coded in Figure 6.15. The normal-
ized absolute velocity fields from the ensemble-averaged TR-PIV data are displayed. A
comparison was made with the two-dimensional numerical simulations at M∞ = 0.7.
The boundary layer heightδ99 grows up to 3.8 mm for M∞ = 0.3 and up to 5.6 mm for
M∞ = 0.7 at the positionx/D=−1.5. The empirical boundary layer shape factorH12 re-
flects the topology of the boundary layer profile. It is calculated from the ratio between
the displacement thicknessδ ∗ and the momentum thicknessΘ. A laminar, a turbulent
and a separated boundary layer is present forH12 ≈ [2.6; 1.3;≥ 4], respectively. The
numerical results predicted a flow separation in the vicinity of the junction between the
nose cone and the cylindrical part of the model as indicated by the shape factor. A laser
light reflection partially impeded the evaluation of the exprimental results at this posi-
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Fig. 6.16.:Comparison of the boundary layer profiles atx/D =−2.6 (black) andx/D=
−1.6 (gray) between experimental (solid) and numerical data (dashed) for
the Mach number M∞ = 0.7.
tion. Unfortunately, the reflection extended over 20 mm so that t e expected separation
bubble could not be resolved in the experiments. The slope ofthe shape factor revealed
that the boundary layer is turbulent fromx/D ≈−2.5 in both, the experimental and the
numerical data.
A comparison of the experimental and numerical boundary layer profiles atx/D =−2.6
(black) and x/D = −1.6 (gray) is displayed in Fig. 6.16. The profiles from the ex-
perimental data were averaged over 6 interrogation windowsin the axial direction
(6 · 0.0984mm) for smoothing. The very good agreement of the profileshapes vali-
dated the conclusions of the turbulent boundary layer stateand the general topology.
The entire boundary layer height was resolved within 12 px inthe experiments. The op-
tical magnification of the experimental setup as well as the lack of tracer particles in the
near-wall region impeded the PIV evaluation down to the wall. The investigation of the
near-wall region down to the viscous sub layer requires a higher optical magnification
of about 10−20 : 1, a higher seeding density and a more sophisticated dataev luation
technique as reported in Kähler et al. (2012b).
6.6.2. Wake flow topology
The normalized velocity magnitude in the wake is shown color-coded for both Mach
numbers in Fig. 6.17 in comparison to the 2D-RANS simulations at M∞ = 0.7. A dis-
tinct recirculation vortex with a clear reattachment location established in the wake. A
secondary counter-rotating vortex was clearly resolved inthe corner between the base
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Fig. 6.17.:Normalized wake velocity magnitude from PIV at M∞ = 0.3 (top), M∞ = 0.7
(middle) and from 2D-RANS simulation at M∞ = 0.7 conditions (bottom).
and the sting support by means of the RANS simulation as indicated by the stream lines.
This vortex was also confirmed in the PIV results but the spatial resolution of the vector
field is too low to characterize its extension precisely.
The criteria for the estimation of the reattachment lengthswa uax = 0. Hence, the reat-
tachment lengths were estimated withlr ≈ (0.98±0.01)x/D andlr ≈ (1.13±0.01)x/D
at M∞ = 0.3 and M∞ = 0.7, respectively. The uncertainty was given from the resoluti n
of the vector field. The size of the recirculation area is over-pr dicted by about 15 %
in the RANS simulations. Here, reattachment occurs atlr ≈ (1.332±0.001)x/D. This
discrepancy is mainly caused by a mismatch of the turbulenceproduction and dissipa-
tion terms between the experiments and the simulations. Themismatch assumption was
also confirmed by the topology of the turbulent kinetic energies (k = 0.5 · (u′2 +w′2))
as shown in Fig. 6.18. The maximum values ofk differ by a factor of 1.5 between the
simulations and the experiments (note the scaling of the color bars in Fig. 6.18). Nev-
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Fig. 6.18.:Normalized turbulent kinetic energy from PIV at M∞ = 0.3 (top), M∞ = 0.7
(middle) and from 2D-RANS simulation at M∞ = 0.7 conditions (bottom).
ertheless, the topology of the wake flow and the absolute values of the wake velocity
magnitude compared well with each other. The thickness of the shear layer decreased
with increasing Mach number. An overall broadening of the shar layer towards the reat-
tachment location indicated enormous unsteady fluctuations in this region and a strong
momentum transfer between the outer free stream flow and the recirculation area caused
by vortex shedding. The amplification ofk in the vicinity of the shear layer separation
point at the base was introduced artificially. It was the consequence of spurious vectors
which were caused by an instationary oil droplet at this position.
6.6.3. Coherent wake dynamics
The velocity perturbationu′i = ui(t)−ui was computed for every instantaneous vector
field. It is a characteristic measure for shedding vortices.The amplitude spectrum of the
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Fig. 6.19.:Local amplitude spectrum of the velocity perturbation magnitude with re-
spect to the axial wake position at M∞ = 0.3.
Fig. 6.20.:Local amplitude spectrum of the velocity perturbation magnitude with re-
spect to the axial wake position at M∞ = 0.7.
velocity perturbation magnitude was calculated at each individual vector location within
the dashed box in the wake region that was highlighted in the previous figures. The re-
sults were averaged vertically in order to increase the SNR.The local amplitude spectra
with respect to the axial position in the wake are displayed in the Figures 6.19 and 6.20
for M∞ = 0.3 and M∞ = 0.7, respectively. Both spectra reveal two major characteristic
features: on the one hand, a region of low dynamic range appears in the vicinity of the
base up tox/lr ≈ 0.5. Apparently, no coherent structures of a distinct frequency were
resolved with PIV in this area. A formation of certain dominant frequencies is evident
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beyondx/lr > 0.5. The peak locations in the spectra are located around 400-50 Hz at
M∞ = 0.3 and around 900-1000 Hz for M∞ = 0.7. These peaks partially correspond to
the expected frequencies of dominant vortex shedding at a reduced frequency around
f ·D/U∞ = 0.21.
6.6.4. Summary of the PIV experiments
The results of the PIV measurements revealed the following perceptions:
• The state of the boundary layer is fully turbulent when it separates from the base.
• The agreement of the flow topology and the velocity magnitude between the ex-
perimental results and the 2D/3D-RANS calculations was very good. There was
a discrepancy between the turbulence production terms in the Reynolds-stress
turbulence model and the turbulence level in the wind tunnelthat had a significant
effect on the wake reattachment position. This location wasover-predicted by
about 15 % in the numerical results.
• The strongest unsteady effects were identified at about 80-90 % upstream of the
reattachment position as examined from the topology of the turbulent kinetic en-
ergy.
• The presence of expected dominant shedding frequencies around 400 Hz at
M∞ = 0.3 and around 900 at M∞ = 0.7 was confirmed by the PIV measurements.
Nevertheless, the amplitudes were very noisy and only accounted for very strong
fluctuations.
The PSP measurements should preferentially help to resolvethe flow dynamics which
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Fig. 6.21.:Comparison of the base buffet spectraf ·G( f )/σ2 of the four active pressure
transducers inside the base located atr/R= [0.45;0.52;0.85;0.95].
6.7. PSP results
6.7.1. Comparison: iPSP vs. pressure transducer
A comparison between the buffet spectra from the conventional pressure transducers
and the results of the iPSP measurements was initially made in order to ensure that
frequencies which were resolved with iPSP reliably represent the flow characteristics.
Figure 6.21 shows the similarity of all four pressure transducers. The 3rd sensor located
at r/R= 0.52 was used as a reference for the iPSP results in the following discussions.
The static base pressures at the reference transducer during a wind tunnel run were
ps = (158.283±0.538)kPa at M∞ = 0.3 andps = (101.721±0.784)kPa at M∞ = 0.7.
These pressure fluctuations led to intensity changes of 0.2-0.4 % in the iPSP images.
Figure 6.22 shows a comparison of the base buffet spectra from the pressure transduc-
ers (dashed) and the spectra from the iPSP signals (solid) at both test Mach numbers.
The iPSP data was extracted from the base grid in the vicinityof the reference pres-
sure transducer for this comparison. The spectra at different iPSP sample rates are
shown color-coded in the figures. The good agreement betweenthe spectra in both,
the amplitude and the position of characteristic frequencies, showed that iPSP was ca-
pable to resolve the flow phenomena precisely. A dominant peak established around
f ≈ 405 Hz and a second, wider one aroundf ≈ 870 Hz for M∞ = 0.3. The first peak
confirmed the expected frequency of characteristic vortex shedding at a reduced fre-
quency off ·D/U∞ = 0.21. The wider peak ought to represent its higher harmonic, as
already measured in Scharnowski and Kähler (2011). At M∞ = 0.7, dominant peaks
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Fig. 6.22.:Comparison between the base buffet spectra from the iPSP signal (solid)
and from the pressure transducers (dashed); the iPSP sample rates were
fs,iPSP= 1kHz (black) and fs,iPSP= 2kHz (orange); Left: M∞ = 0.3; Right:
M∞ = 0.7.
formed aroundf ≈ 400 Hz and aroundf ≈ 900 Hz. The peak aroundf ≈ 900 Hz corre-
sponded to the expected frequency of characteristic vortexsh dding. The peak around
f ≈ 400 Hz reflected one harmonic of the wind tunnel perturbationthat was discussed
earlier. The dominant amplitudes are 10-15 % lower at M∞ = 0.7. They might be ampli-
fied by the higher turbulence level and the perturbations of the hydraulic system at the
lower test Mach number.
6.7.2. Base flow topology
Mean pressure distribution
The ensemble-averaged base pressure distributions are shown in the Figures 6.23 and
6.24 for M∞ = 0.3 and M∞ = 0.7, respectively. The view from the rear is presented
in polar coordinates whereasΦ = 0◦ represents the positivey−axis in the global co-
ordinate system. The gray filled areas cover screws and the pressure transducers. No
iPSP signal was available at these positions. A fairly constant static pressure distribu-
tion developed at the base as it was expected from the RANS simulations. The pres-
sure minimum is located at about 20 % of the base height. A pressu change towards
the sting support (r/R= 0.4) is caused by the secondary vortex rotating in the junc-
tion between the sting and the model base. Its asymmetric distribution, especially at
M∞ = 0.7, indicated a potential oblique oncoming flow. This might becaused by a slight
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Fig. 6.23.:Left: ensemble-averaged base pressure distribution at M∞ = 0.3 in polar
coordinates (Φ, r/R); Right: line plots ofcp andcp,rms extracted atΦ = 55◦
in comparison with the pressure transducer results (symbols).
Fig. 6.24.:Left: ensemble-averaged base pressure distribution at M∞ = 0.7 in polar
coordinates (Φ, r/R); Right: line plots ofcp andcp,rms extracted atΦ = 55◦
in comparison with the pressure transducer results (symbols).
sting bending as a consequence of strong aerodynamic forces. Unfortunately, the four
static installation pressure ports on the cylindrical partof the model indicated no notice-
able pressure difference.
A quantitative comparison between the pressure transducervalues and iPSP is done on
the right-hand side of each figure. The pressure coefficientp and the pressure fluctu-
ationscp,rms were compared. The line plots represent the iPSP data and thesymbols
show the transducer data. The iPSP data was extracted atΦ = 55◦. The values ofcp,rms
are nearly doubled in case of the low Mach number compared to the transonic one. This
was expected as a consequence of the higher wind tunnel turbuence level at M∞ = 0.3.
The highest fluctuations occur in the vicinity of the pressure minimum. The measure-
ment uncertainty was assessed by means of all four pressure transducers which were
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Fig. 6.25.:Normalized base pressure fluctuationsp′/q∞ at three consecutive time steps
(∆t = 5·10−4 s) for M∞ = 0.3 (left) and for M∞ = 0.7 (right).
used for the in-situ correction. The deviations between theraw and the in-situ corrected
results were examined during theIRESevaluation. They were at 8− 10 % -lower at
M∞ = 0.7 due to a stronger pressure gradient. These deviations wereslightly higher
but still in good agreement with the expectations made by thetemperature distribution
from CFD. Paint contamination and aging played an additional role and increased the
uncertainty. The final deviations between the transducers and the corrected iPSP signals
were∆cp = 0.015 for M∞ = 0.3 and∆cp = 0.009 at M∞ = 0.7. The uncertainty was
higher for M∞ = 0.3 as a consequence of the higher static pressure in the test section,
the lower pressure fluctuations and the higher turbulence level.
Pressure fluctuations
An impression of the time-dependent topology of the base pressur fluctuation at three
consecutive time steps can be received by means of Fig. 6.25.The starting time step
was chosen randomly. As already mentioned, the fluctuation amplitudes are higher
for M∞ = 0.3. The distribution of the pressure fluctuation events appeared staggered
at the lower Mach number. Their distributions seemed much smoother at M∞ = 0.7.
The occurrence of high (p′ > 0) and low (p′ < 0) pressure fluctuation events was
statistically investigated. Each instantaneous pressuremapping was segmented into
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Fig. 6.26.:Statistical evaluation of the coincidence between the sizeof low (p′ < 0,
blue) and high (p′ > 0, red) pressure fluctuation events and their relative
number of occurrence.
areas of low and high pressure fluctuations. Therefore, the individual probability-
density functions (PDF) of the pressure signals were normalized with the 3σ quantiles
(3σ = [1.61; 2.35]kPa) for M∞ = 0.3 and M∞ = 0.7, respectively. The normalized
PDFs are displayed on top of Figure 6.26 for both test Mach numbers. The segmenta-
tion boundaries for the pressure mappings were chosen according to the color-shaded
regions in these PDFs. An algorithm was used that binarized th segmented pressure
mappings and extracted the area information of the detectedev nts. The area of the
individual eventA(p′) was normalized with the base area that was covered with iPSP
Atot. The relative fluctuation area is plotted on the abscissa in the lower plot of Figure
6.26. The number of occurrence of the high and low pressure events was normalized
by the total number of detected events for each Mach number. Their values are plotted
along the ordinate. The plot was cropped atA(p′)/Atot < 6 ·10−3 due to a large num-
ber of smaller events which were introduced into the resultsby the size of the spatial
filter. The results confirm the visual impression that more smaller pressure events oc-
curred at M∞ = 0.3 whereas large-size pressure fluctuations dominated at M∞ = 0.7. It
is expected that these characteristics were not a Reynolds number effect because of the
similarity of the test Reynolds numbers. It might be caused by the flow quality at low
subsonic conditions as previously mentioned.
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Fig. 6.27.:Space-time correlation plot of the normalized pressure fluctuation p′/q∞ at
M∞ = 0.3 (left) and M∞ = 0.7 (right) extracted from the base atr/R= 0.52
for 500 reduced time-stepsτ ·U∞/D; the black arrows indicate pattern con-
vection with a reduced convection rate offc ·U∞/D = 0.079.
Coherent pattern convection
The pressure fluctuation signal was extracted from the base at the radius where the
reference pressure transducer was located (r/R= 0.52) in order to identify dominant
pattern convection rates. Figure 6.27 shows the corresponding space-time correlation
at 200 reduced time-stepsτ ·U∞/D for both test Mach numbers. The signal was in-
terpolated at the positions of the pressure transducers (within thedashedboundaries)
using a cubic spline due to the absence of iPSP information atthis position. The vi-
sual identification of pattern convections was possible forM∞ = 0.3 by means of this
plot due to sufficiently high sample rates. The estimated reduc convection rates were
fc ·U∞/D ≈ 0.079± 0.01, as indicated by the black arrows. This corresponds to ra-
dial convection rates ofω = 2π fc ≈ 950rad/s or about 150 Hz. A peak at 150 Hz was
also present in the base buffet spectra that were discussed earlier. Unfortunately, this
frequency collided with a characteristic frequency from the experimental setup. In the
case of M∞ = 0.7, the sample rate was too low for an estimation of convectionrates by
this analysis.
The estimated pattern convection rates were confirmed by means of a two-point corre-
lation, compare Hudy et al. (2007). Therefore, the time domain of the signal at each
radial positionΦ from Figure 6.27 was cross-correlated with the signal atΦ = 0◦. The
signal had to be super-sampled by a factor of 5 for this analysis in order to avoid peak-
locking. Coherent convection rates can be identified if there is a certain correlation
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Fig. 6.28.:Contour map of the two-point cross-correlation between allb se pressure
fluctuation signals alongr/R= 0.52 and the reference signal atΦ = 0◦ at
M∞ = 0.3 (left) and M∞ = 0.7 (right); the pattern convectionfc ·U∞/D is
estimated from the inclination of the correlation peak (dashed); the segmen-
tation threshold was 0.1 (black).
Fig. 6.29.:Contour map of the auto-correlation coefficientR for all base pressure fluc-
tuation signals alongr/R= 0.52 at M∞ = 0.3 (left) and M∞ = 0.7 (right).
between the reference signal and the remaining ones. The cross- orrelation result is
shown in Figure 6.28 for both Mach numbers at 100 reduced timestepsτ ·U∞/D. Both
plots show a distinct correlation between the reference signal and the signals in the im-
mediate neighborhood. The convection rate is characterized by the inclination of the
correlation peak, according to Hudy et al. (2007). The correlation map was segmented
with Matlab™ using thresholds between 0.1 and 0.3, as indicated by the black oundary.
An elliptical fit was applied to the segmented correlation map in order to estimate the
peak orientation.
Coherent pattern convection rates offc ·U∞/D = [0.071; 0.085]±0.02 were estimated
from this investigation at M∞ = 0.3 and M∞ = 0.7, respectively. The uncertainty was
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Fig. 6.30.:Spatial wavelength spectra (λp′ ∝ 1/ f ) of base pressure modes for M∞ = 0.3
(left) and M∞ = 0.7 (middle); the signal was extracted atr/R= 0.52 for 500
reduced time-stepsτ ·U∞/D; Right: time-averaged wavelength spectra and
the standard deviations.
given by the corresponding results with different segmentation thresholds. The values
for M∞ = 0.3 are in good agreement and confirm the pattern convection rates as they
were visually detected before.
Mabey (1972) proposed the auto-correlation of characteristic signals for the identifica-
tion of dominant time scales in the flow. The evaluation was performed in a similar
manner than the one from above. The super-sampled time signal of the pressure fluctu-
ations were self-correlated at each positionΦ. The auto-correlation maps are presented
in Figure 6.29 for both Mach numbers. A homogeneous distribution of the time scales
in the separated base flow is expected if there are no triggered scales in the flow. The
actual distribution is homogeneous over a wide radial range. AroundΦ = 0◦ (the direc-
tion of the horizontaly - axis) the peak is spreading slightly for M∞ = 0.3. This indicates
a small variation in the dominant time scales. It might be caused by interferences be-
tween the model and the vertical wind tunnel wall as a consequence of the rectangular
(non-symmetric) cross-section.
Coherent pattern wavelength
Finally, the pressure fluctuation signal from Figure 6.27 was analyzed in order to iden-
tify coherent pattern wavelengths. Large-eddy simulations that were performed by
project partners indicated an instantaneous mode-like 60◦ distribution of base pressure
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fluctuations, compare Statnikov et al. (2012). The space domain of each instantaneous
pressure fluctuations signal was converted by means of FFT. The spatial wavelength
of a pressure modeλp′ is proportional to its inverted spatial frequency. The spatial
wavelengths of the corresponding signals are presented in Figure 6.30 for both Mach
numbers at 500 reduced time steps. The right-hand-side shows an averaged wavelength
spectrum and the corresponding standard deviations.
Structures with large spatial wavelengths dominate the spectra for both Mach num-
bers. The formation of pressure modes with a preferred 60◦-distribution could not
be confirmed by this analysis. However, a mode-like appearance of p′ is somehow
present. It can be concluded from both, Figure 6.27 and Figure 6.30, that the strongest
pressure fluctuations modes seemed to have dominant wavelengths in the range of
100◦ ≤ λp′ ≤ 200◦.
6.7.3. Wake flow topology
The comparison between the pressure transducers and iPSP from the previous section
showed that iPSP is capable to resolve small pressure fluctuations with high frequencies
precisely and reliably. This benchmark was shown in advancebe ause the iPSP wake
data (discussed in the following) could not be corrected with pressure transducer signals
due to their absence within the rear sting support.
Mean pressure distribution
Figures 6.31 and 6.32 show a contour map of the ensemble-averaged wake pressure
distribution at M∞ = 0.3 and M∞ = 0.7 acquired with 2 kHz and averaged from 16384
wind-on samples. The line plots ofcp andcp,rms in the upper part were extracted at
Φ = −200◦ (black trace in the surface pressure plot). The axial coordinate was nor-
malized with the reattachment length from PIV which werelr = [0.98;1.13]x/D at
M∞ = [0.3;0.7]. The regular dot structure in the pressure map (especially at M∞ = 0.3)
originated from the registration markers.
The pressure difference∆cp as well as the absolute pressure fluctuation coefficientp,rms
is nearly doubled for M∞ = 0.3 compared to the transonic test case. This might be the
consequence of the high turbulence level and the amplification of perturbations as al-
ready assumed in the base flow results. The line plots ofcp andcp,rms are compared with
data from literature in the case of M∞ = 0.7, compare Deprés et al. (2004). Deprés et al.
(2004) acquired their data on a comparable model by means of unsteady pressure trans-
ducers at M∞ = 0.85. Their model was fixed in the test section using a strut. Hence, it
could be equipped with a cylindrical nozzle of length 1.2D instead of a sting support.
The good agreement in both,cp andcp,rms, validated the presented iPSP results and the
data handling in absence of pressure transducers for an in-situ correction.
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Fig. 6.31.:Contour plot of the ensemble-averaged wake surface-pressure distributioncp
at M∞ = 0.3 and line plots ofcp andcp,rms extracted atΦ = −200◦ (black
trace).
Fig. 6.32.:Contour plot of the ensemble-averaged wake surface-pressure distributioncp
at M∞ = 0.7 and line plots ofcp andcp,rms extracted atΦ = −200◦ (black
trace); comparison with data from Deprés et al. (2004) (triangles).
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Fig. 6.33.:Space-time correlation plot of the normalized pressure fluctuation p′/q∞ at
M∞ = 0.3 (left) and M∞ = 0.7 (right) extracted from the wake atΦ=−200◦
for 500 reduced time-stepsτ ·U∞/D.
The pressure distribution at M∞ = 0.7 exhibited the clear formation of a vortex core
aroundx/lr ≈ 0.4 as indicated by the pressure minimum. It was examined by other
authors that the location of the highest pressure fluctuationscp,rms is located about 25 %
upstream of the mean reattachment length, compare Hudy et al. (2007) or Deck et al.
(2007). These result were confirmed by the iPSP results. The maximum wake pressure
cp,max was located about 10 % downstream of the reattachment position. Since the
topology of the pressure distribution established as expected in the averaged results
from M∞ = 0.7, the wake flow seemed somehow triggered and not yet fully developed
at M∞ = 0.3. The major indicator for this assumption was the formationof locally
predefined low pressure regions in the topology at the lower Mach number. These low
pressure regions were noticeable even in the ensemble-averaged esults, as indicated by
the deep blue areas in the pressure map of M∞ = 0.3. The flow triggering might also
be the consequence of the flow quality in the wind tunnel at this minimum operational
Mach number.
Spectral analysis
The space-time correlation of the pressure fluctuation signal is shown analogous to the
base flow results in Figure 6.33 for 500 reduced time steps. The instantaneous pressure
fluctuation signals were extracted in the axial direction atthe same positions of the line
plots in the previous images. The pressure fluctuations werenormalized using the dy-
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Fig. 6.34.:Contour map of the auto-correlation coefficientR for all wake pressure fluc-
tuation signals alongΦ =−200◦ at M∞ = 0.3 (left) and M∞ = 0.7 (right).
namic pressureq∞. It was shown that the relative pressure fluctuation amplitudes are
stronger at M∞ = 0.3. The flow is dominated by large-scaled coherent events which ap-
pear intermittently. The large fluctuations seemed to extend over the entire near-wake.
The dynamic range of the events seemed to reach from fairly low frequencies, as in-
dicated by the strong coherent packages, up to large frequencies, as indicated by the
smaller amplitudes.
The time-scales were analyzed in a similar manner as for the bas -flow results by means
of a signal auto-correlation. The time domain of the super-sampled pressure fluctuation
signals (super-sampling factor: 5) were self-correlated aeach axial wake position. The
results are presented in Figure 6.34 for 40 reduced time steps. A slight peak-locking
as a consequence of the chosen sampling rates was still noticeable in the plots. The
absolute length of the signal cut-out wasτ = [0.022; 0.010]s (lower at M∞ = 0.7). The
time scales in the wake vary with their axial position. It wasshown that the time scales
in the center of the vortex core atx/lr ≈ 0.4 correlate less compared to the reattachment
position. It is assumed that weak short-duration pressure flctuations are present in this
area. Large-scale fluctuations should be too inert to followthe flow gradients into this
domain. The largest coherent time scales appeared upstreamof the reattachment posi-
tion at the maximum ofcp,rms. It is assumed that the dominant wake buffeting somehow
originates from the coherent structures in this area. The characteristic change of the
time-scale pattern was already measured in the separation behi d a fence at Re= 7,900
by Hudy et al. (2007).
The local buffet spectra along the wake’s main axis was derived from the surface
pressure fluctuations in a similar manner than it was alreadyshown for the PIV
investigations. The time domain of the pressure fluctuationsignal was extracted
at Φ = −200◦ and converted into the frequency domain by FFT. The results are
presented in the Figures 6.35 and 6.36 for M∞ = 0.3 and M∞ = 0.7, respectively.
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Fig. 6.35.:Local buffet spectrum of the pressure fluctuations with respect to the axial
wake position at M∞ = 0.3; dominant vortex shedding occurs aroundfshed≈
0.4kHz.
Fig. 6.36.:Local buffet spectrum of the pressure fluctuations with respect to the axial
wake position at M∞ = 0.7; dominant vortex shedding occurs aroundfshed≈
0.9kHz.
It is evident from both spectra that the wake is characterized by pressure fluctuations of
a large dynamic range and not only by the dominant vortex shedding, as it was assumed
from the PIV results. The dominant vortex shedding with expected reduced frequen-
cies of f ·U∞/D ≈ 0.21 was already confirmed by Deprés et al. (2004) and Deck et al.
(2007) for their generic spacecraft configuration at M∞ = 0.85. This dynamic behavior
were also confirmed in these results from both plots. There are no sharp peaks but a
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Fig. 6.37.:Contour map of the two-point cross-correlation between allw ke pressure
fluctuation signals alongΦ = −200◦ and the reference signal at the reat-
tachment position atx/lr = 1 for M∞ = 0.3 (left) and M∞ = 0.7 (right); the
pattern convectionfc ·U∞/D is estimated from the inclinationdashed); the
segmentation threshold was 0.1 (black).
clear indication of events occurring with a reduced frequency aroundf ·U∞/D ≈ 0.21.
The total buffet energy of each frequency band is about 2 times higher compared to the
results from Deprés et al. (2004) and Deck et al. (2007). The pressure fluctuationcp,rms
was lower in the results presented here. Hence, the buffet spectra were reduced as a
consequence of the notation from Owen (1958) in this case.
The dominant vortex shedding spreads out over the entire wake nearly independent
from the axial position. A region of high dynamic range is located around the position
of maximumcp,rms atx/D ≈ 0.9 as already assumed from the previous auto-correlation
plots. This domain of high dynamics originates from the large-scale shear layer struc-
tures which clash on the sting and decays into smaller structures. The vicinity of the
vortex core atx/D ≈ 0.4 is obviously dominated by weaker eddys as also assumed from
the previous auto-correlation. The amplitudes of low-frequ ncy events, which can be
produced by larger flow scales, seemed reduced in this domain. This confirmed the
assumption that large-scale structures are too inert and get broken up before they reach
the vortex core. The 400 Hz wind tunnel perturbation in case of M∞ = 0.7 was also
resolved in the spectra.
Pattern propagation
The convection of disturbances was extensively studied forbackward-facing step flows,
compare e.g. Kiya and Sasaki (1985); Lee and Sung (2001) or Hudy et al. (2003). It
was examined by nearly all authors that there exists no general law for potential dis-
118
6.7. PSP results









Fig. 6.38.:Evolution of the relative pattern propagation velocityuc/U∞ along the axial
wake position; the propagation is separated in up- and downstream convec-
tion atx/lr = 0.55.
turbance convection rates. Kiya and Sasaki (1985) examinedthat the flow in the re-
circulation area is dominated by the motion of large-scaledhair-pin-like vortices and
low-frequency fluctuations. This motion separates into upstream and downstream con-
vections at a certain position - not necessarily atx/lr = 1. This “breathing” of the wake
recirculation bubble is one of the dominant modes, as examined by Deprés et al. (2004).
Hudy et al. (2003) or Deck et al. (2007) found up- and downstream propagating distur-
bances with characteristic convection velocities ofuc/U∞ = −0.26 anduc/U∞ = 0.6,
respectively. Both authors examined a separation positionfor up- and downstream prop-
agation atx/lr = 0.5−0.7.
The propagation of coherent pattern in the wake was studied by means of a two-point
cross-correlation analysis, similar to the one that was preented for the base flow. The
time domain of the space-time-correlation presented earlier in Figure 6.33 was cross-
correlated with a reference signal at each wake positionx/lr. An exemplary cross-
correlation between all axial pressure fluctuation signalsand the reference signal at
the position of the reattachment is presented in Fig. 6.37 for 40 reduced time steps. The
length of the presented signal wasτ = [0.022; 0.010]s (lower at M∞ = 0.7). The pres-
sure fluctuation signal was also super-sampled by a factor of5 as for the previous investi-
gations. The inclination of the correlation peak was extracted from the two-dimensional
correlation plane while the reference signal was shifted betwe nx/lr = 0.2−1.2. This
analysis was performed for various segmentation thresholdbetween 0.1 and 0.3. The
results are presented in Figure 6.38 for M∞ = 0.3 (dashed) and M∞ = 0.7 (solid). The
standard deviations represent the fluctuations that originated from the change of the
segmentation threshold. The results confirmed that the propagation of disturbances is
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separated into up- and downstream convections. The location for this separation was
estimated to bex/lr ≈ 0.5− 0.6. Prior to this position, coherent pattern convecting
upstream in the direction of the base. The highest estimatedupstream convection ve-
locities were found withuc/U∞ = [−0.03;−0.12] at M∞ = [0.3; 0.7]. The maximum
propagation velocity of downstream disturbances was foundto beuc/U∞ = [0.72; 0.48]
at x/lr ≈ 1.2 for both test Mach numbers. Obviously, the convection of disturbances
is faster at M∞ = 0.3. The reason for this might be the presence of more small coher-
ent pressure events in comparison with large-scaled structures, as indicated in the base
flow topology for M∞ = 0.3. These smaller events suffer from lower inertial effects
and hence could reach higher convection rates. It is also evident from the results that
the uncertainty in the estimated convection velocities is fa rly high, especially down-
stream of the reattachment position. This is mainly caused by the high unsteadiness as
a consequence of the reattaching shear layer. The “breathing” of the recirculation area
additionally affects the results. Moreover, a higher sampling rate is recommended for
prospective experiments in order to resolve the pattern convection more precisely.
Flow field topology: experiment vs. RANS
Finally, Figure 6.39 shows a comparison of the near-wake flowtopologies as a result
from the experimental and the numerical investigations presented in this thesis. The
ensemble-averaged data of the PIV and iPSP measurements is shown color-coded in
the case of the experimental results (top). The iPSP results were partly rotated for dis-
play purposes in this figure. The bottom plot represents the results of the 3D-RANS
simulations. There was an offset of∆cp = 0.047 between the numerical and the exper-
imental results at the position of the base pressure sensor located atr/R= 0.57. This
offset was subtracted from the entire numerical pressure coeffi ient map for display
purposes. Hence, both the experimental and the numerical results correlate very well
with each other in terms of their absolute values. The position of the wake vortex core
and the mean reattachment length differ between∆x/lcp,min ≈ 0.26 and∆x/lr ≈ 0.07,
respectively. This discrepancy is mainly caused by a mismatch between the turbulence
production termµt in the turbulence model and the turbulence levelTu in the experi-
mental results.
One of the side goals of the project was the generation of a reli bl experimental data
base that can be used for the further development and validation of turbulence models
for steady or unsteady simulations. The data gathered within the scope of this project
exhibits a high spatial resolution which is suited for the validation of numerical methods.
The comparison with established measurement techniques onthe one side as well as the
good agreement with data from the literature on the other side validated the quality of
the experimental data set.
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Fig. 6.39.:Flow field behind the generic spacecraft model; (Top:) experimental data
gathered with time-resolved optical velocity and pressuremeasurement tech-
niques; (Bottom:) results from a 3D-RANS simulation on a 90◦ portion of
the model at M∞ = 0.7 test conditions.
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6.8. Conclusions and perspectives
The results of transient PIV and iPSP measurements in the near wake behind a generic
spacecraft configuration were discussed within this chapter. The experiments were
carried out in the trisonic wind tunnel facility at sub- and transonic Mach numbers
M∞ = [0.3; 0.7]. Regarding to the scientific key questions the following conclusions
were drawn for the interesting test case of the project (M∞ = 0.7):
1. How is the topology of the wake?
The topology of the wake velocity field and the wake pressure distribution was
investigated by means of PIV and iPSP. The ensemble-averaged flow fields at
M∞ = 0.7 developed as it was expected from numerical RANS simulations. It
was found that the reattachment of the wake occurred atx/D = 1.13. The reat-
tachment position was in good agreement with experimental ad numerical data
from Deprés et al. (2004) and Deck et al. (2007). The dominantrecirculation area
and the secondary counter-rotating vortex in the junction between the base and
the support sting were clearly resolved with PIV.
2. How is the dynamic and the strength of the coherent wake structures in the shear
layer? Are these structures characterized by a certain frequency?
The results confirmed that the shear layer is dominated by large-scaled coher-
ent structures combined with strong unsteady fluctuations.The dynamics of the
large-scaled structure were confirmed by means of PIV and iPSP whereas the dy-
namic range of the unsteady fluctuations was just resolved with iPSP. The large
structures separated from the base shoulder with reduced frequencies around
f ·U∞/D ≈ 0.21 and organized in a shear layer. The shear layer suddenly ex-
panded atx/D ≈ 0.5 as a consequence of a sudden change of the dominant time
scales. The highest unsteadinesscp,rms occurred about 10-15 % upstream of the
reattachment location. At this position, the strongest buffet loads were introduced
into the structure (which was rigid at this part of the project). The actual domi-
nant buffet frequency was about 905 Hz.
The presented results confirmed the expected velocities forthe propagation of
disturbances along the wake’s main axis, as proposed by Hudyet al. (2003) or
Deck et al. (2007). A separation in up- and downstream propagating disturbances
was found atx/lr = 0.6. Their maximum relative convection velocities were
uc/U∞ = [−0.26; 0.45].
3. Does the boundary layer/wake interaction result in a coherent mode pattern on
the base?
It was confirmed by means of iPSP that there existed a certain mode-like dis-
tribution of base pressure fluctuations. The presence of pressu modes with a
preferred 60◦-distribution which was predicted by means of transient numerical
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simulations was not confirmed. However, a mode-like distribu ion with spatial
wavelengths ofλp′ = 100−200◦ was found at the base from the iPSP data.
4. Is this mode pattern somehow time-dependent?
It was shown that the base flow was also dominated by the dominant vortex
shedding frequency. The mode pattern propagated with reduced convection rates
around fc ·U∞/D = 0.085±0.02 (or about 350 Hz). An alternation of the propa-
gation direction was not found.
Perspectives
The performance of the steady and the transient PSP system atUniBwM was bench-
marked and the results were validated within the scope of this thesis. Prospective work
has to be done in reducing the temperature dependence of pc-PSP in order to increase
the measurement accuracy of iPSP. The performance of iPSP should be checked at
higher frequencies in order to resolve potential higher harmonics of the dominant fre-
quencies and in order to increase the accuracy of the two-point c rrelation analysis.
The flow quality of the trisonic wind tunnel is very good at transonic and supersonic
conditions. It is suggested that the quality must be slightly improved at low subsonic
conditions in order to reduce the amplification of perturbations as a consequence of the
large turbulence level. The reduction of the dominant 400 Hzdisturbance that originates
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8. List of symbols
index meaning
∞ conditions at infinity





greek symbol meaning [unit]
α angle of attack [°]
γ contact angle [°]
Φ polar angle [°]
τ retarded time [s]
τf fluorescence life time [s]
τdiff diffusion time [s]
λ wavelength (with respect to light) [nm]
λs spatial wavelength [◦]
abbreviation meaning
BRDF bidirectional reflectance distribution function
CCD charge-coupled device
CFD computational fluid dynamic
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CMOS complementary metal oxide semiconductor
DLR German aerospace lab (Deutsches Zentrum für Luft- und Raum-
fahrt e.V.)
iPSP instationary/ fast-responding pressure-sensitive paint (the mea-
surement technique)
IRES Intensity Reduction & Evaluation Software
JAXA Japan Aerospace Exploration Agency
LED light-emitting diode
LES large eddy simulation
LSB laminar separation bubble
NACA National Advisory Committee for Aeronautics
NASA American aerospace agency (National Aeronautics and Space
Administration)
ONERA French aerospace lab (Office National d’Etudes et Recherches
Aérospatiales)






ROI region of interest








TRR40 joint research project of the German research foundation (Son-
derforschungsbereich TransRegio 40 der Deutschen Forschungs-
gemeinschaft)
TsAGI Russian Central Aerohydrodynamic Institute
TWM trisonic wind tunnel Munich
UniBwM Department of Fluid Mechanics and Aerodynamics at the Bun-
deswehr University Munich
uv ultra-violet (with respect to wavelengths)
latin symbol meaning [unit]
A,B,C paint calibration coefficients [1]
c chord length [a.u.]
cp pressure coefficient [1]
cp,rms pressure fluctuation coefficient [1]
∆cp,rms absolute PSP measurement uncertainty [1]
cr reflectance coefficient [1]
dpoly PSP layer thickness [µm]
d,D diameter [a.u.]
ei specific uncertainty portion [%]
Eest expected relative iPSP measurement uncertainty [%]
Ereal effective relative iPSP measurement uncertainty [%]
f frequency [Hz]
fc cut-off frequency [Hz]
fs sampling frequency [Hz]
F focal length [mm]
H12 boundary layer shape factor [1]
I intensity [cts]
I0/I , Iref/I Stern-Volmer intensity ratio [1]
135
8. List of symbols
continued
latin symbol meaning [unit]
k turbulent kinetic energy [m2/s2]
lr reattachment length [a.u.]
M optical magnification [1]
M∞ free stream Mach number [1]
n,N number of specific samples [1]
OD optical density [1]
p pressure [Pa]
p′ pressure fluctuation [Pa]
q∞ free-stream dynamic pressure [Pa]
r,R radius [a.u.]
Rec Reynolds number w.r.t characteristic lengthc [1]
StD reduced frequencyf ·U∞/D, Strouhal number [1]
t time [s]
∆t pulse delay [s]
tp pulse duration [s]
T temperature [◦C]
Tu wind tunnel turbulence level [%]
U velocity vector with componentsu; v; w [m/s]
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A. Self-illumination validation
Fig. A.1.: Pressure dependency of the absorption coefficientcr for the three adjacent
configurations (symbols) of the UF400-coated base plate; linear fit lines of
the empirical absorption coefficients are included.
Fig. A.2.: Pressure dependency of the absorption coefficientcr for the three adjacent
configurations (symbols) of the pc-PSP-coated base plate; linear fit lines of
the empirical absorption coefficients are included.
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A. Self-illumination validation
Fig. A.3.: Comparison of the intensity change in the vicinity of a rectangular corner
due to self-illumination;Left sample half:measured self-illumination effect;
Right sample half:radiosity-corrected SI-effect;Adjacent surfaces(from left
to right): frosted aluminum, UF400, absorber paint; pressure ratios:p/pref =
1−80% (top) andp/pref = 1+80% (bottom).
Fig. A.4.: Comparison of the intensity change in the vicinity of a rectangular corner
due to self-illumination;Left sample half:measured self-illumination effect;
Right sample half:radiosity-corrected SI-effect;Adjacent surfaces(from left
to right): frosted aluminum, pc-PSP, absorber paint; pressure ratios:p/pref =
1−80% (top) andp/pref = 1+80% (bottom).
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B. IRES






























************** global: case name ********************** *************************************************** **
case-name
–> the name of the recent case
************** global: data path ********************** *************************************************** ***
E:/case-name/
–> the global data path for the case name (just for orientation; won’t be used in IRES)
************** calibration: name ********************* *************************************************** ***
PCPSP_Phantom_2kHz_21-May-2012
–> the a-priori calibration out of a calibration chamber from the paint that was used during the experiments
************** calibration: normalization temperature [ °C] ************************************************ *******
25.000000
–> the reference temperature for the normalization of the Stern-Volmer plot during the calibration
************** calibration: normalization pressure [mba r] ************************************************* ******
1000.000000
–> the reference pressure for the normalization of the Stern-Volmer plot during the calibration
************** calibration paint: [PSP] or [TSP] ******** *************************************************** ****
PSP
–> which paint was used: defines the law/coefficients that will be used for the evaluation of the intensity ratio
************** calibration: paint type [uni] or [binary] * *************************************************** ******
uni
–> type of paint: defines, which sub-routines for image extraction and ratio creation are active
************** calibration: paint response [steady] or [u nsteady] ******************************************* *******
unsteady
–> historical parameter from previous IRES versions: no usein latest version 3.1
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************** correction: pressure in-situ-flag [on] or [ off] *********************************************** *******
off
–> flag de-/activates the in-situ pressure correction of theraw pressure values by means of the "tap_pressures_Pa.dat"-file
************** correction: temperature [Tsensor] or [IR] or [TSP] or [CFD] ************************************* *****
Tsensor
–> defines, which temperature correction method is applied (so far ONLY Tsensor is validated in IRES V3.1)
************** evaluation: DLT method [poly] or [linear] o r [advanced] **************************************** *****
advanced
–> defines, which camera calibration algorithm is used; poly(not yet implemented) for planar problems; linear - DLT-
algorithm with no lens distortion corrections for NON-PLANR problems needs 6 or more registration markers; advanced
- advanced polynomial approach with lens distortion correction for NON-PLANAR problems needs 8 or more registration
markers
************** evaluation: final resection [2d] or [3d] or [ both] ********************************************** ******
3d
–> defines the output format of calculation result: 2d - imageformat, 3d - tecplot format on grid
************** filter: intensity images [susan] or [median ] or [wiener] or [off] ********************************* *******
off
–> defines the initial filtering of the intensity images by using the SUSAN filter (for details about this filter algorithm see
Smith and Brady (1997)), a standard median or a wiener filter
************** filter: intensity images filter size median/ wiener:[size size] or susan: [size threshold] **********************
0.000000 0.000000
–> for the median and the wiener filter the flag defines the spatial filter size in two dimensions. For the SUSAN filter it defines
the filter size and the local intensity weighting factor for filtering
************** filter: intensity ratio [susan] or [median] or [wiener] or [off] ********************************** ********
susan







************** filter: intensity ratio filter size median/w iener:[size size] or susan: [size threshold] *************************
2.000000 2.000000
–> see intensity image filter size
************** filter: final [susan] or [median] or [wiener] or [off] ******************************************** ******
susan
–> see intensity image filter
************** filter: final filter size median/wiener:[siz e size] or susan: [size threshold] ********************** **********
5.000000 0.08
–> see intensity image filter size
************** grid: final mesh type for export [coarse] or [ fine] *********************************************** ****
coarse
–> historical parameter from previous IRES versions: no usein latest version 3.1
************** grid: grid rotation [on] or [off] ********* *************************************************** *****
no
–> activates grid rotation for display purposes in the 3d tecplot grid file; if activated the angles alpha, and/or beta and/or
gamma (see below) must be set
************** grid: input grid type: triangle [tri] or qua drilateral [quad] *********************************** *********
quad
–> required for correct data import, export and filtering - HOMOGEN surface discretization ONLY
************** image: acquisition frequency [Hz] ******* *************************************************** ****
2000.000000
******** image: camera type: pco2000 [1] or pco4000 [2] or sensicam [3] or Phantom [4] or Dalsa Genie [5] or other [6] ***
4
–> the pixel size of the sensor might vary with the camera model; th value will be used for the estimation of the camera
position in the camera calibration algorithm
************** image: dynamic [min max] **************** ***************************************************
10 2000
–> global preset of the min/max intensities in the images forall input GUIs - no EXACT values required
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********** image: frame order [0 1] [1 0] - pressure monitor == 0 ** reference monitor == 1***********************
0 0
–> historical parameter from previous IRES versions: no usein latest version 3.1
************** image: integration time [ms] ************ *************************************************** ***
0.499000
–> historical parameter from previous IRES versions: no usein latest version 3.1
************** image: number of dark wind-off images ***** *************************************************** *
500
–> number of dark wind-off images
************** image: number of dark wind-on images ****** *************************************************** *
500
–> number of dark wind-on images
************** image: number of signal wind-off images *** *************************************************** **
1000
–> number of signal wind-off images
************** image: number of signal wind-on images **** *************************************************** *
10240
–> number of signal wind-on images
************** image: zero padding :BXXXXX.IM7 [sum(X)] * **************************************************
5
–> defines the number of the digits in the filename; filename hasto start with "B"
************** windtunnel: angle of attack alpha [°] ***** *************************************************** ****
0.000000
–> see grid rotation above
************** windtunnel: angle of sideslip beta [°] **** *************************************************** *****
0.000000







************** windtunnel: angle of roll gamma [°] ******* *************************************************** ***
0.000000
–> see grid rotation above
************** windtunnel: dynamic pressure [Pa] ******* *************************************************** ***
10752
–> dynamic pressure (Pa) during the experiments, usually constant
************** windtunnel: mach number **************** *************************************************** *
0.31
–> wind tunnel Mach number, usually constant
************** windtunnel: velocity [m/s] ************* *************************************************** ****
104.9065
–> wind tunnel velocity (m/s), usually constant
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Photogrammetry relations
The photogrammetry relations describe the conversion of the transformation coefficients
L into intrinsic (Equ. B.0.1) and extrinsic camera parameter(Equ. B.0.2), compare
Azad et al. (2009). Intrinsic camera parameter such as the focal length, the principle
point or lens distortions describe parameter which are directly linked to the imaging
optics. The extrinsic parameter describe the absolute position and orientation of the
camera. The parameter are subsequently used in pseudo-codealgorithms in order to


























































































Equ. B.0.3 describes the iterative calculation of the dewarped imageI(u,v) by means
of the lens distortionsκ and the distorted imageI(ud,vd). The relations are essential in







































































































Pseudo codes for the image alignment and the camera calibration
The pseudo codes were adapted from Azad et al. (2009). They appear in the order of
their implementation inIRES. Algorithm 1 describes the camera calibration by means of
the marker correspondences. The intensity images can be affected by optical aberrations
or lens distortions. In order to compensate these distortions, Alg. 2 is required. Alg. 3
shows the creation of the real world coordinates for the working grid from the redwof
reference points. The remaining algorithms 4 and 5 are used for the invert the previous
algorithms.
Algorithm 1: CalibrateCameraParameter: marker positionsP(x,y,z), P(ud,vd)→ intrin-
sic / extrinsic camera calibration
Data: marker positions in the real-world coordinate system:P(x,y,z) and in the image
planeP′(ud,vd)
Result: camera calibration parameter (cx, cy, fx, fy, Rc, t, d1, d2, d3, d4)
1 initialize lens distortions:d1 = d2 = d3 = d4 := 0
2 while k> threshdo
3 dewarpP′(ud,vd)→ P′(u,v) using Algorithm 2
4 solve Equ. 4.2.1 for coefficientsL1 . . .L11 usingn≥ 6 markers
5 calculate intrinsic camera parametercx,cy, fx, fy with Equ. B.0.1























Algorithm 2: DewarpImage:P′(ud,vd) → P′(u,v)
Data: distorted points in the camera systemP′(ud,vd)
Result: undistorted points in the camera systemP′(u,v)


































































Algorithm 3: ComputeRealWorldCoordinatesFromCamera:P′(ud,vd,sc)→ P(x,y,z)
Data: PointsP′ in the distorted redwof P′(ud,vd,s)
Result: Points in real world coordinatesP(x,y,z)
1 foreach P′ do




































Algorithm 4: ComputeCameraCoordinatesFromRealWorld:P(x,y,z) → P′(ud,vd)
Data: PointsP in real world coordinatesP(x,y,z)
Result: Distorted points in the camera coordinate systemP′(ud,vd)































4 distortP′(u,v) → P′(ud,vd) using Algorithm 5
Algorithm 5: DistortImage:P′(u,v) → P′(ud,vd)
Data: undistorted points in the camera systemP(u,v)
Result: distorted points in the camera systemP′(ud,vd)
1 foreach P′ do
2
(
xn
yn
)
:=
(
u−cx
fx
v−cy
fy
)
3 r :=
√
x2n+y2n
4
(
xd
yd
)
:=
(
1+d1r2+d2r4
)
(
xn
yn
)
+
(
d3(2xnyn)+d4(r2+2x2n)
d3(r2+2y2n)+d4(2xnyn)
)
5
(
ud
vd
)
:=
(
fxxd+cx
fyyd+cy
)
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